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The perfect door station can 
differ in appearance depending 
on style preference, require-
ments and structural circum-
stances. Consequently, Siedle 
Steel does not prescribe any 
specific design but rather a 
blueprint for individual config-
uration: 
A range of function modules, 
a clearly defined Steel look and 
a 14 millimetre grid. The final 
configuration is determined by 
the needs and preferences of 
the user.

The examples illustrate the 
many possibilities available for 
designing a door station by 
selecting and arranging diffe-
rent functional elements.
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Overview
Of course machines are used to 
manufacture Siedle Steel. The 
front panels, for instance, are 
cut by a high-performance laser 
controlled directly from a CAD 
program.

While everything revolves 
around high tech sophistication 
– still there is more direct hand-
to-hand human contact with 
Siedle Steel than with any other 
of our products. There is no 
other way this extreme degree 
of product differentiation could 
be achieved. Because each 
individual has a unique, highly 
personal picture of what it is 
they want, no two systems are 
quite the same. There is no au-
tomated production system in 
the world which could do jus-
tice to this complex variety, and 
certainly not to the requisite 

standard of quality. Siedle Steel 
has the skill and meticulous 
care of our craftsmen to thank 
for this exceptional position.
Perfection is not simply a 
question of technology; 
what distinguishes “modern 
manufacture“ is primarily the 
motivation engendered by a 
very human quality: Pride in our 
own work.

Pictures:
The Steel assembly department 
of our plant in Furtwangen
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Planning and ordering
Step by step to the individu-
al system
Door stations from the Siedle 
Steel range are individually 
produced and supplied as 
a fully functional complete 
unit. So when planning a 
new installation, all you need 
to decide is which type of 
installation system you require. 
We take charge of collating all 
the necessary components and 
equipping the door station.

Step 1:

Functions
What do you want the system 
to be able to do? The function-
al overview illustrates the entire 
spectrum at a glance.  
A tip: When equipping the 
unit, remember the electro-
magnetic pilfer safeguard!

Step 5:

Installation system
Please let us know which 
system you are using so that 
we can plan to include all the 
necessary components.

The form sheet: Signpost
You can find the form for the 
quote service on our web-
site. In it, you can enter key 
modules and components for 
your desired system step by 
step. The steps on the form 
correspond to the steps in the 
order catalogue. If you have 
any requirements which are not 
included on the form, use the 
empty lines or attach a sketch.

Step 2:

Material and surface finish
Brushed stainless steel, ano-
dized aluminium and burnished 
brass are the material variants 
offered for the front panel, 
supplemented by paintwork 
finishes and PVD coating. You 
need to make two choices: 
which finish for the surface of 
the front panel, and which col-
our for the mounting level. As 
an alternative to the illustrated 
recommendations, we can of-
fer individual combinations and 
special paintwork finishes.

Step 6:

Outside dimensions
If you require the door station 
to have certain dimensions, 
we will be pleased to com-
ply - depending on which 
dimensions the design grid and 
manufacturing process allow. 
Here, you may have to flick 
back through the pages, as the 
technical drawings specifying 
the dimensions are assigned to 
the mounting methods.
In systems intended for door 
panel mounting, we require 
the outside dimensions of the 
system and the clear width of 
the cut-out in the door side 
panel if possible.

The catalogue: Inspiration
Siedle Steel is individually 
produced. What you see in the 
catalogue are not series prod-
ucts, but examples.
If you have any ideas which are 
not included in the catalogue, 
then why not give us a call 
or visit us in one of the Siedle 
Centres? Our advisors will be 
pleased to help you to imple-
ment your plans.

Step 3:

Lettering
Company name, address, 
opening hours: Inscriptions in 
the entryway area often make 
sense in addition to the house 
number. We offer a number of 
variants ex works, including our 
unique laser cutting technique.

Finally:

Enquiry
Send the completed quote 
template to our Quote service, 
who will prepare a design sug-
gestion and a quote including 
price and delivery time on 
the basis of the information 
provided.

Step 4:

Mounting
Siedle Steel can be mounted 
in five different ways: flush 
mounted, surface mounted, 
free standing, in the door side 
panel and as a glass insert.
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Function overview

Intercom system
Electro-acoustically optimized for 
excellent communication, placed for op-
timum protection behind the continuous 
metal front.

Electronic key reader
No-contact door release, with keys avail-
able in the form of cards or keyrings

Status display
Four backlit LED symbols signal the dif-
ferent statuses: “Call”, “Not available”, 
“Speech” and “Door release”.

Code lock
Control centre for access, light and 
everything with a switching function. 
Stainless steel buttons with laser letter-
ing or alternatively engraved, acoustic 
input control.

Buttons
• Illuminated light button
• Call button, illuminated, foil lettering
• Call button, laser lettering, alterna-
tively engraved, exchangeable from the 
front
• Call button, laser lettering, alternative-
ly engraved, exchangeable from the rear

Fingerprint
Safe, simple, convenient: The finger acts 
as a key. Climate-resistant, suitable for 
outdoor use. For up to 100 users.

Large-format buttons
For special form or functional require-
ments: The alternative to the standard 
button. Made of the same solid material 
as the front panel, quickly recognizable 
and easy to operate, offering plenty of 
space for inscriptions or company logos. 
Available as a single or double unit.

Pilfer safeguard
For mounting in the door station as 
a concealed electromagnetic locking 
mechanism for the control panel.

Call display
For large-scale properties: The display 
replaces rows of bells. Digital name 
selection with intuitive operation.

Key-operated switch
Seamless integration of all standard 
profile half-cylinders.

Camera 80
Colour camera with adjustable wide- 
angle lens. Effective horizontal/vertical 
pick-up range: 80°/60°, additional 
mechanical adjustment by 30°.

Camera 130/180
High-resolution colour camera with wide 
field of vision. Horizontal/vertical pick-up 
range: appr. 130°/100° or 175°/120°.
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Laser marked house number
The flush mounted and modern laser 
lettering has a metallic gleam and 
appears bright or dark depending on 
the light.

Movement sensor with  
photoelectric switch
Responds to people and/or ambient 
brightness, and for example switches on 
the light.

House number, laser cut
The mounting level is left visible through 
the laser cut-outs in the solid front 
panel.

LED spot
Directed light to emphasize house  
numbers, buttons and inscriptions.

LED light module
Energy-saving and durable: Four LEDs 
immerse driveways, paths or the whole 
entrance area in radiant white light. 
The modules can be combined to form 
large-scale lights.

Pass-through letterbox
Solid pass-through flap and griprail 
in the same material as the front 
panel. The mail drops into a shaft and 
is removed from inside the building. 
Available in two sizes.

LED surface area lights
In two widths, for illuminating large 
lettering areas, info panels, door stations 
or letterboxes.

Illuminated information sign
White translucent LED backlit acrylic 
glass. The plate is integrated flush into 
the operating level and available in 
different dimensions. Suitable for glued 
or printed inscriptions.

Letterbox with front removal
Pass-through flap, griprail and removal 
door in the same material as the front 
panel, opening towards the front. With 
climate box in plastic to protect against 
the effects of condensation.

Storage compartment
Storage compartment with griprail and 
front removal. Can be opened from 
the front without key for newspapers, 
groceries or other deliveries. Can be 
combined with electrical unlocking.

Lettering options
A direct comparison of all inscription 
options.
See page 241
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Brushed stainless steel
V4A stainless steel, front panel 
brushed lengthwise, buttons 
and control elements brushed 
crossways.

Burnished brass
A traditional material, charac-
terized by its irregular colour, 
the development of a distinc-
tive patina and signs of wear 
through use.

Aluminium
Anodizing in a natural colour 
(EV1) protects the light alloy 
from corrosion and lends it a 
changing velvety shimmer.

Painted stainless steel
V4A stainless steel in an 
individual paintwork finish, 
aluminium with Duraflon 
coating (both in RAL, metallic 
or micaceous iron ore shades, 
in this example: Fire red).

Siedle Steel

Materials and surfaces
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Note
Other materials and surface fin-
ishes are available on request.
Please get in touch with us to 
discuss the many varied possi-
bilities available.

Please note:
Unlike metal surfaces, in areas 
such as buttons which are in 
frequent use, a paintwork fin-
ish can show signs of frequent 
skin contact. These signs of 
use do not affect the function 
or durability in any way but on 
code lock key pads they can 
provide an indication of which 
buttons have been used. For 
this reason, codes used at code 
locks with painted keypads 
should be regularly changed.

PVD black
PVD surface finishes on 
brushed stainless steel. In 
contrast to paint, the extremely 
thin PVD layer emphasises the 
texture and processing quality 
of the brushed stainless steel. 
The velvety gleaming, metallic 
colours change with the light. 
They are scratch and weath-
er-resistant as well as easy to 
clean.

PVD copper PVD brass PVD titanium
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Lettering and illumination

Siedle Steel offers several pos-
sibilities for combining lettering 
and illumination. The required 
lighting effect can ideally 
be adjusted in line with the 
surroundings and the overall 
system. 
The LED spot can be targeted 
to illuminate specific details. 
Alongside the house number,  
these can be buttons, a code 
lock or other functional  
elements. 
Like the spot, the surface 
area light throws side light 
which emphasizes edges and 
contours. It places not only the 
lettering but the whole system 
in the limelight. Generally 
speaking, its light is sufficient 
to illuminate the ground imme-
diately in front. It can be used 
in locations with only minimal 
ambient light. 

The illuminated informa-
tion sign emphasizes the 
applied lettering, but leaves 
the remainder of the system 
unlit. This is the light source of 
choice to divert attention solely 
to the information and/or the 
system as a whole is adequately 
lit from other sources. 
The information sign and sur-
face area light are available in 
different dimensions. The light 
cone from the spot is around 
10 centimetres wide. Siedle 
uses only energy-efficient long-
life LEDs as lamps.
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Laser inscription
Standard inscription for call 
buttons made of metal, storey 
and building identification, 
function modules with metal 
buttons, street names and 
house numbers. The flush 
mounted and modern laser 
lettering has a metallic gleam 
and appears bright or dark 
depending on the light. As the 
laser permanently changes the 
surface, subsequent modifica-
tions are not possible.

Engraving
The engraving can either cover 
the entire face of the char-
acters or only the contours. 
In full surface engravings, 
the characteristic lines of the 
milling process are visible. The 
engraving process permanently 
changes the material, so that 
subsequent changes are no 
longer possible.

Raised
Made of the two millime-
tre-thick solid material of the 
operating level (stainless steel 
or aluminium), with the same 
material-dependent surface 
treatment options (brushed, 
coated, anodized, painted). 
Permanently fixed, no subse-
quent modification required.

Screen printing
The lettering colour is applied 
directly onto the surface using 
the screen printing technique. 
This imprint is very durable and 
weather-proof, and cannot be 
removed without damaging the 
surface. As a result, the screen 
printing technique is not suita-
ble for changing inscriptions.

Laser cutting technology
The letters or numbers are pre-
cisely laser-cut openings in the 
decor plate which expose the 
mounting panel underneath. 
This service is only available 
in one special character font. 
Subsequent changes are not 
possible.

Film lettering
High-contrast street names 
and house numbers. Particu-
larly suitable for changing 
inscriptions, as the film can be 
removed without damaging the 
surface. For lettering sizes from 
10 mm.

Printed film
The weather-proof film is 
printed and applied across the 
whole surface. The background 
shows through where there is 
no imprint.  
The method is highly versatile, 
and allows the use of photo-
graphs and any optional motifs. 
Exchanging is possible with 
minimal expense. 
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Electrical unlocking
The ideal addition to an elec-
tronic access control system: 
electrical letterbox release. 
Instead of using a key, the 
letterbox can now be opened 
using a fingerprint, code lock 
or electronic key. For this, the 
mechanical lock is supplement-
ed by an electrical locking unit 
which is actuated over the Var-
io bus. The removal door of the 
letterbox additionally contains a 
grip rail to facilitate opening.

Mail notification system
The letterbox signals whether 
mail has arrived: If the pass-
through flap of the letterbox 
is opened, a signal is transmit-
ted to the indoor station. The 
station indicates the message 
until the removal door at the 
letterbox is opened.
The mail notification system is 
available for the In-Home bus 
and Access intercom system. 
At the door, it is compatible in 
new systems with letterboxes 
in the Siedle Classic and Siedle 
Steel design lines, while in-
doors it is compatible with the 
Comfort models of the indoor 
stations.

Damped letter flap
Say goodbye to irritating 
rattling! The pass-through flap 
closes gently and remains shut 
even when there are strong 
winds. This comes as standard 
with Siedle Steel and Siedle 
Classic.

Whether flush mounting, free 
standing or for door panel 
mounting/glass installation: 
letterbox systems from Siedle 
can be installed to suit your 
needs and preferences. They 
can adapt to suit any design 
you wish or any architectural 
requirement.

The electrical, acoustic and er-
gonomic properties of all Siedle 
components are perfectly co-
ordinated for installation in the 
letterbox housing – and Siedle 
offers more and more smart 
functions for the letterbox.

Siedle Steel

Letterboxes 
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Surface-mounted door stations

A support system based on 
sectional extruded aluminium 
permits surface mounting of 
Steel door stations. The system 
allows a high level of flexibility, 
with the only restrictions posed 
by the high weight of larger 
systems. Due to the minimal 
add-on height of the profile, 
surface-mounted variants of 
the letterboxes are not possi-
ble.

Operating level 2 mm:
• V4A natural brushed steel
Mounting level:
• 2 mm V2A steel with micaceous iron 
ore finish
Support system:
• Sectional extruded aluminium with 
micaceous iron ore finish

For more information on materials and 
surface finishes: see page 238

Dimensions in mm
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Flush-mounted door stations

The extreme slim-line look of 
Siedle Steel is made possible 
by an ingenious split design. 
The two millimetre-thick solid 
front panel extends just six 
millimetres proud of the wall. 
Its concealed fixture is only 
accessible using a special tool 
(optionally available with an 
additional electro-magnetic 
lock which can only be released 
from inside). The surfaces re-
main completely flat and even. 
There is nothing to disturb the 
natural aesthetic appeal of the 
solid metal and the linear clarity 
of the prize-winning design. 
Raised elements such as house 
numbers and call buttons 
underpin the vibrancy of the 
material and create added light 
effects effectively contrasting 
with the front panel.

Operating level 2 mm: 
• V4A natural brushed steel
Mounting level: 
• 2 mm V2A steel with micaceous iron 
ore finish
Flush-mount housing 
• Hot-dip galvanized sheet steel 0.8 mm

For more information on materials and 
surface finishes: see page 238

Flush installation
A special locking concept 
permits the recessed mounting 
of flush mounted door stations. 
However, for design reasons 
not every system size is capable 
of flush mounting. The feasi-
bility of this mounting variant 
must consequently always 
be reviewed in advance and 
planned in close cooperation 
with Siedle.

Dimensions in mm
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Flush-mounted door stations with pass-through letterbox

The pass-through letterbox  
allows the mail to fall back-
wards for removal from inside 
the building. Due to the mini-
mal space requirement, several 
letterboxes can be combined 
in a single station. The pass-
through flap made completely 
in the material of the front 
panel is inserted for a perfect 
flush. Resists even stormy gusts 
of wind. An anti-pilfer device 
helps you safeguard the privacy 
of your mail. 
Siedle letterboxes naturally 
comply with European standard 
DIN EN 13724.

Operating level 2 mm 
• V4A natural brushed steel
Mounting level: 
• 2 mm V2A steel with micaceous iron 
ore finish
Name strip: 
• Material as for the control level 4 mm
Pass-through flap:
• With integrated damping action
• Material as for the control level  
1.5 mm
Flush-mount housing 
• 0.8 mm hot-dip galvanized sheet steel
Pass-through letterbox: 
• 0.8 mm hot-dip galvanized sheet steel, 
45° in inclined arrangement, extendable 
from 290 - 440 mm 
• Pass-through shaft 1 mm V4A steel
• Removal door at the back 1 mm, V2A 
steel: opening downwards, colour same 
as the mounting level, with cylinder 
lock, nameplate and inspection window.
• 15 mm plaster frame all round

For more information on materials and 
surface finishes: see page 238

Please note:
•	Not suitable for mounting in concrete
•	Suitable for masonry walls  
(dry masonry)

Remarks
Rain
Letterbox systems are sealed towards 
the front. They are protected against 
the effects of splash water and normal 
rainfall. For unprotected and exposed 
mounting situations with frequent 
exposure to driving rain (e.g. in coastal 
areas), take suitable construction meas-
ures when installing to achieve optimum 
rain protection.

Removal side in the outside area
When mounting a letterbox system with 
pass-through letterbox outside, e.g. in a 
garden wall, a rail guard or suitable wall 
recess with drip edge must be provided 
by the client on the removal side.

Ambient moisture
Natural stone and concrete have the 
ability to store moisture. The protracted 
effect of moisture can result in damage 
to the housing. Direct contact with 
concrete, plaster or similar building ma-
terials can result in increased corrosion 
due to chemical reactions.
When installing for instance in garden 
walls, we recommend providing addi-
tional protection against moisture into 
the compartments by using a suitable 
protective film or a coating.

Effect of pressure
Housings can be deformed by the 
weight of wet concrete and/or by the 
compaction process. Suitable support 
measures should therefore be provided 
for in the box.

Dimensions in mm

The removal door at the back 
including the removal shaft 
and frame can optionally also 
be provided in stainless steel. 
While the high-grade material 
enhances the optical appeal, 
the changed design also 
permits simple plaster compen-
sation with the subsequently 
mountable and displaceable 
removal door.  

In addition, an all-round sealing 
lip protects against drafts.

Pass-through letterbox
Solid pass-through flap and griprail 
in the same material as the front 
panel. The mail drops into a shaft and 
is removed from inside the building. 
Available in two sizes.
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Flush-mounted door stations with  
letterbox for front removal

Where a wall recess but not a 
complete wall breakthrough is 
planned or possible, we recom-
mend opting for mail removal 
from the front. The elegance 
of the surface finish conceals 
optimum functional quality 
within: An inner letterbox with 
condensation and driving rain 
protection keeps mail safe from 
moisture. And to prevent your 
mail from dropping on the 
floor, the removal door opens 
not to the side but downwards 
with a gently braked action. 
Siedle letterboxes naturally 
comply with European standard 
DIN EN 13724.

Operating level 2 mm:
• V4A natural brushed steel
Pass-through flap:
• With integrated damping action
Name strip:
• Material as for the control level 4 mm
Pass-through flap and removal door at 
the front:
• Material as for the control level  
1.5 mm
Pass-through shaft:
• 1 mm V4A steel
Mounting level:
• 2 mm V2A steel with micaceous iron 
ore finish
Flush-mount housing:
• 0.8 mm hot-dip galvanized sheet steel

For more information on materials and 
surface finishes: see page 238

Note
Please observe the notes relating to 
rain, ambient moisture and the effect of 
pressure on the previous pages.

Dimensions in mm

Functional quality: The dou-
ble-walled letterbox housing 
provides protection against 
driving rain and condensation. 
The removal door opens with 
a gentle damping action to the 
front instead of sideways to 
prevent the mail from dropping 
out.
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Glass mounting

The low-profile housing with its depth 
of just 37 millimetres and the partially 
surface-mounted cable inlet are a con-
stituent part of the design concept. The 
total mounting height is 84 millimetres.

The supply line made of flexible woven 
stainless steel makes a design virtue out 
of technical necessity.

Siedle Steel for glass mounting 
is integrated directly into the 
glass without a frame or any 
other visible fastening ele-
ments.

Panel mounting
In contrast to door panel 
mounting, glass mounting does 
not require a frame. Letterbox-
es and communication technol-
ogy are accommodated directly 
between two glass elements 
without additional means of 
fastening.

Glass cut-out
For direct mounting in a glass 
cut-out, the cabling becomes 
a part of the design concept. 
The supply wires are guided 
downwards in a flexible steel 
sleeve. The system appears to 
“hover“ at the ergonomically 
ideal height.

The minimum thickness of 
the glass is eight millimetres, 
there is no maximum thickness 
limit. Steel systems can even be 
integrated in bullet-proof glass 
without impairing the security 
of the facade.
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The communication pedestal 
makes its own distinctive mark. 
It comes with all the right 
credentials - not just in terms 
of aesthetic appeal: All the 
functions are positioned at just 
the right ergonomic height for 
maximum user convenience. 
The effective interplay between 
form and function extends to 
the detail: This makes the con-
cealed fixture of the metal front 
both a design feature and also 
an effective protection against 
vandalism. An electromagnetic 
pilfer safeguard, accessible 
only by using a controller from 
inside the building, locks and 
unlocks the front panel.

A support system based on 
sectional extruded aluminium 
makes for even easier planning 
of pedestals. As a result, it is 
possible to implement substan-
tially bigger dimensions. The 
pedestals can also be fitted 
with modules on both sides.

Operating level 2 mm:
• V4A natural brushed steel
Mounting level:
• 2 mm V2A steel with micaceous iron 
ore finish
Support system:
• Sectional extruded aluminium with 
micaceous iron ore finish
Base plate:
• 20 mm aluminium plate with mica-
ceous iron ore finish

For more information on materials and 
surface finishes: see page 238

ZE/STL 168 x 168
Ground element accessory for 
free-standing communication pedestals 
in 168 x 168, made of stable, hot-dip 
galvanized steel with internal cable 
channel and ground flange with weld-
ed-on nuts for fixture of the communi-
cation pedestal base plate.
Dimensions (mm) W x H x D: 
180 x 500 x 200

Siedle Steel

Communication pedestals
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Dimensions in mm

ZE/STL 308 x 308
Ground element accessory for 
free-standing communication pedestals 
in 308 x 308, made of stable, hot-dip 
galvanized steel with internal cable 
channel and ground flange with weld-
ed-on nuts for fixture of the communi-
cation pedestal base plate.
Dimensions (mm) W x H x D: 
304 x 500 x 304
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When it comes to first impres-
sions, the free-standing com-
munication pedestals radiate 
both competence and assur-
ance where it matters - in the 
entrance area. The integrated 
letterbox effectively demon-
strates how to make a design 
virtue out of functional necessi-
ty, perfectly formed from front 
to back. As an eye-catching 
central feature in the entrance 
area, the pedestal provides the 
perfect basis for presentation 
of a company name or logo.

An extruded sectional alumin-
ium-based support system 
changes the letterbox design 
and makes for even more 
flexible planning. This allows 
substantially larger system 
dimensions to be implemented. 
The floor bracket with its new 
front and rear support offers 
optimum static stability.

The floor bracket can also 
be configured on request for 
recessed mounting.

Operating level 2 mm:
• V4A natural brushed steel
Pass-through flap:
• With integrated damping action
Pass-through flap and removal door at 
the front:
• Material as for the control level  
1.5 mm
Name strip:
• Material as for the control level 4 mm
Mounting level:
• 2 mm V2A steel with micaceous iron 
ore finish
Support system:
• Sectional extruded aluminium with 
micaceous iron ore finish
Base plate:
• 20 mm aluminium plate with mica-
ceous iron ore finish

For more information on materials and 
surface finishes: see page 238

ZE/STL 462 x 462
Ground element accessory for 
free-standing communication pedestals 
in 462 x 462, made of stable, hot-dip 
galvanized steel with internal cable 
channel and ground flange with weld-
ed-on nuts for fixture of the communi-
cation pedestal base plate.
Dimensions (mm) W x H x D: 
458 x 500 x 458

Communication pedestals with  
letterboxes for front removal
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Dimensions in mm

Functional quality: The dou-
ble-walled letterbox housing 
provides protection against 
driving rain and condensation. 
The removal door opens with 
a gentle damping action to the 
front instead of sideways to 
prevent the mail from dropping 
out.
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Communication pedestals with  
letterbox for removal from the back
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Dimensions in mm

Operating level 2 mm:
• V4A natural brushed steel
Pass-through flap:
• With integrated damping
Pass-through flap and rear removal door:
• Material as per operating level 1.5 mm
Name strip:
• Material as per operating level 4 mm
Mounting level:
• 2 mm V2A steel with micaceous finish
Support system:
• Sectional extruded aluminium with 
micaceous finish
Base plate:
• 20 mm aluminium plate with mica-
ceous finish

For more information on materials and 
surface finishes: see page 238

ZE/STL 518 x 462
Ground element accessory for 
free-standing communication pedestals 
in 518 x 462, made of stable, hot-dip 
galvanized steel with internal cable 
channel and ground flange with weld-
ed-on nuts for fixture of the communi-
cation pedestal base plate.
Dimensions (mm) W x H x D: 
488 x 500 x 458

Meticulously planned ergonom-
ics: Removal from behind is 
possible in letterboxes with rec-
tangular housing. The removal 
door also opens to the front 
instead of sideways to prevent 
the mail from dropping out.

Low-profile presentation: 
The letterbox system housing 
only projects outwards where 
required by the function. The 
base turns into a floor bracket 
which is screwed firmly into the 
ground.

The floor bracket can also 
be configured on request for 
recessed mounting.
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Communication pedestals for equipment on both sides

Another new feature made 
possible by the new support 
system: Communication ped-
estals can now be fitted with 
functional elements on both 
sides. 

Please note:
Due to the differing overall 
depth of the components, 
fitting with functional elements 
on both sides must be config-
ured in close agreement with 
Siedle.

ZE/STL 168 x 168
Ground element accessory for free- 
standing communication pedestals in 
168 x 168, made of stable, hot-dip gal-
vanized steel with internal cable channel 
and ground flange with welded-on 
nuts for fixture of the communication 
pedestal base plate.
Dimensions (mm) W x H x D: 
180 x 500 x 200

168
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Dimensions in mm

Operating level 2 mm:
• V4A natural brushed steel
Mounting level:
• 2 mm V2A steel with micaceous iron 
ore finish
Support system:
• Sectional extruded aluminium with 
micaceous iron ore finish
Base plate:
• 20 mm aluminium plate with mica-
ceous iron ore finish

For more information on materials and 
surface finishes: see page 238
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Siedle Steel

Door panel mounting

Door side panel integration 
brings out the very best in 
Siedle Steel: The generous 
stainless steel surface becomes 
a design element which makes 
a striking mark on the en-
trance area. All the functional 
elements are placed in just the 
right ergonomic position: The 
company logo or house num-
ber clearly illuminated by the 
LED lights, the intercom system 
at mouth level, the code lock, 
buttons and letterbox flap all 
within easy reaching distance.
The mounting level is ther-
mally insulated by PS foam for 
optimum thermal separation, 
its thickness adapted to cir-
cumstances on site. It is fitted 
in the glass rebate of the door 
side panel or other upright and 
transom designs. A 50 mm 
surrounding trim is not just a 
design element but also cap-
tures all the benefits of Siedle 
Steel for door panel mounting 
too: Operating level detachable 
from the front without visible 
fixture, module testing and 
removal from the front, installa-
tion and mounting simplicity. 
The back of the system is made 
completely of stainless steel.

The convenient way to pick up the mail: 
The door hinges downwards to prevent 
mail dropping on the floor, the plastic 
climate box eliminates condensation 
build-up, and channels in the floor 
keep items dry in case moisture does 
penetrate.



253

min. 154

68B

min. 254

H

X
50

24* 4
346,5

24* 4

min. 562

353

B 131,5

min. 462

X
34

,5
50

H
Key:
Clear measurement
X = Glass insert
Panel dimension = Clear measurement  
+ 2 x glass insert
*After clarification of site circumstances

Operating level 2 mm:
• V4A natural brushed steel
Mounting level 2 mm:
• V4A natural brushed steel or V2A steel 
with micaceous iron ore finish
Rear side:
• 2 mm V4A natural brushed steel or 
painted
• PS foam filling
Protective hood at the back:
• 1.5 mm V4A natural brushed or 
painted
• Removal door at the back 1.5 mm 
V4A natural brushed or lacquered steel, 
opening downwards
• Letterbox with plastic climate box
Pass-through flap:
• With integrated damping action
• Material as for the control level  
1.5 mm
Name strip:
• Material as for the control level 4 mm
• Pass-through shaft 1 mm V4A steel

For more information on materials and 
surface finishes: see page 238

Dimensions in mm Dimensions in mm
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Siedle Steel

Siedle Touch 
Siedle Touch is the new mul-
ti-functional touchscreen for 
those with high requirements. 
It takes on the role of a door 
station, including access con-
trol. Text and images or videos 
can be stored in the info area 
to the right. The innovative in-
terface is pictorial and intuitive 
to use.

Siedle Touch in the Steel design 
line: Steel systems are individ-
ually planned and produced, 
assembled in the factory, tested 
and supplied ready to install.

The intuitive Siedle Touch 
interface is designed for up to 
2,000 users. The user interface 
is highly customisable: Call 
buttons can be displayed in 
extremely large format and 
emphasised with an image or 
company logo.

The 10-inch screen is availa-
ble in portrait and landscape 
format. It can be integrated 
into door stations from the 
Siedle Steel design line or freely 
fitted – in façades, door panels 
or walls.

It is available for the Siedle 
In-Home bus and Siedle Access 
Professional systems.
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Siedle Touch 10 for building 
integration: Alternatively, Siedle 
Touch can be integrated in 
façades, door panels or walls 
along with Siedle cameras and 
custom-fit door loudspeakers. 
In this way, the camera can 
capture an optimum image of 
the entrance area at all times.

The code lock for opening the 
door with rotating numeric 
keypad ensures maximum secu-
rity in relation to access control.

Group formation: User groups 
and subgroups can be created 
so that a number of call desti-
nations can be combined.

For more information, planning 
support and ordering* please 
contact Siedle Project Sales: 
+49 7723 63-552 
projektvertrieb@siedle.de 
 
* Processing and billing via 
electrical retailer
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Siedle Steel
Communication and signage system
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Siedle Steel
Communication and signage system

The whole building
A perfect reception is not limit-
ed to the entrance area alone; 
the door is only one of several 
stations passed by a visitor. The 
route into the building starts 
with the parking sign or garage 
entrance and only ends on 
reaching a certain room. Other 
functions come to the fore at 
each one of these stations: 
Identification of the building 

and its occupants, communi-
cation or interaction with the 
visitor, access to the inside, 
followed by guidance, informa-
tion and support in finding the 
desired destination.
The communication and 
guidance system complies with 
every conceivable demand 
made on standardized design. 
It combines the unlimited scope 

for variation of the high-end 
communication system Siedle 
Steel with an ergonomically 
optimized signage system. The 
result: The perfect reception - 
seamless and cohesive through-
out the whole of the building.

Door station
LED surface area 
light
Lettering
Intercom system
Call button
Fingerprint reader
Letterboxes

Light pedestals
LED light modules

Communication 
pedestal
Movement sensor 
module
Video camera
LED spot
Intercom system
Card reader
Call button

Wall lights
LED light modules

Free-standing 
information 
pedestal
LED surface area 
light
Lettering

Communication  
pedestal
Intercom system
Video camera
Communication terminal 
with touchscreen display
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501

Parking 
pedestal
Pictogram

Wall signs
Lettering

Wall sign
Pictograms

Room sign and 
door station
Lettering
Call button
Fingerprint reader

Room signs
Lettering
Pictogram

Hanging sign
Pictograms
Lettering
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Siedle Steel
Communication and signage system

Light/communication pedestal Door stations

At the perimeter, on driveways, 
gates or paths: the free-stand-
ing pedestal is ideally placed 
wherever it most effectively 
fulfils its function, irrespective 
of walls and facades. It comes 
with all the right credentials - 
not just in terms of aesthetic 
appeal: All the functions are 
positioned at just the right 
ergonomic height for maximum 
user convenience.
Fitted with LED light modules, 
it is transformed into a path 
lighting system which can be 
automatically controlled if re-
quired by means of movement 
sensor switches and photoelec-
tric lighting controllers. A video 
camera, intercom systems or 
other functional elements turn 
it into a communication ped-
estal which opens doors and 
gates, which identifies, informs 
or receives the mail.

A forwarding agent needs to 
deliver goods, a postman to 
find the letterbox. Guests ring 
the doorbell and announce 
themselves, employees gain ac-
cess using a numerical code or 
fingerprint. Visitors need light 
to find paths, register informa-
tion and operate devices.
Occupants and owners want to 
make an appropriate impres-
sion. They have design aspira-
tions, aim to reflect a specific 
corporate image or express 
their own personal style. The 
architect aims to use certain 
materials, the planning bureau 
outlines special requirements 
in terms of technology and 
installation.
The threshold is the meeting 
place of ideas, aspirations and 
requirements. In an ideal world, 
these should not contradict but 
complement each other.

Door station with laser cut header 
panel, film inscribed list panel, intercom 
system, large-area button and code lock. 
Every panel can be individually removed. 
An electromagnetic locking mechanism 
can optionally be used to secure valua-
ble functional elements.
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Wall/hanging signs Room signs

The symbiosis of electronic 
communication technology 
with visitor guidance also 
provides benefits inside the 
building. A room sign with bell 
button and fingerprint reader 
is just as easily possible as inte-
gration of an LED surface area 
light in a wall panel.
Company name, room num-
bers, departments: Inscriptions 
that remain unchanged for a 
long time can be laser marked, 
engraved or printed. Other 
items, such as names, roles or 
titles change frequently. For 
these, it is advisable to use 
revisable inscriptions which can 
be changed with little effort or 
expense.

Hanging signs are easily recognizable 
from a long distance and keep paths 
and walls uncluttered. They comprise a 
mounting level on which the sup-
plied hanging fixture is mounted, and 
two cover panels for inscription. The 
mounting level is made of aluminium 
in order to save on weight. The entire 
range of material and lettering options is 
available for the cover panels.

Three-part information board with 
surface area light. The head panel with 
company logo ensures optimum visibility 
from afar. The central panel is used for 
close-range identification. It has a trans-
parent, one-colour printed film glued 
over its whole surface. To update the 
inscription, the entire film is exchanged. 
The base panel neatly finishes off the 
bottom of the panel.

An intelligent combination used to 
denote sensitive areas: A combination of 
room identification and access control.
Functions:
Inscribable room sign
Large-format buttons 
Fingerprint reader

When planning and configur-
ing your system, our project 
sales team will be pleased to 
lend their support.
Tel. +49 7723 63-555
projektvertieb@siedle.de

The room signs are available in a one to 
four-part design. Each segment can be 
individually inscribed and exchanged.
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Siedle Steel
Communication and signage system

Room signs/pictograms

OSB 0001 E
Orientation sign in stainless steel, one-
part, for individual lettering.
The brushed stainless steel surface can 
be inscribed using laser lettering, foil, 
engraving or screen printing.
Nameplate size (mm) W x H: 154 x 154
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0004
Orientation sign with pictogram “Cloak-
room” made of brushed stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0012
Orientation sign with pictogram  
“restroom” made of brushed stainless 
steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSB 0002 E
Orientation sign in stainless steel, two-
part, for individual lettering.
The brushed stainless steel surface 
consists of two lettering fields of equal 
size and can be inscribed using laser let-
tering, foil, engraving or screen printing.
Nameplate size (mm) W x H: 154 x 76.5
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0005
Orientation sign with pictogram  
“Conference” made of brushed stainless 
steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0013
Orientation sign with pictogram  
“Babycare room” made of brushed 
stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSB 0003 E
Orientation sign in stainless steel, three-
part, for individual lettering.
The brushed stainless steel surface 
consists of three lettering fields and can 
be inscribed using laser lettering, foil, 
engraving or screen printing.
Nameplate size (mm) W x H: 154 x 76.5 
and 154 x 37.75
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0006
Orientation sign with pictogram  
“Arrow” left and right made of brushed 
stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0014
Orientation sign with pictogram  
“Shower Ladies” made of brushed 
stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSB 0004 E
Orientation sign in stainless steel, four-
part, for individual lettering.
The brushed stainless steel surface 
consists of four lettering fields of equal 
size and can be inscribed using laser let-
tering, foil, engraving or screen printing.
Nameplate size (mm) W x H: 
154 x 37.75
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0007
Orientation sign with pictogram  
“No smoking” made of brushed stain-
less steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0015
Orientation sign with pictogram  
“Shower Men” made of brushed 
stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11
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OSB 0005 G
Orientation sign made of a combina-
tion of stainless steel and acrylic glass, 
suitable for individual lettering.
Lettering takes place using film or paper 
between the acrylic glass and mounting 
plate.
Nameplate size (mm) W x H: 113 x 154
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0008
Orientation sign with pictogram  
“Smoking area” made of brushed 
stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0016
Orientation sign with pictogram  
“Shower” made of brushed stainless 
steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0001
Orientation sign with pictogram  
“Library” made of brushed stainless 
steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0009
Orientation sign with “Disabled” picto-
gram made of brushed stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSM 0001 DG
Aluminium mounting panel to accom-
modate all stainless steel panels for the 
orientation system.
Dimensions (mm) W x H x D: 
154 x 154 x 8

OSP 0002
Orientation sign with pictogram 
“Restaurant/Canteen” made of brushed 
stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0010
Orientation sign with pictogram  
“Ladies” made of brushed stainless 
steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0003
Orientation sign with pictogram  
“Cafeteria” made of brushed stainless 
steel
Dimensions (mm) W x H x D: 
154 x 154 x 11

OSP 0011
Orientation sign with pictogram “Men” 
made of brushed stainless steel.
Dimensions (mm) W x H x D: 
154 x 154 x 11
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Replacement and modernization

Overview
Door bell to intercom  
system
The low-cost Siedle Sets are 
ideally suited for rapid modern-
ization. Thanks to trouble-free 
surface mounting indoors and 
outdoors, no masonry work is 
generally required.
For more information, refer to 
the chapter Siedle Sets.

Door bell to video system
Fast and uncomplicated: In 
most cases, the video set runs 
using the wires of the existing 
bell/door release system, and is 
simply screwed to the wall.
For more information, refer to 
the chapter Siedle Sets.

Old intercom system to  
current technology
Some day even the enduring 
technology of an existing 
Siedle system will be due for an 
update. Special retrofit systems 
are designed to fit on the exist-
ing housing: This eliminates the 
need for masonry work.

Sole condition: A bell system, in this 
example for a two-family home

An adapter plate links the old housing 
with the Vario communication display. 
This opens up access to the complete 
Vario function spectrum.

A simple doorbell can also be upgraded 
with ease.

Installed in millions of homes, success-
fully used over decades: Many tried and 
tested Siedle TL 111 series installations 
are now reaching the end of their life.

A set is fully pre-configured and ready 
for installation. It comprises a door 
station, indoor call station and the mains 
supply. Installation work is kept to a 
minimum, and surface mounting is both 
quick and simple.

A video set offers greater convenience 
and increased security.

The retrofit version of Siedle Classic: 
Contemporary design and modern engi-
neering in the metal look of the original. 
The screw fixture fits on the existing 
flush-mount housing. The button is 
alternatively also available in metal.
See page 205
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Vario old to Vario new
Years of use under inhospitable 
conditions have taken their 
toll on some original Vario 511 
series systems. An adapter 
opens up scope for simple 
replacement by the successor 
model, leaving the flush-mount 
housing in the wall.

Improve technology and 
appearance
The HTA 811 offers all the 
benefits of modern design: 
Contemporary styling, simple 
installation, easy handling and 
importantly too, enormous 
design diversity. The exchange 
model is available in the same 
material and colour variants as 
all the Siedle indoor stations.
Consequently, an exchange 
can mean not just a technical 
upgrade but also a facelift.

Series 511 systems are generally still 
doing their job – but are unable to 
accommodate new technologies such as 
bus installation, fingerprint recogni-
tion or link-up to the public telephone 
network.

The successor models from the Vario 
611 series fit on the existing housing 
and use the same conductor material.

However, in many cases only individual 
devices are defective or have become 
unsightly, particularly indoors.

The exchange telephone HTA 811 
replaces eight former generations of  
Siedle in-house telephones installed us-
ing what was known as the 6+n system.
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Replacement and modernization
Replacement for series TL 111

Siedle Classic

A variant from the Siedle Clas-
sic product line was developed 
specifically as a replacement 
for one of its predecessors. 
Door loudspeakers of the 
TL 111 series were installed in 
their hundreds of thousands 
between the sixties and the 
eighties. Siedle Classic picks up 
this traditional styling concept: 
A metal front with loudspeaker 
grille, buttons and nameplates. 
The only differences from the 
standard version are the visible 
fastening screws and slightly 
different dimensions. The ex-
change version fits directly onto 
the existing housing without 
the need for an adapter, and in 
most cases even the same wires 
can continually be used.

TL 111 series door stations, 
which can be converted to 
Vario 511 using adapter plate 
FTL 101-0 A to FTL 103-0 C, 
can also be modernized using 
Siedle Classic.

6+n technology
CL 111-1 R-02
1+n technology
CL 111-1 N-02
In-Home bus
CL 111-1 B-02
Door station with stainless steel front, 
V4A brushed, without housing for 
mounting on a flush-mount housing 
“size A” of series TL 111. Door loud-
speaker with 1 call button.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
171 x 224 x 2

6+n technology
CL 111-3 R-02
1+n technology
CL 111-3 N-02
In-Home bus
CL 111-3 B-02
Door station with stainless steel front, 
V4A brushed, without housing for 
mounting on a flush-mount housing 
“size B” of series TL 111. Door loud-
speaker with 3 call buttons.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
171 x 277 x 2

6+n technology
CL 111-2 R-02
1+n technology
CL 111-2 N-02
In-Home bus
CL 111-2 B-02
Door station with stainless steel front, 
V4A brushed, without housing for 
mounting on a flush-mount housing 
“size B” of series TL 111; door loud-
speaker with 2 call buttons.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
171 x 277 x 2

6+n technology
CL 111-4 R-02
1+n technology
CL 111-4 N-02
In-Home bus
CL 111-4 B-02
Door station with stainless steel front, 
V4A brushed, without housing for 
mounting on a flush-mount housing 
“size C” of series TL 111. Door loud-
speaker with 4 call buttons.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
171 x 356 x 2

Flush-mount housing
Size B

Door station
CL 111-3 ...-02
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Dimensions

ZNSM/CL-02
Metal Classic accessory nameplate 
made of brushed stainless steel, without 
inscription for replacing the backlit 
nameplate fitted as standard, for individ-
ual inscription by the customer.

Dimensions in mm

6+n technology
CL 111-5 R-02
1+n technology
CL 111-5 N-02
In-Home bus
CL 111-5 B-02
Door station with stainless steel front, 
V4A brushed, without housing for 
mounting on a flush-mount housing 
“size C” of series TL 111. Door loud-
speaker with 5 call buttons.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
171 x 356 x 2

6+n technology
CL 111-6 R-02
1+n technology
CL 111-6 N-02
In-Home bus
CL 111-6 B-02
Door station with stainless steel front, 
V4A brushed, without housing for 
mounting on a flush-mount housing 
“size C” of series TL 111. Door loud-
speaker with 6 call buttons.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
171 x 356 x 2

Overview of system components for modernization of existing  
Siedle systems TL 111-…
Existing door  
loudspeaker

Door station  
modernization

Modernization of the 
door station and internal 
and distribution units

TL 111 CL 111-… R CL 111-… B*, N**
TL 111 with ZTL 056 not possible CL 111-… B*
TL 111 with ZTL 057 not possible CL 111-… B*
TL 111 with TLE 051-… CL 111-… R CL 111-… B*, N**

* In-Home bus: Suitable indoor and distribution devices see page 14
** 1+n technology: Suitable indoor and distribution devices see page 74
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Replacement and modernization
Replacement for series TL 111

Siedle Vario with surface-mounted communication display

When replacing a TL 111 by a 
Vario communication display, 
an adapter plate is used which 
fits on the hole pattern of the 
existing housing. This turns 
a flush-mounted system into 
a surface-mounted one. The 
main benefit of this variant is 
the scope it offers to turn a 
simple exchange into an up-
grade – for example by adding 

KSA 602-0
Surface-mount communication display 
for 2 function modules 611-… complete 
with mounting frame.
Dimensions (mm) W x H x D: 
200 x 231 x 45.3

KSA 603-0
Surface-mount communication display 
for 3 function modules 611-… complete 
with mounting frame.
Dimensions (mm) W x H x D: 
200 x 331 x 45.3

KSA 604-0
Surface-mount communication display 
for 4 function modules 611-… complete 
with mounting frame.
Dimensions (mm) W x H x D: 
200 x 431 x 45.3

KSA 605-0
Surface-mount communication display 
for 5 function modules 611-… complete 
with mounting frame.
Dimensions (mm) W x H x D: 
200 x 531 x 45.3

Please note:
All Vario modules, frames and housings 
are available in the four standard colours 
and also in non-standard paintwork 
finishes. see page 122

video surveillance or electronic 
access control. Here too, the 
existing fixtures and wires are 
maintained, no masonry work 
is required.

Door station modernization
1. Mechanical components
Designation for TL 111-… Dimensions (mm) 

W x H x D
KSA 602-0 + APA 611-0 TL 111-1A 200 x 231 x 45,3
KSA 603-0 + APB 611-0 TL 111-2B 200 x 231 x 45,3
KSA 603-0 + APB 611-0 TL 111-3B 200 x 231 x 45,3
KSA 604-0 + APC 611-0 TL 111-4C 200 x 231 x 45,3
KSA 604-0 + APC 611-0 TL 111-5C 200 x 231 x 45,3
KSA 604-0 + APC 611-0 TL 111-6C 200 x 231 x 45,3

2. Electrical components
Designation for TL 111-…
TLM 611-… and TM 612-… TL 111-…
not possible TL 111-… with ZTL 056
not possible TL 111-… with ZTL 057
TLM 611-… and TM 612-… TL 111-… with TLE 051-…

Surface-mount 
communication display
KSA 60x-0

Adapter plate
APA/APB/APC 611-0

Flush-mount housing
Sizes A/B/C
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APA 611-0
Adapter plate made of stainless steel, 
for mounting on a flush-mount housing 
“size A” of the former TL 111 series 
standard door loudspeaker. For retaining 
communication display KSA 602-0 com-
pl. with mounting accessories.
Dimensions (mm) W x H x D: 
170 x 220 x 2

APB 611-0
Adapter plate made of stainless steel, 
for mounting on a flush-mount housing 
“size B” of the former TL 111 series 
standard door loudspeaker. For retaining 
communication display KSA 603-0 com-
pl. with mounting accessories.
Dimensions (mm) W x H x D: 
170 x 275 x 2

APC 611-0
Adapter plate made of stainless steel, 
for mounting on a flush-mount housing 
“size C” of the former TL 111 series 
standard door loudspeaker. For retaining 
communication display KSA 604-0 or 
KSA 605-0 complete with mounting 
accessories.
Dimensions (mm) W x H x D: 
170 x 338 x 2

Modernization of the door station and internal and distribution units
Designation for TL 111-…
In-Home bus* or 1+n technology** TL 111-…
In-Home bus* TL 111-… with ZTL 056
In-Home bus* TL 111-… with ZTL 057
In-Home bus* or 1+n technology** TL 111-… with TLE 051-…

* In-Home bus: BTLM 650-… and BTM 650-… 
Suitable indoor and distribution devices see page 14
** 1+n technology: TLM 612-… and TM 612-… 
Suitable indoor and distribution devices see page 74
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Replacement and modernization
Replacement for series TL 411

Siedle Classic
Letterbox systems of the TL 411 
model series can be exchanged 
as effortlessly as old door 
loudspeakers. The exchange 
variant has an impressive 
solid stainless steel front with 
door loudspeaker, call button 
and nameplate as well as a 
pass-through flap with grip rail 
and damped closing action. It 
fits directly onto the existing 
housing without the need for 
an adapter, and in most cases 
even the existing electrical 
installation can continue to be 
used.
Concreted-in old housings 
which are laborious to remove 
can stay in place. The exchange 
products are available in three 
standard variants. Individual 
non-standard versions are pos-
sible on request.

6+n technology
CL 411 BD2A 01 R
1+n technology
CL 411 BD2A 01 N
In-Home bus
CL 411 BD2A 01 B
Classic pass-through letterbox with 
stainless steel front, brushed V4A, with-
out housing for mounting on existing 
flush-mount housing for series TL 411. 
Door loudspeaker with one call button 
and one pass-through flap with grip rail.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
345 x 295.5 x 2

6+n technology
CL 411 BD2A 02 R
1+n technology
CL 411 BD2A 02 N
In-Home bus
CL 411 BD2A 02 B
Classic pass-through letterbox with 
stainless steel front, brushed V4A, with-
out housing for mounting on existing 
flush-mount housing for series TL 411. 
Door loudspeaker with 2 call buttons 
and 2 pass-through flaps with grip rail.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
345 x 395.5 x 2

6+n technology
CL 411 BD2A 03 R
1+n technology
CL 411 BD2A 03 N
In-Home bus
CL 411 BD2A 03 B
Classic pass-through letterbox with 
stainless steel front, brushed V4A, with-
out housing for mounting on existing 
flush-mount housing for series TL 411. 
Door loudspeaker with 3 call buttons 
and 3 pass-through flaps with grip rail.
Ambient temperature: –20 °C to +55 °C
Dimensions front panel (mm) W x H x D: 
345 x 495.5 x 2
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Dimensions

Dimensions in mm ZNSM/CL-02
Metal Classic accessory nameplate 
made of brushed stainless steel, without 
inscription for replacing the backlit 
nameplate fitted as standard, for individ-
ual inscription by the customer.

Overview of system components for modernization of existing  
Siedle systems TL 411-…
Existing door  
loudspeaker

Door station  
modernization

Modernization of the 
door station and internal 
and distribution units

TL 411 CL 411-… R CL 411-… B*, N**
TL 411 with ZTL 056 not possible CL 411-… B*
TL 411 with ZTL 057 not possible CL 411-… B*
TL 411 with TLE 051 CL 411-… R CL 411-… B*, N**

* In-Home bus: Suitable indoor and distribution devices see page 14
** 1+n technology: Suitable indoor and distribution devices see page 74
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Replacement and modernization
Replacement for Vario 511

Flush-mounted door stations

When replacing the first Vario 
series by its successor model, 
the mounting method remains 
precisely the same. An adapter 
plate is inserted in the existing 
housing and the existing wires 
are guided through the plate to 
the front. 

This prepares the flush-mount 
housing for the mounting 
frame and function modules 
from the current Vario range. 

By using a Vario adapter VA/
GU 5…, an already plastered 
flush-mount housing GU 5… 
can be converted to take the 
new Siedle Vario system.

Please note:
All Vario modules, frames and housings 
are available in the four standard colours 
and also in non-standard paintwork 
finishes. see page 122

Modernization of the flush-mounted door station
1. Mechanical components
Designation for flush  

mounted housing
for mounting 
frame

for combination 
frames

VA/GU 511-0 GU 511-… MR 611-1/1-… KR 611-1/1-0
VA/GU 512-0 GU 512-… MR 611-2/1-… KR 611-2/1-0
VA/GU 524-0 GU 524-… 2 x MR 611-2/1-… KR 611-2/2-0
VA/GU 513-0 GU 513-… MR 611-3/1-… KR 611-3/1-0
VA/GU 514-0 GU 514-… MR 611-4/1-… KR 611-4/1-0

Designation Dimensions (mm) 
W x H x D

VA/GU 511-0 86 x 121 x 30
VA/GU 512-0 86 x 211 x 30
VA/GU 524-0 179 x 214 x 30
VA/GU 513-0 86 x 305 x 30
VA/GU 514-0 86 x 393 x 30

2. Electrical components
Designation for door loudspeaker
TLM 611-… and TM 612-… TLE 511-…
TLM 611-… and TM 612-… TLM 511-…
TLM 611-… and TM 612-… TLM/TK 511-…
TLM 612-… and TM 612-… TLM 512-… with TM 511/ZD 512-4
not possible TLE or TLM 521-…
not possible TLM 522-…

Door station modernization
Designation for door loudspeaker
In-Home bus * or 1+n technology ** TLE 511-…
In-Home bus * or 1+n technology ** TLM 511-…
In-Home bus * or 1+n technology ** TLM/TK 511-…
In-Home bus * TLE or TLM 521-…
In-Home bus * TLM 522-…

* In-Home bus: BTLM 650-… and BTM 650-… 
Suitable function modules, indoor and distribution devices see page 14
** 1+n technology: TLM 612-… and TM 612-…
Suitable function modules, indoor and distribution devices see page 74

Function 
modules

1 Old flush-mount 
housing 
GU 513-0

2 Vario adapter 
flush-mount housing
VA/GU 513-0

Mounting frame
MR 611-3/1-0

Combination frame
KR 611-3/1-0

12
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Surface-mounted door stations

Surface-mounted series Var-
io 511 systems can be replaced 
with a minimum of fuss by 
our successor models from the 
611 series. The necessary com-
ponents and compatibility with 
the current installation systems 
are listed on this page. 

Please note:
All Vario modules, frames and housings 
are available in the four standard colours 
and also in non-standard paintwork 
finishes. see page 122

Door station modernization
Designation for door loudspeaker
In-Home bus * or 1+n technology ** TLE 511-…
In-Home bus * or 1+n technology ** TLM 511-…
In-Home bus * or 1+n technology ** TLM/TK 511-…
In-Home bus * TLE or TLM 521-…
In-Home bus * TLM 522-…

* In-Home bus: BTLM 650-… and BTM 650-… 
Suitable function modules, indoor and distribution devices see page 14
** 1+n technology: TLM 612-… and TM 612-…
Suitable function modules, indoor and distribution devices see page 74

Modernization of the surface-mounted door station
1. Mechanical components
for Vario 511 Surface-mount housing for mounting frame
GA 511-0 GA 612-1/1-… MR 611-1/1-…
GA 512-0 GA 612-2/1-… MR 611-2/1-…
GA 513-0 GA 612-3/1-… MR 611-3/1-…
GA 514-0 GA 612-4/1-… MR 611-4/1-…

2. Electrical components
Designation for door loudspeaker
TLM 611-… and TM 612-… TLE 511-…
TLM 611-… and TM 612-… TLM 511-…
TLM 611-… and TM 612-… TLM/TK 511-…
TLM 612-… and TM 612-… TLM 512-… with TM 511/ZD 512-4
not possible TLE or TLM 521-…
not possible TLM 522-…
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Replacement and modernization
Replacement for Vario 511

Flush-mounted letterboxes
Systems with pass-through letterbox Systems with post removal from the front

Turn age …
Siedle Vario 511 with combina-
tion frame KR 513-3 (left)

… into beauty:
Siedle Vario 611 with combina-
tion frame KR 613-3 (top)

Turn age …
Siedle Vario 511 with combina-
tion frame KR 514-1/1 (left)

… into beauty:
Siedle Vario 611 with combina-
tion frame KR 614-1/1 (top)

Combination frame for 
modernization of letterbox 
systems

The housing remains in the 
wall: Special combination 
frames permit letterbox systems 
series Vario 511 to be simply 
replaced by current models of 
the Vario 611 system.

•	Fast, simple exchange using 
the existing housing
•	Less effort and lower costs
•	Effortless changeover to 
the design** and functional 
modules of the current system 
Vario 611
•	Available for letterboxes with 
front removal and pass-through 
letterboxes in several finishes

* Dependent on the installation system 
and required functional scope.

** Due to the greater letterbox volume, 
the add-on height of the frame  
KR 614-1/1 is five centimeters.

The frames are designed for 
integration of the letterboxes 
and functional modules of the 
current system into the existing 
grouted-in housing. When 
replacing, the existing instal-
lation and supply units can be 
retained.*
Benefit: A new system in the 
current design – without costly 
masonry and caulking work.
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System components

KR 613-2
Combination frame as an adapter in 
aluminium for modernization of door 
station KR 513-2 to the current series 
Vario 611.
Combination frame to accommodate 
a letter flap module BE 611-3/1-0 and 
mounting frame MR 611-3/1-0 for 
function modules/info sign module or 
surface area light in the upper section. 
The necessary accessories for mounting 
on the existing flush-mount housing are 
enclosed with the mounting frame.
Dimensions (mm) W x H x D: 
331 x 242 x 15

KR 613-3
Combination frame as an adapter in 
aluminium for modernization of door 
station KR 513-3 to the current series 
Vario 611.
Combination frame to accommodate 
a letter flap module BE 611-3/1-0 and 
mounting frame MR 611-3/1-0 for 
function modules/info sign module or 
surface area light in the upper section. 
The necessary accessories for mounting 
on the existing flush-mount housing are 
enclosed with the mounting frame.
Dimensions (mm) W x H x D: 
331 x 354 x 15

KR 613-4
Combination frame as an adapter in 
aluminium for modernization of door 
station KR 513-4 to the current series 
Vario 611.
Combination frame to accommodate 
a letter flap module BE 611-3/1-0 and 
mounting frame MR 611-3/1-0 for 
function modules/info sign module or 
surface area light in the upper section. 
The necessary accessories for mounting 
on the existing flush-mount housing are 
enclosed with the mounting frame.
Dimensions (mm) W x H x D: 
331 x 465 x 15

BE 611-3/1-0
Letterbox flaps module made of extrud-
ed aluminium sheath, plastic-coated or 
painted.
The pass-through opening behind the 
flap can be adjusted in three stages: 
From the biggest possible opening of 
30.5 mm to 20 mm, and if necessary the 
opening can be completely closed (e.g. 
during holiday periods). Self-closing flap, 
torsion-resistant, low-noise operation 
due to sealing lip. Pass-through and 
anti-pilfer device to DIN EN 13724. Can 
be screwed onto BKV 611-3/… or into 
a wall recess. Inscription field under the 
letterflap.
Only in conjunction with BKV 611-3/… 
or with user’s own letter compartment.
Pass-through size (mm) W x H: 251 x 36
Nameplate size (mm) W x H: 85 x 16
Dimensions (mm) W x H x D: 
299 x 99 x 6

Please note:
All Vario modules, frames and housings 
are available in the four standard colours 
and also in non-standard paintwork 
finishes. see page 122

MR 611-3/1-0
Mounting frame made of zinc die-cast, 
to accommodate 3 function modules.
Suitable for vertical or horizontal mount-
ing. With quick-release screws for flush-
mount housing and Siedle Vario key.
Dimensions (mm) W x H x D: 
99.5 x 299.5 x 17

VA/GU 513-0
Vario adapter for GU 513-0 flush-mount 
housing or as a mounting solution in 
panels with ZFB 611-0.
Adapter plate for accommodating a 
MR 611-3/1-0 mounting frame and 
KR 611-3/1-0 combination frame. Hot-
dip galvanized sheet steel with fastening 
elements for easy mounting.
Suitable for vertical or horizontal 
mounting.
Dimensions (mm) W x H x D: 
84 x 304 x 30
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KR 614-1/1
Combination frame as an adapter in 
aluminium for modernization of door 
station TL/BKGU 514-0 to the current 
series Vario 611.
Module housing to accommodate 
a letterbox or storage compartment 
module and a MR 611-4/1-0 mounting 
frame for function modules/information 
sign modules or surface area light in the 
upper section. The necessary accessories 
for mounting on the existing flush-
mount housing are enclosed with the 
adapter. Because of the increased ca-
pacity of the letterbox, the frame stands 
approx. 50 mm proud of the wall.  
A special solution is available on request 
for transverse mounting.
Dimensions (mm) W x H x D: 
431 x 542 x 50

BKM 611-4/4-0
Letterbox module with pass-through 
flap, front removal door and letterbox. 
Pass-through and anti-pilfer device to 
DIN EN 13724.
Pass-through flap and removal door 
in plastic-coated or painted alumini-
um, torsion-resistant, hard-wearing, 
concealed plastic hinges. The nameplate 
is located under the letterbox flap. Con-
venient post removal door which brakes 
automatically at a pre-determined angle, 
safety lock with 2 keys.
Permanently integrated in the module is 
a large-format letterbox made of plastic, 
bottom-shaped as post support rack.
The square design permits installation 
of letterbox module housings BGU/
BGA 611-… Fitted for attachment to 
combination frame.
Pass-through size (mm) W x H: 
351 x 32.5
Nameplate size (mm) W x H: 85 x 16
Mounting depth (mm): 117
Height of structure (mm): 6
Dimensions (mm) W x H x D: 
399 x 399 x 123

MR 611-4/1-0
Mounting frame made of zinc die-cast, 
to accommodate 4 function modules.
Suitable for vertical or horizontal mount-
ing. With quick-release screws for flush-
mount housing and Siedle Vario key.
Dimensions (mm) W x H x D: 
99.5 x 399.5 x 17
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Communication pedestal
Free-standing systems are often 
exposed to the elements: wet 
weather, sunshine, exhaust 
fumes and diesel soot. Using 
a special adapter plate, series 
611 communication pedestals 
fit precisely on the existing 
ground fixtures. 

Communication pedestal 
with letterbox
When it was introduced in 
1984, the Vario 511 series 
encompassed an enormous 
function spectrum – but its 
successor has even more to of-
fer. A letterbox combined with 
information sign and lighting, 
for instance. Communication 
pedestals from the latest series 
can also be secured in the 
fixtures of the round letterbox 
column. 

Replacement and modernization
Replacement for Vario 511

Communication pedestal
Communication pedestal with letterbox

APS 611-0
Adapter plate in aluminium for mount-
ing KSF 611 pedestals on the existing 
fixture for SB 511 or SRBK 511 from 
series Vario 511. Including mounting 
accessories.
Dimensions (mm) W x H x D: 
228 x 209 x 12

Modernization of the free-standing door station
Mechanical components for SB/SRBK
APS 611-0 + KSF 6… or BG/KSF 6… or RG/KSF 6… SB 511-SB 514
APS 611-0 + KSF 6… or BG/KSF 6… or RG/KSF 6… SRBK 511
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Replacement and modernization
Replacement/upgrade IQ HTA / HTA 811‑0

Product description

IQ HTA
HTA 811-0

HT 401 HT 511 HT 611 HTA 711

In-house telephone IQ HTA / 
HTA 811-0 as a replacement 
for
HT 401-…
HT 511-…
HT 611-…
HTA 711-…

Applications
In-house telephone in a con-
temporary design for replace-
ment/upgrading in almost all 
existing Siedle systems with 
TLM 521 or 6+n technology.
Door station
• TL 111-…, TL 121-…
• TLE 051-…
• TLM 511-…
• TLE 511-…, TLE/TLM 521-…
and predecessors

The IQ HTA can be used as 
a replacement for the Siedle 
in-house telephones with an 
additional power supply.
• LN 7145, LN 7150
• HT 111-02
• HT 211-02
• HT 311, HT 351
• HT 401a-01, HT 411-02
• HT 511-01
• HT 611-01
• HTA 711-01
• HTA 811-0

The HTA 811-0 circuitry can 
be used as a replacement for 
Siedle in-house telephones 
without any additional accesso-
ries or conversion.
• LN 7145, LN 7150
• HT 111-02
• HT 211-02
• HT 311, HT 351
• HT 401a-01, HT 411-02
• HT 511-01
• HT 611-01
• HTA 711-01

Design variants  
without panel 

Order key  
white housing

Order key  
black housing

White …W -
Black - …S

Design variants  
with panel

Order key  
white housing

Order key  
black housing

Stainless steel …E/W …E/S
Aluminium …A/W …A/S
High gloss white …WH/W …WH/S
High gloss black …SH/W …SH/S
PVD black …ES/W …ES/S
PVD copper …EK/W …EK/S
PVD brass …EM/W …EM/S
PVD titanium …ET/W …ET/S

Note:
The IQ HTA indoor station 
is available in white without 
panel.
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System components

HTA 811-0
Analogue in-house telephone for the 
replacement and expansion of existing 
door intercom systems with 6+n tech-
nology or wire-saving.
With the basic functions calling, speech, 
door release and storey call. Electronic 
call generator with three-tone chime, 
alpha tone for door calls and continuous 
tone for storey calls.
Performance features
• Potential-free door release and light 
button 
• Integrated audio privacy device for all 
applications (assignment if required)
• Electronic call signal with door/storey 
call differentiation, alpha and continu-
ous tone
• Stepless call volume adjustment 
max. 83 dB(A)
• Plug-in handset for simple assembly
• Conversion for table-top mounting 
using suitable accessory 
Contact type: 2 n.o. contacts 24 V, 1 A
Ambient temperature: +5 °C to +40 °C
Dimensions (mm) W x H x D: 
91 x 201 x 46

ZT 811-01
Table-top accessory for the telephone 
HTA 811-… for conversion from a wall 
to a table-top unit. Slip-proof console 
with 2 rubber feet but without  
UAE 8/8(8) junction box.
Connecting cable: 2 x 8-core 3 m long

NS 511-01
Secondary signal unit with electronic 
three-tone chime, alpha and continuous 
tone. Subtle low-profile design for sur-
face mounting. Volume adjustable from 
outside, appr. 86 dB(A) operation in  
12 V bell systems
Operating voltage: 12 V AC,  
16–20 V DC
Operating current: max. 200 mA
Dimensions (mm) W x H x D: 
107 x 107 x 25

NG 402-03
Line rectifier for 6+n technology and for 
P.O. amplifier unit PVG 402-…
Operating voltage: 230 V AC,  
+/-10 %, 50/60 Hz
Operating current: 200 mA
Output voltage: 8.3 V DC stabilized, 
12 V AC
Output current: 2 A AC, 0.4 A DC
Fusing: primary Si1 T 200 mA L
Protection system: IP 20
Ambient temperature: 0 °C to +40 °C
Horizontal pitch (HP): 6
Dimensions (mm) W x H x D: 
107 x 89 x 60

Siedle App
The Siedle app turns a smartphone 
(iOS, Android) into a mobile extension 
of a door intercom system from Siedle, 
via the Siedle server. The app has been 
specially developed for the requirements 
of door communication. It receives 
the door call, shows a live video feed 
(depending on the system), establishes a 
speech connection and opens the door. 
With built-in security and the ultimate in 
convenience. The video feed is available 
before the call is accepted. The speech 
quality fulfils Siedle’s stringent standards, 
and the door is opened by pressing the 
familiar key symbol.

The Siedle app is the mobile comple-
ment to a door intercom system and 
does not replace an indoor device. For 
this reason, Siedle recommends always 
including a wired indoor station in your 
system planning alongside the app.

The complete functional scope of the 
Siedle app is described in the Apple App 
Store and the Google Play Store.

IQ HTA
In-house telephone for 6+n technology 
with WLAN interface for mobile exten-
sion through the Siedle app.
With the call, speech, door release and 
light functions on the indoor station and 
on a smartphone with the Siedle app.
The storey call is also available on the 
in-house telephone.
Performance features:
• WLAN interface for the Siedle app
• The Siedle app behaves like an indoor 
device connected in parallel
• Additional indoor stations cannot be 
connected in parallel
• Potential-free door release and light 
button
• Integrated audio privacy function
• Call volume up to max. 83 dB(A)
Operating voltage: 12–30 V DC
Operating current: max. 420 mA
Ambient temperature: +5 °C to +40 °C
Dimensions (mm) W x H x D: 
91 x 201 x 48

Remarks:
•	Additional indoor station power supply 
required.
•	The indoor station with WLAN inter-
face is available in white without panel.
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FPM 611-…

ELM 600-…

TR 603-…

2

2

Access control

Stand alone operation

Performance features
Fingerprint module
(FPM 611-…)
•	Up to 100 user fingerprints
•	Up to 5 user groups
Convenient
•	No more lost, mislaid or forgotten keys
•	Always “at hand” without searching 
and rummaging
•	An end to heavy, bulky key rings
Safe
•	Eliminates theft and copying of keys
•	No usable traces left behind
•	Identification of “live” finger  
(bio detection)
•	Locked mode
Reliable
•	Unlimited outdoor use whatever the 
weather
•	Ergonomic finger guidance
•	Night design with illuminated display 
panel
•	Reader learning capability

Performance features
Electronic-key reading module
(ELM 600-…)
•	Up to 9 keys/cards
•	Simple application
•	Ideal for children and the elderly
•	Keys in the form of key ring tags or 
cards
•	No need to exchange locking system 
due to loss of keys

Please note:
To protect the modules from theft or 
tampering, we recommend using the 
anti-pilfer device. This is listed as an 
accessory with each of the Vario/Classic/
Steel product families.

Alternatively
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FPM 611-…

ELM 600-…

PRI 602-… USB
TR 602-…*
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Please note:
To protect the modules from theft or 
tampering, we recommend using the 
anti-pilfer device. This is listed as an 
accessory with each of the Vario/Classic/
Steel product families.

Entrance controller EC 602
Where requirements exceed 
simple control of a single door, 
the entrance controller EC 602 
is capable of networking up 
to eight doors. Typical fields 
of application include residen-
tial complexes with several 
entrances or commercial and 
office blocks of all kinds.
The controller carries out a 
match between the data bases 
of the networked units. Codes 
only have to be programmed 
once for all connected doors, 
and fingerprints or cards only 
need to be read in (or deleted 
again) once. The central user 
management system consid-
erably simplifies management 
where several entrances are in-
volved, particularly as it is per-
formed with optimum conven-
ience by means of software on 
a PC. Logging is also possible 
via the PC interface. Alongside 
the door, the controller also 
operates additional switching 
contacts if required by means 
of code or fingerprint entry, for 
instance the outside light, the 
alarm system or a silent alarm.
The entrance controller EC 602 
is capable of networking the 
fingerprint recognition system 
Siedle Fingerprint, the Electron-
ic Key transponder system and 
the numerical code lock, also in 
hybrid configurations.
The Siedle fingerprint, electron-
ic key and the code lock are 
available for Siedle Vario, Siedle 
Classic and Siedle Steel.

Performance features
•	Up to 8 doors can be networked
•	Up to 899 keys/cards and 100 finger-
prints
•	Adjustable door unlocking time
•	Up to 8 free switching contacts
•	Convenient programming using the 
PC and bus programming software 
PRS 602

* Depending on the application, 
additional TR 602-… or TR 603-… 
transformers must be provided. 

max. 8

max. 8

max. 8

Administration
PRS 602-…

max. 8 doors
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Access control

Door controller IP TCIP 603

Performance features
• Networking of up to 8 doors possible
• Ethernet interface 10/100 BaseT
• Operating system and PC software 
independent thanks to integrated web 
server
• Multiple languages
• Up to 500 users
• Management of access rights by users/
access groups
• Graduated user profile depending on 
access rights and sphere of work
• Flexible time profiles, 20 time profiles 
each with 3 time zones per day
• Time synchronization via NTP server
• Public holiday/vacation calendar
• Event memory for 1000 entries
• Attendance/absentee list
• “Anti pass back” (prevents second 
access attempt before previous exit)
• Enhanced security by combining iden-
tification methods
• Adjustable door unlocking time
• Additional door unlocking time, e.g. 
for disabled users
• Variable “Door open” time, e.g. 
during opening hours
• Programmable inputs for evaluation of 
the door release checkback contact or 
for door release (request to exit)
• “Door open” monitoring
• Entrance/exit reader possible

In conjunction with door 
controller IP, the Siedle access 
control system is capable of 
complying with high-level 
specifications in medium-sized 
buildings. While in terms of 
its price, input and complex-
ity, the system remains easily 
manageable, its functional 
versatility extends to the field 
of professional access control 
requirements. The Ethernet 
interface and integrated web 
server make this a universally 
applicable system.
Typical fields of application 
include medium-sized compa-
nies requiring different time 
zones and graduated access 
entitlement levels for different 
user groups. The system allows, 
for instance, general access to 
all rooms to be afforded at any 
time to senior management 
members, while IT experts may 
enter the data processing room 
between 8.00 and 17.00 hours, 
and cleaning staff only from 
17.00 to 18.00 hours. 
The system logs all events and 
keeps an automatic attendance 
list.
For areas involving stringent 
security restrictions, several 
access control systems may 
be used in combination, for 
example fingerprint recognition 
as well as a code or card.
The door controller IP is capa-
ble of networking the finger-
print recognition system Siedle 
Fingerprint, the Electronic Key 
transponder system and the 
numerical code lock, also in 
hybrid configurations.
The Siedle fingerprint, electron-
ic key and the code lock are 
available for Siedle Vario, Siedle 
Classic and Siedle Steel.

* Depending on the application, 
additional TR 602-… or TR 603-… 
transformers must be provided.

Please note:
To protect the modules from theft or 
tampering, we recommend using the 
anti-pilfer device. This is listed as an 
accessory with each of the Vario/Classic/
Steel product families.

max. 8

max. 8

max. 8

Administration

max. 8 doors

max. 8 doors*
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ELM 600-0
Electronic key reading module with 
MIFARE DESFire EV1/2 technology as 
contactless access control system with 
function LED. Compatible with the new 
EK/EKC 600-… electronic keys or cards.
As reading unit of electronic keys or 
cards for opening doors, gates etc.
Suitable for:
• Stand-alone operation
A maximum of 9 electronic keys or cards 
can be used.
• Operation with entrance controller 
EC 602-…
A maximum of 899 electronic keys or 
cards can be used.
Programming takes place using  
PRI 602-… USB or PRI 602-… and  
PRS 602-…
• Operation with door controller IP 
TCIP 603-…
A maximum of 500 users possible (larger 
systems on request).
Programming via web browser
Operating voltage: 12 V AC or 
12–30 V DC
Operating current: max. 120 mA or 
max. 50 mA
Contact type: contact 24 V, 2 A
Protection system: IP 54
Ambient temperature: –20 °C to +55 °C
Dimensions (mm) W x H x D: 
99 x 99 x 27

COM 611-02
Code lock module as an input unit for 
the placement of codes for control 
functions in conjunction with the Siedle 
Vario bus.
• in conjunction with entrance controller 
EC 602-… for setting control function 
and access control codes.
Programming takes place using  
PRI 602-… or PRI 602-… USB and 
PRS 602-…
• in conjunction with door controller IP 
TCIP 603-… for setting control function 
and access control codes.
Programming via web browser
• Operation with call controller  
RC 602-… for programming codes for 
door calls.
Operating elements:
A C button to delete incorrect entries 
and a DR button for direct door release. 
This door release function can addition-
ally be controlled by a time switch pro-
vided by the user. An integrated LED can 
be used via an external potential-free 
contact as a status indication.
Operating voltage: 12 V AC
Operating current: max. 140 mA
Protection system: IP 54
Ambient temperature: –20 °C to +55 °C
Dimensions (mm) W x H x D: 
99 x 99 x 27

FPM 611-02
Fingerprint module as access control 
system with function LED.
•	Up to 100 user fingerprints
•	Up to 5 user groups
Suitable for:
• Stand-alone operation
• Operation with entrance controller 
EC 602-…
Programming takes place using  
PRI 602-… USB or PRI 602-… and 
PRS 602-…
• Operation with door Controller IP 
TCIP 603-…
Programming by means of web browser
Operating voltage: 12 V AC
Operating current: max. 250 mA
Contact type: contact 24 V, 2 A
Switching time: 3 sec
Protection system: IP 54
Ambient temperature: –20 °C to +55 °C
Height of structure (mm): 17
Dimensions (mm) W x H x D: 
99 x 99 x 43

Please note:
It is advisable to read in the prints of at 
least 2 fingers per person to ensure that 
access is still possible in case of injury to 
a read-in finger.

A maximum of 5 user groups can be 
formed in “stand-alone operation”.
Individual fingerprints cannot be re-
moved. Only the complete group can be 
removed at a time.

It may be the case, particularly with 
children or the elderly, that fingerprints 
cannot be successfully scanned-in due 
to absent or insufficient biometric 
characteristics.

For test purposes, demonstration cases 
are available for loan to electrical install-
ers. These can be requested through the 
Siedle Service.
See page 320

SM 611-01
Lock module to control gates/roller 
doors, driveways, garages etc., with 
two-stage touch contact; no locking 
cylinder. 
Integration of the SM 611-01 in the 
GA 612-… is not possible (due to 
mounting depth).
All profile half-cylinders to DIN 
(appr. 40 mm overall length) can be 
used.
Contact type: contact 24 V, 2 A
Mounting depth (mm): 41
Protection system: IP 54
Ambient temperature: –20 °C to +55 °C
Height of structure (mm): 9
Dimensions (mm) W x H x D: 
99 x 99 x 50

EK 600-0
Electronic key in conjunction with the 
electronic key reading modules.
Each electronic key is unique, completely 
encapsulated and works without battery. 
The EK 600-… can only be destroyed by 
inflicting mechanical damage.
Protection system: IP 65
Ambient temperature: –20 °C to +55 °C
Dimensions (mm) W x H x D: 
35 x 44 x 4.5

EKC 600-0
Electronic key card in conjunction 
with the Siedle electronic key reading 
modules.
Each electronic card is unique, com-
pletely encapsulated and works without 
battery. The EKC 600-… can only be 
destroyed by inflicting mechanical 
damage.
Protection system: IP 67
Ambient temperature: –20 °C to +55 °C
Dimensions (mm) W x H x D: 85 x 54 x 1

System components
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ZRCE 602-0
Ribbon cable, each with plug at either 
end (appr. 35 cm long). For connection 
of extension units CCE/RCE/ECE 602-… 
with the relevant upstream unit with a 
line skip in the distribution.

ECE 602-0
Entry controller extension in switch 
panel housing. Upgrades the EC 602-… 
by a further 6 working contacts.
Operating voltage: 12 V AC
Operating current: max. 400 mA
Contact type: 6 n.o. contacts, 24 V, 2 A
Ambient temperature: 0 °C to +40 °C
Protection system: IP 20
Horizontal pitch (HP): 3
Dimensions (mm) W x H x D: 
53.5 x 89 x 60

EC 602-03
Entrance controller in switch panel hous-
ing for code lock module COM 611-…, 
electronic key reading module  
ELM 6xx-… or fingerprint module 
FPM 611-…
Display-supported programming of 
integrated buttons, or by means of PC 
software via additional programming 
interface PRI 602-… Electronic evalu-
ating circuit with 2 switching outputs, 
extendable to 8 with ECE 602-…,  
2 control inputs for time-controlled 
access rights.
Operating voltage: 12 V AC
Operating current: 150 mA
Contact type: 2 changeover switches 
24 V, 2 A
Ambient temperature: 0 °C to +40 °C
Protection system: IP 20
Horizontal pitch (HP): 6
Dimensions (mm) W x H x D: 
107 x 89 x 60

VBPS 602-02
Vario bus protocol software for logging 
telegrams on the Siedle Variobus, e.g. 
for monitoring Siedle access control. 
For Microsoft® Windows 7/8.1.
The programming interface PRI 602-… 
is required.
System requirements:
• PC with Intel® Pentium® from 1 GHz 
or comparable processor
• Operating systems Microsoft®  
Windows 7, Windows 8
• Min. 1 GB RAM
• Min. 1 GB hard disk memory
• Browser for display of help file

PRS 602-02
Programming software suitable for pro-
gramming the Vario bus components.
System requirements: Windows PC – 
Vista, Win 7/8/10

PRI 602-0
The programming interface connects an 
IBM-compatible Windows PC with the 
Vario bus system.
The electronic conversion circuit is 
equipped with a bilateral connecting 
cable from Sub-D plug (RS232) to 6-pin 
telecom/Western connector, appr. 3.5 m 
long. A 6-pin telecom/Western socket 
(ZWA 640-… recommended) must be 
provided in conjunction with the Vario 
bus system.
System requirements:  
Windows PC – Vista, Win 7/8/10
Operating voltage: 10–15 V AC
Protection system: IP 30
Ambient temperature: 0 °C to +40 °C
Horizontal pitch (HP): 3
Dimensions (mm) W x H x D: 
90 x 65 x 25

PRI 602-01 USB
The programming interface  
PRI 602-… USB in a switch panel hous-
ing connects a Windows PC via the USB 
port to the Siedle In-Home bus and the 
Siedle Vario bus.
Connection to the line rectifiers 
BNG 650-… and BVNG 650-… via 
ZBVG 650-…
Interface to the Siedle In-Home bus 
via 8-pin Western socket or via screw 
terminals.
Only one PRI 602-… USB can be con-
nected to a PC.
System requirements:  
Windows PC – Vista, Win 7/8/10
Operating voltage: 10–15 V AC or 
10–30 V DC
Protection system: IP 20
Ambient temperature: 0 °C to +40 °C
Horizontal pitch (HP): 3
Dimensions (mm) W x H x D: 
53.5 x 89 x 60
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TCIP 603-03
Door controller IP TCIP 603-… as a 
control unit for management of access 
entitlement in private homes and com-
mercial properties.
It is operated directly via a PC network 
(Ethernet standard 10/100 Mbit). Opera-
tion takes place using Microsoft Internet 
Explorer, current version.
• Actuation possible via COM 611-…  
code lock module, ELM 600-…/
ELM 611-… electronic key reading mod-
ule or FPM 611-… fingerprint module. 
To increase security, 2 different access 
modules – e.g. COM/FPM 611-… – can 
be used in combination.
• Password protected
• Central management in the network 
via any optional PC (Internet Explorer 
current version)
• Logging of access and system data
• Attendance/absentee list as log (when 
using separate entrance and exit read-
ers, i.e. 2 readers per door)
• 5 inputs (e.g. door contacts)
• 4 outputs (e.g. door releases)
• Can be extended with further inputs 
and outputs with FSM 740-… and 
SCE 640-…
• Connection to Ethernet via RJ45 
interface
• LEDs for status display of inputs/
outputs
• 20 different time models possible
• Max. 40 access groups
• Management of up to 8 doors
• Max. 500 users with 4 characteristics 
per user such as fingerprint, card or 
code
• Max. 100 fingerprints can be scanned 
in
• Variable public holiday and vacation 
profiles
• Automatic time changeover (summer-
time/normal time)
Operating voltage: 20–30 V DC
Operating current: max. 700 mA
Contact type: Contact 15 V AC, 
30 V DC, 2 A
Protection system: IP 20
Ambient temperature: 0 °C to +40 °C
Dimensions (mm) W x H x D: 
131 x 111 x 52

FSM 740-02
Remote switching and control module 
in switch panel housing with 3 inputs 
and 2 outputs. 3 potential-free sensor/
control inputs, and 2 potential-free 
changeover contacts. Contact extension 
possible with the SCE 640-…
In conjunction with TCIP 603-… for 
extending the number of inputs/outputs, 
or in conjunction with Siedle Multi for 
activation and execution of switching/
control functions, and for leaving mes-
sages. Switching outputs programmable.
Integrated keypad with display for 
menu-prompted programming.
Operating voltage: 20–30 V DC
Operating current: max. 100 mA
Contact type: 2 changeover switches 
24 V, 2 A
Ambient temperature: 0 °C to +40 °C
Horizontal pitch (HP): 6
Protection system: IP 20
Dimensions (mm) W x H x D: 
107 x 89 x 60

SCE 640-0
Switching controller extension in switch 
panel housing with 8 relay contacts, 
common reference point.
Connection via ribbon cable directly 
to control units such as LC 640-… or 
FSM 740-…
Contact type: 8 n.o. contacts 24 V, 1 A
Ambient temperature: 0 °C to +40 °C
Protection system: IP 20
Horizontal pitch (HP): 3
Dimensions (mm) W x H x D: 
53.5 x 89 x 60
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DSC 602-0
Pilfer safeguard controller in a switch 
panel housing to control a maximum of 
2 pilfer safeguard accessories  
ZDS 601-…
Using 2 integrated buttons, the mount-
ing frame can be locked and unlocked. 
An LED flashes to indicate that the 
release button at the DSC 602-… has 
been activated. It is only possible to lock 
the mounting frame after removing the 
Vario key.
Operating voltage: 12 V AC
Operating current: max. 100 mA
Protection system: IP 20
Ambient temperature: 0 °C to +40 °C
Horizontal pitch (HP): 3
Dimensions (mm) W x H x D: 
53.5 x 89 x 60

ZDS 601-0
Anti-pilfer accessory with bistable mag-
net for integration into mounting frame 
MR 611-…
A stable metal plate is used to lock the 
release mechanism and prevents the 
removal of function modules.
Ambient temperature: –20 °C to +55 °C
Dimensions (mm) W x H x D: 
22.4 x 9 x 13.5

TR 602-01
Transformer in switch panel housing, to 
supply supplementary components.
Operating voltage:  
230 V AC, +/-10 %, 50/60 Hz
Operating current: 170 mA
Output voltage: 12 V AC
Output current: max. 2.5 A
Fusing: primary Si1 T 200 mA L, second-
ary side with thermal fuse
Protection system: IP 20
Ambient temperature: 0 °C to +40 °C
Horizontal pitch (HP): 6
Dimensions (mm) W x H x D: 
107 x 89 x 60

TR 602-1 USA
Operating voltage:  
125 V AC, +6 %/-10 %, 50/60 Hz
Operating current: 310 mA
Fusing: primary Si1 T 400 mA L
For further technical details please see 
above.

TR 603-0
Transformer in switch panel housing 
for supplying system and additional 
components.
Operating voltage:  
230 V AC, +/-10 %, 50/60 Hz
Operating current: 100 mA
Output voltage: 12 V AC
Output current: max. 1.3 A
Fusing: primary thermal fuse, secondary 
short circuit proof
Protection system: IP 20
Ambient temperature: 0 °C to +40 °C
Horizontal pitch (HP): 3
Dimensions (mm) W x H x D: 
53.5 x 89 x 60

VNG 602-02
Video line rectifier in a switch panel 
housing for central supply of video door 
intercom systems.
Operating voltage:  
230 V AC, +/-10 %, 50/60 Hz
Operating current: 250 mA
Output voltage: 30 V DC
Output current: 1.1 A
Fusing: Si 1 T 315 mA, secondary side 
thermal fuse
Protection system: IP 20
Ambient temperature: 0 °C to +40 °C
Horizontal pitch (HP): 10
Dimensions (mm) W x H x D: 
180 x 89 x 60

VNG 602-12 USA
Operating voltage:  
120 V AC, +/-10 %, 50/60 Hz
Operating current: 400 mA
Fusing: Si 1 T 630 mA, secondary side 
thermal fuse
For further technical details please see 
above.



291



292



293

Servicing

Se
rv

ic
in

g

Siedle lettering service 294

Training 295

Sales promotion 295

Discontinued articles, parts for replacement and upgrading 296

Spare parts 306

Article index / order designations 312

Glossary of key terms 316

Customer support and customer advice 318

After-sales service 320



294

Jansen

H. Müller
Optische Geräte

Zentrale

Zentrale

Zentrale

Servicing

Siedle lettering service

Cohesive appearance –  
optimum legibility
Whether a name, company 
designation, logo or opening 
hours: On request, Siedle will 
be pleased to provide the let-
tering for your communication 
system. 
Typography is part of the 
system design – which is why 
the Siedle lettering service 
guarantees a perfect, stand-
ardized appearance and easy 
legibility on buttons, panels or 
info signs. Siedle uses film or 
screen printing methods, and 
can print implementing graphic 
images such as logos, also in 
more than one colour. 
The metal surfaces of the Siedle 
Steel and Siedle Classic ranges 
can also be engraved. Siedle 
Steel also offers the option of 
laser cutting technology. 
Within the framework of the 
Manufacture range, we also 
customize and inscribe indoor 
stations. 
Your Siedle advisor or our let-
tering service will be pleased to 
help you in the selection of the 
optimum inscription.

Siedle lettering service
Postfach 1155
DE-78113 Furtwangen
 
Tel. +49 7723 63-451
Fax +49 7723 63-72451
 
inscriptions@siedle.de

Ordering inscriptions
Online forms for ordering indi-
vidual inscriptions are located 
under 
www.siedle.com/lettering
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Training

Sales promotion

At Siedle, we attach great 
importance to training and in-
struction for our sales partners. 
This is why we offer a com-
prehensive modular program 
of seminars, also tailored to 
the needs of the trade, fitters 
and installers, planners and 
architects.
The complete program of 
seminars and current dates can 
be found on our website or by 
contacting: training@siedle.de.Presence training Online training

A picture may paint more 
than a thousand words, but 
there is no picture or brochure 
quite as effective as hands-on 
experience of the real product 
at work. This applies particu-
larly to Siedle, as the quality 
of our devices takes in every 
one of the five senses. So take 
the very best argument there 
is with you when you visit 
your customers: the products 
themselves. Naturally with our 
support behind you.
A complete overview of our 
sales promotion media includ-
ing facility for order placement 
and booking is available in the 
trade partner area of our web-
site at www.siedle.de.
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Discontinued articles, parts for replacement and upgrading

Article designation Article description Colour/Material

ACM 670-03 BG Access camera 80 for Siedle Vario Micaceous amber

ACM 670-03 SH Access camera 80 for Siedle Vario High gloss black

ACM 670-03 WH Access camera 80 for Siedle Vario High gloss white

ACM 671-0 AG Access camera 80 for Siedle Vario Anthracite grey

ACM 671-0 DG Access camera 80 for Siedle Vario Micaceous dark grey

ACM 671-0 SM Access camera 80 for Siedle Vario Silver metallic

ACM 671-0 W Access camera 80 for Siedle Vario White

ACM 673-01 AG Access camera 130 for Siedle Vario Anthracite grey

ACM 673-01 DG Access camera 130 for Siedle Vario Micaceous dark grey

ACM 673-01 SM Access camera 130 for Siedle Vario Silver metallic

ACM 673-01 W Access camera 130 for Siedle Vario White

ACM 673-01 BG Access camera 130 for Siedle Vario Micaceous amber

ACM 673-01 SH Access camera 130 for Siedle Vario High gloss black

ACM 673-01 WH Access camera 130 for Siedle Vario High gloss white

ACM 678-01 AG Access camera 180 for Siedle Vario Anthracite grey

ACM 678-01 DG Access camera 180 for Siedle Vario Micaceous dark grey

ACM 678-01 SM Access camera 180 for Siedle Vario Silver metallic

ACM 678-01 W Access camera 180 for Siedle Vario White

ACM 678-01 BG Access camera 180 for Siedle Vario Micaceous amber

ACM 678-01 SH Access camera 180 for Siedle Vario High gloss black

ACM 678-01 WH Access camera 180 for Siedle Vario High gloss white

AD 110-01 Junction box Cream

AD 120-0 Junction box for monitor Cream

AD 503-0 W Junction box White

AD 711-0/16 Junction box Cream

AFM 611-4/4-0 BG Storage compartment module Micaceous amber

AFM 611-4/4-0 SH Storage compartment module High gloss black

AFM 611-4/4-0 WH Storage compartment module High gloss white

AHF 870-0 EG/S Access handsfree telephone Gold/black

AHF 870-0 EG/W Access handsfree telephone Gold/white

AHF 870-0 A/S Access handsfree telephone Aluminium/black

AHF 870-0 A/W Access handsfree telephone Aluminium/white

AHF 870-0 E/S Access handsfree telephone Stainless steel/black

AHF 870-0 E/W Access handsfree telephone Stainless steel/white

AHF 870-0 S Access handsfree telephone Black

AHF 870-0 SH/S Access handsfree telephone High gloss black/
black

AHF 870-0 SH/W Access handsfree telephone High gloss black/
white

AHF 870-0 W Access handsfree telephone White

AHF 870-0 WH/S Access handsfree telephone High gloss white/
black

AHF 870-0 WH/W Access handsfree telephone High gloss white/
white

AHFV 870-0 A/S Access video handsfree telephone Aluminium/black

AHFV 870-0 A/W Access video handsfree telephone Aluminium/white

AHFV 870-0 E/S Access video handsfree telephone Stainless steel/black

AHFV 870-0 E/W Access video handsfree telephone Stainless steel/white

AHFV 870-0 S Access video handsfree telephone Black

AHFV 870-0 SH/S Access video handsfree telephone High gloss black/
black

Article designation Article description Colour/Material

AHFV 870-0 SH/W Access video handsfree telephone High gloss black/
white

AHFV 870-0 W Access video handsfree telephone White

AHFV 870-0 WH/S Access video handsfree telephone High gloss white/
black

AHFV 870-0 WH/W Access video handsfree telephone High gloss white/
white

AHFV 870-0 EG/S Access video handsfree telephone Gold/black

AHFV 870-0 EG/W Access video handsfree telephone Gold/white

AHT 870-0 EC/S Access in-house telephone Chrome/black

AHT 870-0 EC/W Access in-house telephone Chrome/white

AHT 870-0 EG/S Access in-house telephone Gold/black

AHT 870-0 EG/W Access in-house telephone Gold/white

AHTV 870-0 EC/S Access video in-house telephone Chrome/black

AHTV 870-0 EC/W Access video in-house telephone Chrome/white

AHTV 870-0 EG/S Access video in-house telephone Gold/black

AHTV 870-0 EG/W Access video in-house telephone Gold/white

ATLM 670-0 BG Access door loudspeaker module Micaceous amber

ATLM 670-0 SH Access door loudspeaker module High gloss black

ATLM 670-0 WH Access door loudspeaker module High gloss white

AVP 870-0 EC/S Access video panel Chrome/black

AVP 870-0 EC/W Access video panel Chrome/white

AW 101-0 Terminating resistor Others

BCM 651-0 AG Bus camera 80 for Siedle Vario Anthracite grey

BCM 651-0 DG Bus camera 80 for Siedle Vario Micaceous dark grey

BCM 651-0 SM Bus camera 80 for Siedle Vario Silver metallic

BCM 651-0 W Bus camera 80 for Siedle Vario White

BCM 653-01 AG Bus camera 130 for Siedle Vario Anthracite grey

BCM 653-01 DG Bus camera 130 for Siedle Vario Micaceous dark grey

BCM 653-01 SM Bus camera 130 for Siedle Vario Silver metallic

BCM 653-01 W Bus camera 130 for Siedle Vario White

BCM 653-01 BG Bus camera 130 for Siedle Vario Micaceous amber

BCM 653-01 SH Bus camera 130 for Siedle Vario High gloss black

BCM 653-01 WH Bus camera 130 for Siedle Vario High gloss white

BCM 658-01 BG Bus camera 180 for Siedle Vario Micaceous amber

BCM 658-01 SH Bus camera 180 for Siedle Vario High gloss black

BCM 658-01 WH Bus camera 180 for Siedle Vario High gloss white

BCM 658-01 AG Bus camera 180 for Siedle Vario Anthracite grey

BCM 658-01 DG Bus camera 180 for Siedle Vario Micaceous dark grey

BCM 658-01 SM Bus camera 180 for Siedle Vario Silver metallic

BCM 658-01 W Bus camera 180 for Siedle Vario White

BCMC 650-03 BG Bus camera 80 for Siedle Vario Micaceous amber

BCMC 650-03 SH Bus camera 80 for Siedle Vario High gloss black

BCMC 650-03 WH Bus camera 80 for Siedle Vario High gloss white

BE 611-3/1-0 BG Letter flap Micaceous amber

BE 611-3/1-0 SH Letter flap High gloss black

BE 611-3/1-0 WH Letter flap High gloss white

BE 611-4/1-0 BG Letter flap Micaceous amber

BE 611-4/1-0 SH Letter flap High gloss black

BE 611-4/1-0 WH Letter flap High gloss white
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BFC 850-0 EC/S Comfort handsfree bus telephone 
intercom

Chrome/black

BFC 850-0 EC/W Comfort handsfree bus telephone 
intercom

Chrome/white

BFC 850-0 EG/S Comfort handsfree bus telephone 
intercom

Gold/black

BFC 850-0 EG/W Comfort handsfree bus telephone 
intercom

Gold/white

BFS 850-02 A/S Standard bus handsfree telephone Aluminium/black

BFS 850-02 A/W Standard bus handsfree telephone Aluminium/white

BFS 850-02 E/S Standard bus handsfree telephone Stainless steel/black

BFS 850-02 E/W Standard bus handsfree telephone Stainless steel/white

BFS 850-02 EC/S Standard bus handsfree telephone Chrome/black

BFS 850-02 EC/W Standard bus handsfree telephone Chrome/white

BFS 850-02 EG/S Standard bus handsfree telephone Gold/black

BFS 850-02 EG/W Standard bus handsfree telephone Gold/white

BFS 850-02 S Standard bus handsfree telephone Black

BFS 850-02 SH/S Standard bus handsfree telephone High gloss black/
black

BFS 850-02 SH/W Standard bus handsfree telephone High gloss black/
white

BFS 850-02 W Standard bus handsfree telephone White

BFS 850-02 WH/S Standard bus handsfree telephone High gloss white/
black

BFS 850-02 WH/W Standard bus handsfree telephone High gloss white/
white

BFSV 850-03 A/S Standard handsfree bus telephone 
with colour monitor

Aluminium/black

BFSV 850-03 A/W Standard handsfree bus telephone 
with colour monitor

Aluminium/white

BFSV 850-03 E/S Standard handsfree bus telephone 
with colour monitor

Stainless steel/black

BFSV 850-03 E/W Standard handsfree bus telephone 
with colour monitor

Stainless steel/white

BFSV 850-03 EC/S Standard handsfree bus telephone 
with colour monitor

Chrome/black

BFSV 850-03 EC/W Standard handsfree bus telephone 
with colour monitor

Chrome/white

BFSV 850-03 EG/S Standard handsfree bus telephone 
with colour monitor

Gold/black

BFSV 850-03 EG/W Standard handsfree bus telephone 
with colour monitor

Gold/white

BFSV 850-03 S Standard handsfree bus telephone 
with colour monitor

Black

BFSV 850-03 SH/S Standard handsfree bus telephone 
with colour monitor

High gloss black/
black

BFSV 850-03 SH/W Standard handsfree bus telephone 
with colour monitor

High gloss black/
white

BFSV 850-03 W Standard handsfree bus telephone 
with colour monitor

White

BFSV 850-03 WH/S Standard handsfree bus telephone 
with colour monitor

High gloss white/
black

BFSV 850-03 WH/W Standard handsfree bus telephone 
with colour monitor

High gloss white/
white

BKM 611-4/4-0 BG Letterbox module with  
pass-through flap

Micaceous amber

BKM 611-4/4-0 GM Letterbox module with  
pass-through flap

Graphite brown 
metallic

BKM 611-4/4-0 SH Letterbox module with  
pass-through flap

High gloss black

BKM 611-4/4-0 TM Letterbox module with  
pass-through flap

Titanium metallic

BKM 611-4/4-0 WH Letterbox module with  
pass-through flap

High gloss white

BM 611-0 BG Dummy module Micaceous amber

BM 611-0 GM Dummy module Graphite brown 
metallic

Article designation Article description Colour/Material

BM 611-0 SH Dummy module High gloss black

BM 611-0 TM Dummy module Titanium metallic

BM 611-0 WH Dummy module High gloss white

BMM 611-0 BG Movement sensor module Micaceous amber

BMM 611-0 GM Movement sensor module Graphite brown 
metallic

BMM 611-0 SH Movement sensor module High gloss black

BMM 611-0 TM Movement sensor module Titanium metallic

BMM 611-0 WH Movement sensor module High gloss white

BNS 640-0 W Secondary signal unit White

BSG 650-02 Bus control unit Black

BTC 850-02 EC/S Comfort bus telephone Chrome/black

BTC 850-02 EC/W Comfort bus telephone Chrome/white

BTC 850-02 EG/S Comfort bus telephone Gold/black

BTC 850-02 EG/W Comfort bus telephone Gold/white

BTCV 850-03 EC/S Comfort bus telephone with  
colour monitor

Chrome/black

BTCV 850-03 EC/W Comfort bus telephone with  
colour monitor

Chrome/white

BTCV 850-03 EG/S Comfort bus telephone with  
colour monitor

Gold/black

BTCV 850-03 EG/W Comfort bus telephone with  
colour monitor

Gold/white

BTLE 050-04 Bus custom-fit door loudspeaker Black

BTLM 650-04 BG Bus door loudspeaker module Micaceous amber

BTLM 650-04 GM Bus door loudspeaker module Graphite brown 
metallic

BTLM 650-04 SH Bus door loudspeaker module High gloss black

BTLM 650-04 TM Bus door loudspeaker module Titanium metallic

BTLM 650-04 WH Bus door loudspeaker module High gloss white

BTM 650-01 BG Bus call button module Micaceous amber

BTM 650-01 GM Bus call button module Graphite brown 
metallic

BTM 650-01 SH Bus call button module High gloss black

BTM 650-01 TM Bus call button module Titanium metallic

BTM 650-01 WH Bus call button module High gloss white

BTM 650-02 BG Bus call button module Micaceous amber

BTM 650-02 GM Bus call button module Graphite brown 
metallic

BTM 650-02 SH Bus call button module High gloss black

BTM 650-02 TM Bus call button module Titanium metallic

BTM 650-02 WH Bus call button module High gloss white

BTM 650-03 BG Bus call button module Micaceous amber

BTM 650-03 GM Bus call button module Graphite brown 
metallic

BTM 650-03 SH Bus call button module High gloss black

BTM 650-03 TM Bus call button module Titanium metallic

BTM 650-03 WH Bus call button module High gloss white

BTM 650-04 BG Bus call button module Micaceous amber

BTM 650-04 GM Bus call button module Graphite brown 
metallic

BTM 650-04 SH Bus call button module High gloss black

BTM 650-04 TM Bus call button module Titanium metallic

BTM 650-04 WH Bus call button module High gloss white
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Article designation Article description Colour/Material

BTM 650-1 GM Bus call button module Graphite brown 
metallic

BTM 650-1 SM Bus call button module Silver metallic

BTM 650-1 TM Bus call button module Titanium metallic

BTM 650-1 W Bus call button module White

BTM 650-2 GM Bus call button module Graphite brown 
metallic

BTM 650-2 SM Bus call button module Silver metallic

BTM 650-2 TM Bus call button module Titanium metallic

BTM 650-2 W Bus call button module White

BTM 650-3 GM Bus call button module Graphite brown 
metallic

BTM 650-3 SM Bus call button module Silver metallic

BTM 650-3 TM Bus call button module Titanium metallic

BTM 650-3 W Bus call button module White

BTM 650-4 GM Bus call button module Graphite brown 
metallic

BTM 650-4 SM Bus call button module Silver metallic

BTM 650-4 TM Bus call button module Titanium metallic

BTM 650-4 W Bus call button module White

BTS 850-02 EC/S Standard bus telephone Chrome/black

BTS 850-02 EC/W Standard bus telephone Chrome/white

BTS 850-02 EG/S Standard bus telephone Gold/black

BTS 850-02 EG/W Standard bus telephone Gold/white

BTSV 850-03 EC/S Standard bus telephone with  
colour monitor

Chrome/black

BTSV 850-03 EC/W Standard bus telephone with  
colour monitor

Chrome/white

BTSV 850-03 EG/S Standard bus telephone with  
colour monitor

Gold/black

BTSV 850-03 EG/W Standard bus telephone with  
colour monitor

Gold/white

BVA 650 AP-0 Surface-mount bus video  
interfacing module

Grey

BVA 650 UP-0 Flush-mount bus video  
interfacing module

White

BVE 650-01 S Bus video receiver Black

BVE 650-01 SM Bus video receiver Silver metallic

BVE 650-01 W Bus video receiver White

BVPC 850-0 EC/S Bus video panel Chrome/black

BVPC 850-0 EC/W Bus video panel Chrome/white

BVS 650-01 Bus video transmitter Grey

BVSM 650-0 SM Bus video transmission module Silver metallic

BVSM 650-0 W Bus video transmission module White

CC 602-0 Concierge controller Black

CCE 602-0 Concierge controller extension Black

CLK 740-0 Multi system clock Multi Others

CM 611-0 AG System-free camera 80 for  
Siedle Vario

Anthracite grey

CM 611-0 DG System-free camera 80 for  
Siedle Vario

Micaceous dark grey

CM 611-0 SM System-free camera 80 for  
Siedle Vario

Silver metallic

Article designation Article description Colour/Material

CM 611-0 W System-free camera 80 for  
Siedle Vario

White

CM 613-01 AG System-free camera 130 for  
Siedle Vario

Anthracite grey

CM 613-01 DG System-free camera 130 for  
Siedle Vario

Micaceous dark grey

CM 613-01 SM System-free camera 130 for  
Siedle Vario

Silver metallic

CM 613-01 W System-free camera 130 for  
Siedle Vario

White

CM 613-01 BG System-free camera 130 for  
Siedle Vario

Micaceous amber

CM 613-01 SH System-free camera 130 for  
Siedle Vario

High gloss black

CM 613-01 WH System-free camera 130 for  
Siedle Vario

High gloss white

CM 618-01 AG System-free camera 180 for  
Siedle Vario

Anthracite grey

CM 618-01 DG System-free camera 180 for  
Siedle Vario

Micaceous dark grey

CM 618-01 SM System-free camera 180 for  
Siedle Vario

Silver metallic

CM 618-01 W System-free camera 180 for  
Siedle Vario

White

CM 618-01 BG System-free camera 180 for  
Siedle Vario

Micaceous amber

CM 618-01 SH System-free camera 180 for  
Siedle Vario

High gloss black

CM 618-01 WH System-free camera 180 for  
Siedle Vario

High gloss white

CMC 612-03 BG System-free camera 80 for  
Siedle Vario

Micaceous amber

CMC 612-03 SH System-free camera 80 for  
Siedle Vario

High gloss black

CMC 612-03 WH System-free camera 80 for  
Siedle Vario

High gloss white

COM 611-02 BG Code lock module Micaceous amber

COM 611-02 GM Code lock module Graphite brown 
metallic

COM 611-02 SH Code lock module High gloss black

COM 611-02 TM Code lock module Titanium metallic

COM 611-02 WH Code lock module High gloss white

DCA 740-01 DoorCom Analog Black

DCA/IT 740-0 Set DoorCom ISDN Set Others

ELM 611-02 AG Electronic-key reading module Anthracite grey

ELM 611-02 DG Electronic-key reading module Micaceous dark grey

ELM 611-02 SM Electronic-key reading module Silver metallic

ELM 611-02 W Electronic-key reading module White

ES 501-0 Electronic key Black

ETC 640-01 Storey door release controller Black

F CL BD2V130 01 B-0 Function unit pass-through letterbox 
video Siedle Classic

Brushed stainless 
steel

F CL BF3V130 01 B-0 Function unit letterbox front removal 
video Siedle Classic

Brushed stainless 
steel

F CL V130 01 B-0 Function unit video door station 
Siedle Classic

Brushed stainless 
steel
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F CL V130 02 B-0 Function unit video door station 
Siedle Classic

Brushed stainless 
steel

F CL V130 03 B-0 Function unit video door station 
Siedle Classic

Brushed stainless 
steel

F CL V130 04 B-0 Function unit video door station 
Siedle Classic

Brushed stainless 
steel

F CL V130 COM 01 B-0 Function unit video door station 
Siedle Classic

Brushed stainless 
steel

F CL V130 ELM 01 B-0 Function unit video door station 
Siedle Classic

Brushed stainless 
steel

F CL V130 FPM 01 B-0 Function unit video door station 
Siedle Classic

Brushed stainless 
steel

FPM 611-02 BG Fingerprint module Micaceous amber

FPM 611-02 GM Fingerprint module Graphite brown 
metallic

FPM 611-02 SH Fingerprint module High gloss black

FPM 611-02 TM Fingerprint module Titanium metallic

FPM 611-02 WH Fingerprint module High gloss white

GA 612-1/1-0 BG Surface-mount housing Micaceous amber

GA 612-1/1-0 SH Surface-mount housing High gloss black

GA 612-1/1-0 WH Surface-mount housing High gloss white

GA 612-2/1-0 BG Surface-mount housing Micaceous amber

GA 612-2/1-0 SH Surface-mount housing High gloss black

GA 612-2/1-0 WH Surface-mount housing High gloss white

GA 612-2/2-0 BG Surface-mount housing Micaceous amber

GA 612-2/2-0 SH Surface-mount housing High gloss black

GA 612-2/2-0 WH Surface-mount housing High gloss white

GA 612-3/1-0 BG Surface-mount housing Micaceous amber

GA 612-3/1-0 SH Surface-mount housing High gloss black

GA 612-3/1-0 WH Surface-mount housing High gloss white

GA 612-3/2-0 BG Surface-mount housing Micaceous amber

GA 612-3/2-0 SH Surface-mount housing High gloss black

GA 612-3/2-0 WH Surface-mount housing High gloss white

GA 612-3/3-0 BG Surface-mount housing Micaceous amber

GA 612-3/3-0 SH Surface-mount housing High gloss black

GA 612-3/3-0 WH Surface-mount housing High gloss white

GA 612-4/1-0 BG Surface-mount housing Micaceous amber

GA 612-4/1-0 SH Surface-mount housing High gloss black

GA 612-4/1-0 WH Surface-mount housing High gloss white

GA 612-4/2-0 BG Surface-mount housing Micaceous amber

GA 612-4/2-0 SH Surface-mount housing High gloss black

GA 612-4/2-0 WH Surface-mount housing High gloss white

GA 612-4/3-0 BG Surface-mount housing Micaceous amber

GA 612-4/3-0 SH Surface-mount housing High gloss black

GA 612-4/3-0 WH Surface-mount housing High gloss white

HT 840-0 W Multi telephone White

HTA 811-0 EG/S Analogue in-house telephone Gold/black

HTA 811-0 EG/W Analogue in-house telephone Gold/white

HTC 811-0 EC/S Comfort in-house telephone Chrome/black

Article designation Article description Colour/Material

HTC 811-0 EC/W Comfort in-house telephone Chrome/white

HTC 811-0 EG/S Comfort in-house telephone Gold/black

HTC 811-0 EG/W Comfort in-house telephone Gold/white

HTS 811-0 EC/S Standard in-house telephone Chrome/black

HTS 811-0 EC/W Standard in-house telephone Chrome/white

HTS 811-0 EG/S Standard in-house telephone Gold/black

HTS 811-0 EG/W Standard in-house telephone Gold/white

HTV 840-02 W Multi telephone with colour monitor White

HVC 640-0 Horizontal vertical controller Black

IM 612-0 BG Information module Micaceous amber

IM 612-0 GM Information module Graphite brown 
metallic

IM 612-0 SH Information module High gloss black

IM 612-0 TM Information module Titanium metallic

IM 612-0 WH Information module High gloss white

ISM 611-12/1-0 BG Info sign module Micaceous amber

ISM 611-12/1-0 SH Info sign module High gloss black

ISM 611-12/1-0 WH Info sign module High gloss white

ISM 611-12/1-0 AG Info sign module Anthracite grey

ISM 611-12/1-0 DG Info sign module Micaceous dark grey

ISM 611-12/1-0 SM Info sign module Silver metallic

ISM 611-12/1-0 W Info sign module White

ISM 611-12/2-0 BG Info sign module Micaceous amber

ISM 611-12/2-0 SH Info sign module High gloss black

ISM 611-12/2-0 WH Info sign module High gloss white

ISM 611-12/2-0 AG Info sign module Anthracite grey

ISM 611-12/2-0 DG Info sign module Micaceous dark grey

ISM 611-12/2-0 SM Info sign module Silver metallic

ISM 611-12/2-0 W Info sign module White

ISM 611-12/3-0 BG Info sign module Micaceous amber

ISM 611-12/3-0 SH Info sign module High gloss black

ISM 611-12/3-0 WH Info sign module High gloss white

ISM 611-12/3-0 AG Info sign module Anthracite grey

ISM 611-12/3-0 DG Info sign module Micaceous dark grey

ISM 611-12/3-0 SM Info sign module Silver metallic

ISM 611-12/3-0 W Info sign module White

ISM 611-12/4-0 BG Info sign module Micaceous amber

ISM 611-12/4-0 SH Info sign module High gloss black

ISM 611-12/4-0 WH Info sign module High gloss white

ISM 611-12/4-0 AG Info sign module Anthracite grey

ISM 611-12/4-0 DG Info sign module Micaceous dark grey

ISM 611-12/4-0 SM Info sign module Silver metallic

ISM 611-12/4-0 W Info sign module White

ISM 611-2/1-0 BG Info sign module Micaceous amber

ISM 611-2/1-0 SH Info sign module High gloss black

ISM 611-2/1-0 WH Info sign module High gloss white

ISM 611-2/2-0 BG Info sign module Micaceous amber

ISM 611-2/2-0 SH Info sign module High gloss black

ISM 611-2/2-0 WH Info sign module High gloss white
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Article designation Article description Colour/Material

ISM 611-3/1-0 BG Info sign module Micaceous amber

ISM 611-3/1-0 SH Info sign module High gloss black

ISM 611-3/1-0 WH Info sign module High gloss white

ISM 611-3/2-0 BG Info sign module Micaceous amber

ISM 611-3/2-0 SH Info sign module High gloss black

ISM 611-3/2-0 WH Info sign module High gloss white

ISM 611-3/3-0 BG Info sign module Micaceous amber

ISM 611-3/3-0 SH Info sign module High gloss black

ISM 611-3/3-0 WH Info sign module High gloss white

ISM 611-4/1-0 BG Info sign module Micaceous amber

ISM 611-4/1-0 SH Info sign module High gloss black

ISM 611-4/1-0 WH Info sign module High gloss white

ISM 611-4/2-0 BG Info sign module Micaceous amber

ISM 611-4/2-0 SH Info sign module High gloss black

ISM 611-4/2-0 WH Info sign module High gloss white

ISM 611-4/3-0 BG Info sign module Micaceous amber

ISM 611-4/3-0 SH Info sign module High gloss black

ISM 611-4/3-0 WH Info sign module High gloss white

ISM 611-4/4-0 BG Info sign module Micaceous amber

ISM 611-4/4-0 SH Info sign module High gloss black

ISM 611-4/4-0 WH Info sign module High gloss white

ISM 611-6/1-0 BG Info sign module Micaceous amber

ISM 611-6/1-0 SH Info sign module High gloss black

ISM 611-6/1-0 WH Info sign module High gloss white

ISM 611-6/2-0 BG Info sign module Micaceous amber

ISM 611-6/2-0 SH Info sign module High gloss black

ISM 611-6/2-0 WH Info sign module High gloss white

ISM 611-6/3-0 BG Info sign module Micaceous amber

ISM 611-6/3-0 SH Info sign module High gloss black

ISM 611-6/3-0 WH Info sign module High gloss white

ISM 611-6/3-0 AG Info sign module Anthracite grey

ISM 611-6/3-0 DG Info sign module Micaceous dark grey

ISM 611-6/3-0 SM Info sign module Silver metallic

ISM 611-6/3-0 W Info sign module White

ISM 611-6/4-0 BG Info sign module Micaceous amber

ISM 611-6/4-0 SH Info sign module High gloss black

ISM 611-6/4-0 WH Info sign module High gloss white

ISM 611-6/4-0 AG Info sign module Anthracite grey

ISM 611-6/4-0 DG Info sign module Micaceous dark grey

ISM 611-6/4-0 SM Info sign module Silver metallic

ISM 611-6/4-0 W Info sign module White

ISM 611-8/1-0 BG Info sign module Micaceous amber

ISM 611-8/1-0 SH Info sign module High gloss black

ISM 611-8/1-0 WH Info sign module High gloss white

ISM 611-8/2-0 BG Info sign module Micaceous amber

ISM 611-8/2-0 SH Info sign module High gloss black

ISM 611-8/2-0 WH Info sign module High gloss white

Article designation Article description Colour/Material

ISM 611-8/3-0 BG Info sign module Micaceous amber

ISM 611-8/3-0 SH Info sign module High gloss black

ISM 611-8/3-0 WH Info sign module High gloss white

ISM 611-8/3-0 AG Info sign module Anthracite grey

ISM 611-8/3-0 DG Info sign module Micaceous dark grey

ISM 611-8/3-0 SM Info sign module Silver metallic

ISM 611-8/3-0 W Info sign module White

ISM 611-8/4-0 AG Info sign module Anthracite grey

ISM 611-8/4-0 DG Info sign module Micaceous dark grey

ISM 611-8/4-0 SM Info sign module Silver metallic

ISM 611-8/4-0 W Info sign module White

ISM 611-8/4-0 BG Info sign module Micaceous amber

ISM 611-8/4-0 SH Info sign module High gloss black

ISM 611-8/4-0 WH Info sign module High gloss white

ISM 611-9/1-0 AG Info sign module Anthracite grey

ISM 611-9/1-0 DG Info sign module Micaceous dark grey

ISM 611-9/1-0 SM Info sign module Silver metallic

ISM 611-9/1-0 W Info sign module White

ISM 611-9/1-0 BG Info sign module Micaceous amber

ISM 611-9/1-0 SH Info sign module High gloss black

ISM 611-9/1-0 WH Info sign module High gloss white

ISM 611-9/2-0 BG Info sign module Micaceous amber

ISM 611-9/2-0 SH Info sign module High gloss black

ISM 611-9/2-0 WH Info sign module High gloss white

ISM 611-9/2-0 AG Info sign module Anthracite grey

ISM 611-9/2-0 DG Info sign module Micaceous dark grey

ISM 611-9/2-0 SM Info sign module Silver metallic

ISM 611-9/2-0 W Info sign module White

ISM 611-9/3-0 BG Info sign module Micaceous amber

ISM 611-9/3-0 SH Info sign module High gloss black

ISM 611-9/3-0 WH Info sign module High gloss white

ISM 611-9/3-0 AG Info sign module Anthracite grey

ISM 611-9/3-0 DG Info sign module Micaceous dark grey

ISM 611-9/3-0 SM Info sign module Silver metallic

ISM 611-9/3-0 W Info sign module White

ISM 611-9/4-0 AG Info sign module Anthracite grey

ISM 611-9/4-0 DG Info sign module Micaceous dark grey

ISM 611-9/4-0 SM Info sign module Silver metallic

ISM 611-9/4-0 W Info sign module White

ISM 611-9/4-0 BG Info sign module Micaceous amber

ISM 611-9/4-0 SH Info sign module High gloss black

ISM 611-9/4-0 WH Info sign module High gloss white

KLC 640-0 Card reading controller Black

KR 611-1/1-0 BG Combination frame Micaceous amber

KR 611-1/1-0 SH Combination frame High gloss black

KR 611-1/1-0 WH Combination frame High gloss white

KR 611-2/1-0 BG Combination frame Micaceous amber

KR 611-2/1-0 SH Combination frame High gloss black

KR 611-2/1-0 WH Combination frame High gloss white
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KR 611-2/2-0 BG Combination frame Micaceous amber

KR 611-2/2-0 SH Combination frame High gloss black

KR 611-2/2-0 WH Combination frame High gloss white

KR 611-3/1-0 BG Combination frame Micaceous amber

KR 611-3/1-0 SH Combination frame High gloss black

KR 611-3/1-0 WH Combination frame High gloss white

KR 611-3/2-0 BG Combination frame Micaceous amber

KR 611-3/2-0 SH Combination frame High gloss black

KR 611-3/2-0 WH Combination frame High gloss white

KR 611-3/3-0 BG Combination frame Micaceous amber

KR 611-3/3-0 SH Combination frame High gloss black

KR 611-3/3-0 WH Combination frame High gloss white

KR 611-4/1-0 BG Combination frame Micaceous amber

KR 611-4/1-0 SH Combination frame High gloss black

KR 611-4/1-0 WH Combination frame High gloss white

KR 611-4/2-0 BG Combination frame Micaceous amber

KR 611-4/2-0 SH Combination frame High gloss black

KR 611-4/2-0 WH Combination frame High gloss white

KR 611-4/3-0 BG Combination frame Micaceous amber

KR 611-4/3-0 SH Combination frame High gloss black

KR 611-4/3-0 WH Combination frame High gloss white

KR 611-4/4-0 BG Combination frame Micaceous amber

KR 611-4/4-0 SH Combination frame High gloss black

KR 611-4/4-0 WH Combination frame High gloss white

KR 611-5/1-0 BG Combination frame Micaceous amber

KR 611-5/1-0 SH Combination frame High gloss black

KR 611-5/1-0 WH Combination frame High gloss white

KR 611-5/3-0 BG Combination frame Micaceous amber

KR 611-5/3-0 SH Combination frame High gloss black

KR 611-5/3-0 WH Combination frame High gloss white

KR 611-5/4-0 BG Combination frame Micaceous amber

KR 611-5/4-0 SH Combination frame High gloss black

KR 611-5/4-0 WH Combination frame High gloss white

KR 613-2 BG Combination frame Micaceous amber

KR 613-2 SH Combination frame High gloss black

KR 613-2 WH Combination frame High gloss white

KR 613-3 BG Combination frame Micaceous amber

KR 613-3 SH Combination frame High gloss black

KR 613-3 WH Combination frame High gloss white

KR 613-4 BG Combination frame Micaceous amber

KR 613-4 SH Combination frame High gloss black

KR 613-4 WH Combination frame High gloss white

KR 614-1/1 BG Combination frame Micaceous amber

KR 614-1/1 SH Combination frame High gloss black

KR 614-1/1 WH Combination frame High gloss white

KS 613-1/1 AG Communication pedestal Anthracite grey

KS 613-1/1 DG Communication pedestal Micaceous dark grey

Article designation Article description Colour/Material

KS 613-1/1 SM Communication pedestal Silver metallic

KS 613-1/1 W Communication pedestal White

KS 613-2/1 AG Communication pedestal Anthracite grey

KS 613-2/1 DG Communication pedestal Micaceous dark grey

KS 613-2/1 SM Communication pedestal Silver metallic

KS 613-2/1 W Communication pedestal White

KS 613-3/1 AG Communication pedestal Anthracite grey

KS 613-3/1 DG Communication pedestal Micaceous dark grey

KS 613-3/1 SM Communication pedestal Silver metallic

KS 613-3/1 W Communication pedestal White

KS 613-4/1 AG Communication pedestal Anthracite grey

KS 613-4/1 DG Communication pedestal Micaceous dark grey

KS 613-4/1 SM Communication pedestal Silver metallic

KS 613-4/1 W Communication pedestal White

KSA 613-1/0/2-0 AG Surface-mount communication 
display

Anthracite grey

KSA 613-1/0/2-0 DG Surface-mount communication 
display

Micaceous dark grey

KSA 613-1/0/2-0 SM Surface-mount communication 
display

Silver metallic

KSA 613-1/0/2-0 W Surface-mount communication 
display

White

KSA 616-1/1/3-0 AG Surface-mount communication 
display

Anthracite grey

KSA 616-1/1/3-0 DG Surface-mount communication 
display

Micaceous dark grey

KSA 616-1/1/3-0 SM Surface-mount communication 
display

Silver metallic

KSA 616-1/1/3-0 W Surface-mount communication 
display

White

KSA 619-2/1/4-0 AG Surface-mount communication 
display

Anthracite grey

KSA 619-2/1/4-0 DG Surface-mount communication 
display

Micaceous dark grey

KSA 619-2/1/4-0 SM Surface-mount communication 
display

Silver metallic

KSA 619-2/1/4-0 W Surface-mount communication 
display

White

KSF 616-7 AG Free-standing communication 
pedestal

Anthracite grey

KSF 616-7 DG Free-standing communication 
pedestal

Micaceous dark grey

KSF 616-7 SM Free-standing communication 
pedestal

Silver metallic

KSF 616-7 W Free-standing communication 
pedestal

White

KSF 616-8 AG Free-standing communication 
pedestal

Anthracite grey

KSF 616-8 DG Free-standing communication 
pedestal

Micaceous dark grey

KSF 616-8 SM Free-standing communication 
pedestal

Silver metallic

KSF 616-8 W Free-standing communication 
pedestal

White

KVM 640-03 Camera supply module Others

LC 640-0 Lift controller Black

LEDF 600-12/1-0 AG LED surface area light Anthracite grey

LEDF 600-12/1-0 DG LED surface area light Micaceous dark grey
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Discontinued articles, parts for replacement and upgrading

Article designation Article description Colour/Material

LEDF 600-12/1-0 SM LED surface area light Silver metallic

LEDF 600-12/1-0 W LED surface area light White

LEDF 600-12/2-0 AG LED surface area light Anthracite grey

LEDF 600-12/2-0 DG LED surface area light Micaceous dark grey

LEDF 600-12/2-0 SM LED surface area light Silver metallic

LEDF 600-12/2-0 W LED surface area light White

LEDF 600-12/3-0 AG LED surface area light Anthracite grey

LEDF 600-12/3-0 DG LED surface area light Micaceous dark grey

LEDF 600-12/3-0 SM LED surface area light Silver metallic

LEDF 600-12/3-0 W LED surface area light White

LEDF 600-12/4-0 AG LED surface area light Anthracite grey

LEDF 600-12/4-0 DG LED surface area light Micaceous dark grey

LEDF 600-12/4-0 SM LED surface area light Silver metallic

LEDF 600-12/4-0 W LED surface area light White

LEDF 600-6/3-0 AG LED surface area light Anthracite grey

LEDF 600-6/3-0 DG LED surface area light Micaceous dark grey

LEDF 600-6/3-0 SM LED surface area light Silver metallic

LEDF 600-6/3-0 W LED surface area light White

LEDF 600-6/4-0 AG LED surface area light Anthracite grey

LEDF 600-6/4-0 DG LED surface area light Micaceous dark grey

LEDF 600-6/4-0 SM LED surface area light Silver metallic

LEDF 600-6/4-0 W LED surface area light White

LEDF 600-8/3-0 AG LED surface area light Anthracite grey

LEDF 600-8/3-0 DG LED surface area light Micaceous dark grey

LEDF 600-8/3-0 SM LED surface area light Silver metallic

LEDF 600-8/3-0 W LED surface area light White

LEDF 600-8/4-0 AG LED surface area light Anthracite grey

LEDF 600-8/4-0 DG LED surface area light Micaceous dark grey

LEDF 600-8/4-0 SM LED surface area light Silver metallic

LEDF 600-8/4-0 W LED surface area light White

LEDF 600-9/1-0 AG LED surface area light Anthracite grey

LEDF 600-9/1-0 DG LED surface area light Micaceous dark grey

LEDF 600-9/1-0 SM LED surface area light Silver metallic

LEDF 600-9/1-0 W LED surface area light White

LEDF 600-9/2-0 AG LED surface area light Anthracite grey

LEDF 600-9/2-0 DG LED surface area light Micaceous dark grey

LEDF 600-9/2-0 SM LED surface area light Silver metallic

LEDF 600-9/2-0 W LED surface area light White

LEDF 600-9/3-0 AG LED surface area light Anthracite grey

LEDF 600-9/3-0 DG LED surface area light Micaceous dark grey

LEDF 600-9/3-0 SM LED surface area light Silver metallic

LEDF 600-9/3-0 W LED surface area light White

LEDF 600-9/4-0 AG LED surface area light Anthracite grey

LEDF 600-9/4-0 DG LED surface area light Micaceous dark grey

LEDF 600-9/4-0 SM LED surface area light Silver metallic

LEDF 600-9/4-0 W LED surface area light White

LEDS 600-0 BG LED spot Micaceous amber

LEDS 600-0 SH LED spot High gloss black

LEDS 600-0 WH LED spot High gloss white

LNG/LS 600-01 Light line rectifier for pedestals Black

Article designation Article description Colour/Material

MFM 640-0 S Multifunction module Black

MFM 640-0 SM Multifunction module Silver metallic

MFM 640-0 W Multifunction module White

MR 611-1/1-0 BG Mounting frame Micaceous amber

MR 611-1/1-0 GM Mounting frame Graphite brown 
metallic

MR 611-1/1-0 SH Mounting frame High gloss black

MR 611-1/1-0 TM Mounting frame Titanium metallic

MR 611-1/1-0 WH Mounting frame High gloss white

NB 915-0 Mains storage battery set CE Grey

NG 600-0 Line rectifier Black

NG 608-0 Line rectifier Black

NG 640-0 Line rectifier Black

PAC 740-0 Public address controller Black

PVG 402-0 P.O. amplifier unit Black

PVG 602-01 P.O. amplifier unit Black

RC 602-0 Call controller Black

RCC 602-0 Call controller card White

RCE 602-0 Call controller extension Black

SCE 640-0 Switching controller extension Black

SCO 740-0 System controller Others

SDM 600-0 AG Socket module Anthracite grey

SDM 600-0 DG Socket module Micaceous dark grey

SDM 600-0 SM Socket module Silver metallic

SDM 600-0 W Socket module White

SDM 600-0 BG Socket module Micaceous amber

SDM 600-0 SH Socket module High gloss black

SDM 600-0 WH Socket module High gloss white

SH 640-01 S Service hand set Black

SM 611-01 BG Lock module Micaceous amber

SM 611-01 GM Lock module Graphite brown 
metallic

SM 611-01 SH Lock module High gloss black

SM 611-01 TM Lock module Titanium metallic

SM 611-01 WH Lock module High gloss white

STS 711-2 Replacement door station SET 711-… Others

SVG 641-0 Speech channel supply unit Others

TLC 640-02 Door loudspeaker controller Black

TLE 640-0 Custom-fit door loudspeaker Black

TLM 611-02 BG Door loudspeaker module 6+n Micaceous amber

TLM 611-02 GM Door loudspeaker module 6+n Graphite brown 
metallic
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Article designation Article description Colour/Material

TLM 611-02 SH Door loudspeaker module 6+n High gloss black

TLM 611-02 TM Door loudspeaker module 6+n Titanium metallic

TLM 611-02 WH Door loudspeaker module 6+n High gloss white

TLM 612-02 BG Door loudspeaker module Micaceous amber

TLM 612-02 GM Door loudspeaker module Graphite brown 
metallic

TLM 612-02 SH Door loudspeaker module High gloss black

TLM 612-02 TM Door loudspeaker module Titanium metallic

TLM 612-02 WH Door loudspeaker module High gloss white

TLM 645-02 BG Door loudspeaker module Multi Micaceous amber

TLM 645-02 DG Door loudspeaker module Multi Micaceous dark grey

TLM 645-02 GM Door loudspeaker module Multi Graphite brown 
metallic

TLM 645-02 SH Door loudspeaker module Multi High gloss black

TLM 645-02 SM Door loudspeaker module Multi Silver metallic

TLM 645-02 TM Door loudspeaker module Multi Titanium metallic

TLM 645-02 W Door loudspeaker module Multi White

TLM 645-02 WH Door loudspeaker module Multi High gloss white

TLM/TK 511-0 B Door loudspeaker module  
telecommunication

Brown

TLM/TK 511-0 T Door loudspeaker module  
telecommunication

Titanium metallic

TLM/TK 511-0 W Door loudspeaker module  
telecommunication

White

TLM/TK 611-02 BG Door loudspeaker module  
telecommunication

Micaceous amber

TLM/TK 611-02 GM Door loudspeaker module  
telecommunication

Graphite brown 
metallic

TLM/TK 611-02 SH Door loudspeaker module  
telecommunication

High gloss black

TLM/TK 611-02 TM Door loudspeaker module  
telecommunication

Titanium metallic

TLM/TK 611-02 WH Door loudspeaker module  
telecommunication

High gloss white

TM 511-01 B Call button module Brown

TM 511-01 T Call button module Titanium metallic

TM 511-01 W Call button module White

TM 511-02 B Call button module Brown

TM 511-02 T Call button module Titanium metallic

TM 511-02 W Call button module White

TM 511-03 B Call button module Brown

TM 511-03 T Call button module Titanium metallic

TM 511-03 W Call button module White

TM 511-04 B Call button module Brown

TM 511-04 T Call button module Titanium metallic

TM 511-04 W Call button module White

TM 611-01 GM Call button module Graphite brown 
metallic

TM 611-01 SM Call button module Silver metallic

TM 611-01 TM Call button module Titanium metallic

TM 611-01 W Call button module White

TM 611-02 GM Call button module Graphite brown 
metallic

TM 611-02 SM Call button module Silver metallic

TM 611-02 TM Call button module Titanium metallic

TM 611-02 W Call button module White

Article designation Article description Colour/Material

TM 611-03 GM Call button module Graphite brown 
metallic

TM 611-03 SM Call button module Silver metallic

TM 611-03 TM Call button module Titanium metallic

TM 611-03 W Call button module White

TM 611-04 GM Call button module Graphite brown 
metallic

TM 611-04 SM Call button module Silver metallic

TM 611-04 TM Call button module Titanium metallic

TM 611-04 W Call button module White

TM 612-1 BG Call button module Micaceous amber

TM 612-1 GM Call button module Graphite brown 
metallic

TM 612-1 SH Call button module High gloss black

TM 612-1 TM Call button module Titanium metallic

TM 612-1 WH Call button module High gloss white

TM 612-2 BG Call button module Micaceous amber

TM 612-2 GM Call button module Graphite brown 
metallic

TM 612-2 SH Call button module High gloss black

TM 612-2 TM Call button module Titanium metallic

TM 612-2 WH Call button module High gloss white

TM 612-3 BG Call button module Micaceous amber

TM 612-3 GM Call button module Graphite brown 
metallic

TM 612-3 SH Call button module High gloss black

TM 612-3 TM Call button module Titanium metallic

TM 612-3 WH Call button module High gloss white

TM 612-4 BG Call button module Micaceous amber

TM 612-4 GM Call button module Graphite brown 
metallic

TM 612-4 SH Call button module High gloss black

TM 612-4 TM Call button module Titanium metallic

TM 612-4 WH Call button module High gloss white

TME 640-0 Call button module extension Others

TME 645-01 BG Call button module extension Micaceous amber

TME 645-01 DG Call button module extension Micaceous dark grey

TME 645-01 GM Call button module extension Graphite brown 
metallic

TME 645-01 SH Call button module extension High gloss black

TME 645-01 SM Call button module extension Silver metallic

TME 645-01 W Call button module extension White

TME 645-01 WH Call button module extension High gloss white

TÖ 613-0 R Door release Others

TÖ 614-0 L Door release Others

TÖ 616-0 L Door release Others

TÖ 616-0 R Door release Others

TÖ 619-0 A Door release Others

UG 503-0 Switching unit Black

VAR 602-0 Video interfacing relay Others
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Article designation Article description Colour/Material

VBV 650-0 Video bus distributor Others

VCO 740-0 Video controller Others

VE 511-0 Video receiver Others

VE 512-0 Video receiver Others

VKA 511-4 Video distributor Others

VKS 644-0 Video crossbar module Silver

VMO 511-2 Video distributor Others

VMO 602-4 Video distributor Others

VS 611-0 Video 2-wire transmitter Others

VSM 960-01 S Multifunction module Black

VSM 960-01 SM Multifunction module Silver metallic

VSM 960-01 W Multifunction module White

VSU 640-0 Video switchover unit Others

VV 511-0 Video distributor Others

ZA 740-0 Amplifier accessory Others

ZAM 600-01 BG Status display module Micaceous amber

ZAM 600-01 SH Status display module High gloss black

ZAM 600-01 WH Status display module High gloss white

ZAM 670-0 BG Status display module Micaceous amber

ZAM 670-0 SH Status display module High gloss black

ZAM 670-0 WH Status display module High gloss white

ZAP 3-0 Accessory terminal cover Black

ZAP 5-0 Accessory terminal cover Black

ZAP 6-0 Accessory terminal cover Black

ZAP 9-0 Accessory terminal cover Black

ZAP 10-0 Accessory terminal cover Black

ZAR 740-0 Interfacing relay accessory Others

ZCLK 740-0 Radio reception DCF77 Grey

ZD 512-4 Accessory diode Others

ZE 601-0 Accessory energy-saving switch Others

ZE/KSFB 611-0 Ground element accessory Others

ZERT 711-0 Storey call accessory Others

ZHB 611-0 Hollow wall fastening accessory Others

ZHSB 650-0 Top hat rail fixture accessory (5 pcs.) Yellow

ZIM 512-0 B Transparent cover Smoke coloured

ZIM 512-0 W Transparent cover Clear glass

ZLA 711-01 Accessory lamp Others

Article designation Article description Colour/Material

ZM 611-0 Accessory audio privacy device Others

ZMC 740-0 Microphone connection Others

ZMO 740-0 Ribbon cable accessory Others

ZSCH 611-0 S Switch accessory Black

ZSCH 611-0 W Switch accessory White

ZSCH 711-01 S Switch accessory Black

ZSCH 711-01 W Switch accessory White

ZSI 640-0 Fuse Accessory Others

ZT 644-0/16 S Table-top accessory Black

ZT 644-0/16 SM Table-top accessory Silver metallic

ZT 644-0/16 W Table-top accessory White

ZT 711-0/4 S Table-top accessory Black

ZT 711-0/4 SM Table-top accessory Silver metallic

ZT 711-0/4 W Table-top accessory White

ZT 711-01/16 S Table-top accessory Black

ZT 711-01/16 SM Table-top accessory Silver metallic

ZT 711-01/16 W Table-top accessory White

ZT 840-0 W Table-top accessory White

ZTA 711-01 S Button accessory Black

ZTA 711-01 W Button accessory White

ZTMO 711-0 S Table-top accessory Black

ZTMO 711-0 W Table-top accessory White

ZVD/KS 611-0 Accessory junction box for  
communication column

Others

ZVD/KSF 611-0 Accessory junction box Grey

ZVM/KSA 611-0 Connecting sleeve accessory Grey

ZWA 640-0 Western socket accessory Grey
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Spare parts

Designation Colour/ 
Material

Item no. Designation Colour/ 
Material

Item no.

 
TL 111-… TL 121-…
BK 411-0 Leaf spring and hinge for pass-through flap Others 210007479-00
TL 111/121/411-... loudspeaker L2 Others 200001803-00
TL 111/121/411-... Microphone Others 210008312-00
TL 111/411-... Dual-hole screwdriver Portavox Others 210007473-00

5

 
CTB 711-… STS 711-…
CTB/STS 711-... Loudspeaker Others 200019226-00
CTB/STS 711-... Microphone Others 200019224-00
STS 711-... Info cassette Clear glass 200021570-00
STS 711-... Circuit board and housing base Others 200021571-01
STS 711-1/2 Complete key pad Clear glass 200021569-00

 
SET CA 812-…
CA 812-..., CA/CAU 850-... Microphone Others 200029868-00
CA 812-..., CA/CAU 850-... Insert for info sign White 200029872-00
CA 812-..., CA/CAU/CV/CVU 850-..., STA/STV 850-... 
Loudspeaker

Others 200029867-00

CA 812-1 BS Housing superstructure Brilliant silver 200029859-00
CA 812-1, CA 850-1 E  
Upper part of the housing

Brushed  
stainless steel

210008751-00

CA 812-1, CA 850-1 W Upper part of the housing White 210005108-00
CA 812-1, CA/CAU 850-1, CV/CVU 850-1-...  
Nameplate superstructure

Clear glass 200029864-00

CA 812-1, CA/CAU 850-1, CV/CVU 850-1-...  
Nameplate insert

White 200029869-00

CA 812-2 BS Housing superstructure Brilliant silver 200029860-00
CA 812-2, CA 850-2 E Upper part of the housing Brushed  

stainless steel
210008752-00

CA 812-2, CA 850-2 W Upper part of the housing White 210005110-00
CA 812-2, CA/CAU 850-2, CV/CVU 850-2-...  
Nameplate superstructure

Clear glass 200029865-00

CA 812-2, CA/CAU 850-2, CV/CVU 850-2-...  
Nameplate insert

White 200029870-00

CA 812-4 BS Housing superstructure Brilliant silver 200029861-00
CA 812-4, CA 850-4 E Upper part of the housing Brushed  

stainless steel
210008753-00

CA 812-4, CA 850-4 W Upper part of the housing White 210005111-00
CA 812-4, CA/CAU 850-4 Nameplate superstructure Clear glass 200029866-00
CA 812-4, CA/CAU 850-4 Nameplate insert White 200029871-00

 
SET CV 850-…
CA 812-..., CA/CAU/CV/CVU 850-..., STA/STV 850-... 
Loudspeaker

Others 200029867-00

CA 812-1, CA/CAU 850-1, CV/CVU 850-1-...  
Nameplate superstructure

Clear glass 200029864-00

CA 812-1, CA/CAU 850-1, CV/CVU 850-1-...  
Nameplate insert

White 200029869-00

CA 812-2, CA/CAU 850-2, CV/CVU 850-2-...  
Nameplate superstructure

Clear glass 200029865-00

CA 812-2, CA/CAU 850-2, CV/CVU 850-2-...  
Nameplate insert

White 200029870-00

CV 850-1 BS Housing superstructure Brilliant silver 200029862-00

CV 850-1-02, BCV 850-1-01 E  
Upper part of the housing

Brushed  
stainless steel

210008756-00

CV 850-1-02, BCV 850-1-01 W  
Upper part of the housing

White 210005113-01

CV 850-2 BS Housing superstructure Brilliant silver 200029863-00
CV 850-2-02, BCV 850-2-01 E  
Upper part of the housing

Brushed  
stainless steel

210008754-00

CV 850-2-02, BCV 850-2-01 W  
Upper part of the housing

White 210005115-01

 
STA 850-… STV 850-… SB 800-… SBA 850-… SBV 850-… SLB 800-…
CA 812-..., CA/CAU/CV/CVU 850-..., STA/STV 850-... 
Loudspeaker

Others 200029867-00

CSA/STA 850-1 A Housing superstructure Aluminium 200029821-00
CSA/STA 850-2 A Housing superstructure Aluminium 200029822-00
CSA/STA 850-4 A Housing superstructure Aluminium 200029824-00
CSV/STV 850-1 A Housing superstructure Aluminium 200029831-00
CSV/STV 850-2 A Housing superstructure Aluminium 200029832-00
CSx/STx 850-... Microphone Others 200029820-00
CSx/STx 850-1 Nameplate superstructure Clear glass 200029816-00
CSx/STx 850-1 Nameplate insert White 200029813-00
CSx/STx 850-2 Nameplate superstructure Clear glass 200029817-00
CSx/STx 850-2 Nameplate insert White 200029814-00
CSx/STx 850-4 Nameplate superstructure Clear glass 200029818-00
CSx/STx 850-4 Nameplate insert White 200029815-00
SB 800-...,SBA/SBV 850-... Spare lock Others 200029541-00
SLB 800-0 Movement sensor Others 210008316-00
SLB 800-0 LED lamp unit Others 210008317-00

 
Vario 511-…
BE 513-0 Restoring spring letter flap Others 200015484-00
BKM 514-01 B/T Spare lock Black 200013063-00
BKM 514-01 W Spare lock White 200013061-00
BKV/BKS 513-... Spare lock Others 210007524-00
IM 511-0 Key for information module Brushed  

stainless steel
210007018-00

IM 511-0, TM 511-1...-4 Lampholder for tubular lamp Yellow 200010182-00
IM 511-01, TM 511-01...-04  
Lampholder for tubular lamp

White 200007029-00

IM/TM 511-... Tubular lamp 18 V/3 W Others 210007471-00
MR 51x/524-... Key for mounting frame Brushed  

stainless steel
210007019-00

TLE/TLM 511-.../522-... Loudspeaker Vario 5198 Others 200008558-00
TLM 511-0 Microphone Others 200011475-00
TLM 511-01 Microphone Others 200011800-00
TLM 511-01 B Louvre for door loudspeaker module Brown 200012095-00
TLM 511-01 W Louvre for door loudspeaker module White 200012096-01
TLM 512-... Circuit board Others 200015517-00
TLM 521-01 Circuit board Others 200029100-00
TM 511-01 B Complete nameplate Smoke 

coloured
200007035-00

TM 511-01 W Complete nameplate Clear glass 200007031-00
TM 511-02 B Complete nameplate Smoke 

coloured
200007036-00

TM 511-02 W Complete nameplate Clear glass 200007032-00
TM 511-03 B Complete nameplate Smoke 

coloured
200007037-00

TM 511-03 W Complete nameplate Clear glass 200007033-00
TM 511-04 B Complete nameplate Smoke 

coloured
200007038-00

TM 511-04 W Complete nameplate Clear glass 200007034-00
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Designation Colour/ 
Material

Item no. Designation Colour/ 
Material

Item no.

 
Vario 611-…Combination frame and Mounting frame
GA 612-... Surface-mount housing mounting kit Others 200029981-00
MR 611-... Mounting set flush-mount housing fixture Others 210005104-00
MR 611-… Key for mounting frame Others 210007513-00
Vario 611 Sealing frame modules Grey 210007484-00

 
Vario 611-… 
Communication pedestal
KS/KSF/KSFB/SR 61x-... AG Screw cover Anthracite 

grey
210005312-00

KS/KSF/KSFB/SR 61x-... DG Screw cover Micaceous 
dark grey

210005313-00

KS/KSF/KSFB/SR 61x-... SM Screw cover Silver metallic 210005311-00
KS/KSF/KSFB/SR 61x-... W Screw cover White 210005310-00

 
Vario 611-… 
Door loudspeaker module
ATLM 67x-... Terminal block Black 200029835-00
BTLM 650-... Terminal block Black 200029523-00
BTLM 651-... Terminal block Black 210007906-00
TLM 611-... Terminal block Black 210007289-00
TLM 611/612/645-.../01, BTLM 650-.../03  
Loudspeaker

Others 200029074-00

TLM 611/612/645-.../01, BTLM 650-.../03 Microphone Others 200029078-00
TLM 612-... Terminal block Black 210007290-00
TLM 61x-01, BTLM 650-... AG  
Light button with light symbol

Anthracite 
grey

210007065-00

TLM 61x-01, BTLM 650-... BG  
Light button with light symbol

Micaceous 
amber

200029979-00

TLM 61x-01, BTLM 650-... DG  
Light button with light symbol

Micaceous 
dark grey

200029980-00

TLM 61x-01, BTLM 650-... GM  
Light button with light symbol

Graphite 
brown  
metallic

200029097-00

TLM 61x-01, BTLM 650-... SH  
Light button with light symbol

High gloss 
black

200029978-00

TLM 61x-01, BTLM 650-... SM  
Light button with light symbol

Silver metallic 200029098-00

TLM 61x-01, BTLM 650-... TM  
Light button with light symbol

Titanium 
metallic

200029099-00

TLM 61x-01, BTLM 650-... W  
Light button with light symbol

White 200029096-00

TLM 61x-01, BTLM 650-... WH  
Light button with light symbol

High gloss 
white

200029977-00

 
Vario 611-… 
Camera module 80
ACM 670-..., CMx 61x-..., BCMx 650-... AG  
Screen frame

Anthracite 
grey

210007074-00

ACM 670-..., CMx 61x-..., BCMx 650-... BG  
Screen frame

Micaceous 
amber

210007301-00

ACM 670-..., CMx 61x-..., BCMx 650-... DG  
Screen frame

Micaceous 
dark grey

210007302-00

ACM 670-..., CMx 61x-..., BCMx 650-... GM  
Screen frame

Graphite 
brown  
metallic

210007303-00

ACM 670-..., CMx 61x-..., BCMx 650-... SH  
Screen frame

High gloss 
black

210007304-00

ACM 670-..., CMx 61x-..., BCMx 650-... SM  
Screen frame

Silver metallic 210007305-00

ACM 670-..., CMx 61x-..., BCMx 650-... TM  
Screen frame

Titanium 
metallic

210007306-00

ACM 670-..., CMx 61x-..., BCMx 650-... W  
Screen frame

White 210007308-00

ACM 670-..., CMx 61x-..., BCMx 650-... WH  
Screen frame

High gloss 
white

210007307-00

ACM 67x-... Terminal block Black 200029836-00
BCM 65x-..., BCMx 650-... Terminal block Black 200029921-00
BCMx 650-..., CMC 612-... Glass cover Clear glass 200036408-00
CMx 611-... Glass cover Clear glass 200021730-00
CMx 612-..., CM 611-... Terminal block Black 200029922-00

 
Vario 611-… 
Camera module 130/180
ACM 671/673/678-..., BCM 65x-..., CM 61x-...  
Glass cover

Clear glass 200048697-00

ACM 671/673/678-..., BCM 65x-..., CM 61x-... AG 
Screen frame

Anthracite 
grey

210005930-00

ACM 671/673/678-..., BCM 65x-..., CM 61x-... BG 
Screen frame

Micaceous 
amber

200048700-00

ACM 671/673/678-..., BCM 65x-..., CM 61x-... DG 
Screen frame

Micaceous 
dark grey

200048701-00

ACM 671/673/678-..., BCM 65x-..., CM 61x-... SH 
Screen frame

High gloss 
black

200048702-00

ACM 671/673/678-..., BCM 65x-..., CM 61x-... SM 
Screen frame

Silver metallic 200048699-00

ACM 671/673/678-..., BCM 65x-..., CM 61x-... W 
Screen frame

White 200048698-00

ACM 671/673/678-..., BCM 65x-..., CM 61x-... WH 
Screen frame

High gloss 
white

200048703-00

ACM 67x-... Terminal block Black 200029836-00
BCM 65x-..., BCMx 650-... Terminal block Black 200029921-00
CMx 612-..., CM 611-... Terminal block Black 200029922-00

 
Vario 611-…
TM 612-1, BTM 650-01
Call button module LED illuminated with 1 call button
BTM 650-1...-4 Adapter for bus call button module Black 200029524-00
BTM 650-1...-4, TM 611-1...-4  
Lampholder for tubular lamp

White 200047959-00

IM/TM 611-..., BTM 650-1...-4  
Tubular lamp 18 V/3 W

Others 210007472-00

TM 611-01/02, BTM 650-1/2 GM  
Call button with bell symbol

Graphite 
brown  
metallic

200029089-00

TM 611-01/02, BTM 650-1/2 SM  
Call button with bell symbol

Silver metallic 200029090-00

TM 611-01/02, BTM 650-1/2 TM  
Call button with bell symbol

Titanium 
metallic

200029091-00

TM 611-01/02, BTM 650-1/2 W  
Call button with bell symbol

White 200029088-00

TM 611-1 Terminal block Black 210007291-00
TM 611-1, BTM 650-1 GM  
Complete nameplate

Graphite 
brown  
metallic

200029035-00

TM 611-1, BTM 650-1 SM Complete nameplate Silver metallic 200029037-00
TM 611-1, BTM 650-1 TM  
Complete nameplate

Titanium 
metallic

200029036-00

TM 611-1, BTM 650-1 W Complete nameplate White 200029038-00
TM 612-1, BTM 650-01 GM  
Call button without bell symbol

Graphite 
brown  
metallic

200034796-00

TM 612-1, BTM 650-01 SM  
Call button without bell symbol

Silver metallic 200034797-00
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TM 612-1, BTM 650-01 TM  
Call button without bell symbol

Titanium 
metallic

200034795-00

TM 612-1, BTM 650-01 W  
Call button without bell symbol

White 200034794-00

TM 61x-..., BTM 650-... Nameplate insert White 210007478-00
TM 611-01, BTM 650-1
Call button module with Soffittenlampe illuminated, 1 call button
BTM 650-1...-4 Adapter for bus call button module Black 200029524-00
BTM 650-1...-4, TM 611-1...-4  
Lampholder for tubular lamp

White 200047959-00

IM/TM 611-..., BTM 650-1...-4  
Tubular lamp 18 V/3 W

Others 210007472-00

TM 611-01/02, BTM 650-1/2 GM  
Call button with bell symbol

Graphite 
brown  
metallic

200029089-00

TM 611-01/02, BTM 650-1/2 SM  
Call button with bell symbol

Silver metallic 200029090-00

TM 611-01/02, BTM 650-1/2 TM  
Call button with bell symbol

Titanium 
metallic

200029091-00

TM 611-01/02, BTM 650-1/2 W  
Call button with bell symbol

White 200029088-00

TM 611-1 Terminal block Black 210007291-00
TM 611-1, BTM 650-1 GM  
Complete nameplate

Graphite 
brown  
metallic

200029035-00

TM 611-1, BTM 650-1 SM Complete nameplate Silver metallic 200029037-00
TM 611-1, BTM 650-1 TM Complete nameplate Titanium 

metallic
200029036-00

TM 611-1, BTM 650-1 W Complete nameplate White 200029038-00
TM 612-1, BTM 650-01 GM  
Call button without bell symbol

Graphite 
brown  
metallic

200034796-00

TM 612-1, BTM 650-01 SM  
Call button without bell symbol

Silver metallic 200034797-00

TM 612-1, BTM 650-01 TM  
Call button without bell symbol

Titanium 
metallic

200034795-00

TM 612-1, BTM 650-01 W  
Call button without bell symbol

White 200034794-00

TM 61x-..., BTM 650-... Nameplate insert White 210007478-00

 
Vario 611-… 
TM 612-2, BTM 650-02
Call button module LED illuminated with 2 call buttons
TM 612-1/-2, BTM 650-01/-02 AG  
Call button with bell symbol

Anthracite 
grey

210007066-00

TM 612-1/-2, BTM 650-01/-02 BG  
Call button with bell symbol

Micaceous 
amber

200029937-00

TM 612-1/-2, BTM 650-01/-02 DG  
Call button with bell symbol

Micaceous 
dark grey

200029939-00

TM 612-1/-2, BTM 650-01/-02 GM  
Call button with bell symbol

Graphite 
brown  
metallic

200029799-00

TM 612-1/-2, BTM 650-01/-02 SH  
Call button with bell symbol

High gloss 
black

200029935-00

TM 612-1/-2, BTM 650-01/-02 SM  
Call button with bell symbol

Silver metallic 200029800-00

TM 612-1/-2, BTM 650-01/-02 TM  
Call button with bell symbol

Titanium 
metallic

200029801-00

TM 612-1/-2, BTM 650-01/-02 W  
Call button with bell symbol

White 200029802-00

TM 612-1/-2, BTM 650-01/-02 WH  
Call button with bell symbol

High gloss 
white

200029933-00

TM 612-2 Terminal block Black 210007297-00
TM 612-2, BTM 650-02 AG  
Complete nameplate

Anthracite 
grey

210007069-00

TM 612-2, BTM 650-02 BG  
Complete nameplate

Micaceous 
amber

200029954-00

TM 612-2, BTM 650-02 DG  
Complete nameplate

Micaceous 
dark grey

200029955-00

TM 612-2, BTM 650-02 GM  
Complete nameplate

Graphite 
brown  
metallic

200029787-00

TM 612-2, BTM 650-02 SH  
Complete nameplate

High gloss 
black

200029953-00

TM 612-2, BTM 650-02 SM  
Complete nameplate

Silver metallic 200029788-00

TM 612-2, BTM 650-02 TM  
Complete nameplate

Titanium 
metallic

200029789-00

TM 612-2, BTM 650-02 W  
Complete nameplate

White 200029790-00

TM 612-2, BTM 650-02 WH  
Complete nameplate

High gloss 
white

200029952-00

TM 61x-..., BTM 650-... Nameplate insert White 210007478-00
TM 611-02, BTM 650-2
Call button module with Soffittenlampe illuminated, 2 call buttons
BTM 650-1...-4 Adapter for bus call button module Black 200029524-00
BTM 650-1...-4, TM 611-1...-4  
Lampholder for tubular lamp

White 200047959-00

IM/TM 611-..., BTM 650-1...-4 Tubular lamp 18 V/3 W Others 210007472-00
TM 611-01/02, BTM 650-1/2 GM  
Call button with bell symbol

Graphite 
brown  
metallic

200029089-00

TM 611-01/02, BTM 650-1/2 SM  
Call button with bell symbol

Silver metallic 200029090-00

TM 611-01/02, BTM 650-1/2 TM 
Call button with bell symbol

Titanium 
metallic

200029091-00

TM 611-01/02, BTM 650-1/2 W  
Call button with bell symbol

White 200029088-00

TM 611-2 Terminal block Black 210007292-00
TM 611-2, BTM 650-2 GM  
Complete nameplate

Graphite 
brown  
metallic

200029039-00

TM 611-2, BTM 650-2 SM  
Complete nameplate

Silver metallic 200029041-00

TM 611-2, BTM 650-2 TM  
Complete nameplate

Titanium 
metallic

200029040-00

TM 611-2, BTM 650-2 W  
Complete nameplate

White 200029042-00

TM 61x-..., BTM 650-... Nameplate insert White 210007478-00

 
Vario 611-… 
TM 612-3, BTM 650-03
Call button module LED illuminated with 3 call buttons
TM 612-3 Terminal block Black 210007298-00
TM 612-3, BTM 650-03 AG  
Call button with bell symbol

Anthracite 
grey

210007071-00

TM 612-3, BTM 650-03 AG  
Complete nameplate

Anthracite 
grey

210007070-00

TM 612-3, BTM 650-03 BG  
Complete nameplate

Micaceous 
amber

200029958-00

TM 612-3, BTM 650-03 DG  
Complete nameplate

Micaceous 
dark grey

200029959-00

TM 612-3, BTM 650-03 GM  
Complete nameplate

Graphite 
brown  
metallic

200029791-00

TM 612-3, BTM 650-03 SH  
Complete nameplate

High gloss 
black

200029957-00

TM 612-3, BTM 650-03 SM  
Complete nameplate

Silver metallic 200029792-00

TM 612-3, BTM 650-03 TM  
Complete nameplate

Titanium 
metallic

200029793-00

TM 612-3, BTM 650-03 W  
Complete nameplate

White 200029794-00

TM 612-3, BTM 650-03 WH  
Complete nameplate

High gloss 
white

200029956-00

TM 612-3/BTM 650-03 BG  
Call button with bell symbol

Micaceous 
amber

200029942-00

TM 612-3/BTM 650-03 DG  
Call button with bell symbol

Micaceous 
dark grey

200029943-00

TM 612-3/BTM 650-03 GM  
Call button with bell symbol

Graphite 
brown  
metallic

200029803-00

TM 612-3/BTM 650-03 SH  
Call button with bell symbol

High gloss 
black

200029941-00

TM 612-3/BTM 650-03 SM  
Call button with bell symbol

Silver metallic 200029804-00

TM 612-3/BTM 650-03 TM  
Call button with bell symbol

Titanium 
metallic

200029805-00
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TM 612-3/BTM 650-03 W  
Call button with bell symbol

White 200029806-00

TM 61x-..., BTM 650-... Nameplate insert White 210007478-00
TM 611-03, BTM 650-3
Call button module with Soffittenlampe illuminated, 3 call buttons
BTM 650-1...-4 Adapter for bus call button module Black 200029524-00
BTM 650-1...-4, TM 611-1...-4  
Lampholder for tubular lamp

White 200047959-00

IM/TM 611-..., BTM 650-1...-4 Tubular lamp 18 V/3 W Others 210007472-00
TM 611-03, BTM 650-3 GM  
Call button with bell symbol

Graphite 
brown  
metallic

200029093-00

TM 611-03, BTM 650-3 SM  
Call button with bell symbol

Silver metallic 200029094-00

TM 611-03, BTM 650-3 TM  
Call button with bell symbol

Titanium 
metallic

200029095-00

TM 611-03, BTM 650-3 W  
Call button with bell symbol

White 200029092-00

TM 611-3 Terminal block Black 210007293-00
TM 611-3, BTM 650-3 GM  
Complete nameplate

Graphite 
brown  
metallic

200029043-00

TM 611-3, BTM 650-3 SM  
Complete nameplate

Silver metallic 200029045-00

TM 611-3, BTM 650-3 TM  
Complete nameplate

Titanium 
metallic

200029044-00

TM 611-3, BTM 650-3 W Complete nameplate White 200029046-00
TM 61x-..., BTM 650-... Nameplate insert White 210007478-00

 
Vario 611-… 
TM 612-4, BTM 650-04
Call button module LED illuminated with 4 call buttons
TM 612-4 Terminal block Black 210007299-00
TM 612-4, BTM 650-04 AG  
Call button with bell symbol

Anthracite 
grey

210007073-00

TM 612-4, BTM 650-04 AG  
Complete nameplate

Anthracite 
grey

210007072-00

TM 612-4, BTM 650-04 BG  
Call button with bell symbol

Micaceous 
amber

200029946-00

TM 612-4, BTM 650-04 BG  
Complete nameplate

Micaceous 
amber

200029962-00

TM 612-4, BTM 650-04 DG  
Call button with bell symbol

Micaceous 
dark grey

200029947-00

TM 612-4, BTM 650-04 DG  
Complete nameplate

Micaceous 
dark grey

200029963-00

TM 612-4, BTM 650-04 GM  
Call button with bell symbol

Graphite 
brown  
metallic

200029807-00

TM 612-4, BTM 650-04 GM  
Complete nameplate

Graphite 
brown  
metallic

200029795-00

TM 612-4, BTM 650-04 SH  
Call button with bell symbol

High gloss 
black

200029945-00

TM 612-4, BTM 650-04 SH  
Complete nameplate

High gloss 
black

200029961-00

TM 612-4, BTM 650-04 SM  
Call button with bell symbol

Silver metallic 200029808-00

TM 612-4, BTM 650-04 SM  
Complete nameplate

Silver metallic 200029796-00

TM 612-4, BTM 650-04 TM  
Call button with bell symbol

Titanium 
metallic

200029809-00

TM 612-4, BTM 650-04 TM  
Complete nameplate

Titanium 
metallic

200029797-00

TM 612-4, BTM 650-04 W  
Call button with bell symbol

White 200029810-00

TM 612-4, BTM 650-04 W  
Complete nameplate

White 200029798-00

TM 612-4, BTM 650-04 WH  
Call button with bell symbol

High gloss 
white

200029944-00

TM 612-4, BTM 650-04 WH  
Complete nameplate

High gloss 
white

200029960-00

TM 61x-..., BTM 650-... Nameplate insert White 210007478-00

TM 611-04, BTM 650-4
Call button module with Soffittenlampe illuminated, 4 call buttons
BTM 650-1...-4 Adapter for bus call button module Black 200029524-00
BTM 650-1...-4, TM 611-1...-4  
Lampholder for tubular lamp

White 200047959-00

IM/TM 611-..., BTM 650-1...-4 Tubular lamp 18 V/3 W Others 210007472-00
TM 611-04, BTM 650-4 GM  
Call button with bell symbol

Graphite 
brown  
metallic

200029085-00

TM 611-04, BTM 650-4 SM  
Call button with bell symbol

Silver metallic 200029086-00

TM 611-04, BTM 650-4 TM  
Call button with bell symbol

Titanium 
metallic

200029087-00

TM 611-04, BTM 650-4 W  
Call button with bell symbol

White 200029084-00

TM 611-4 Terminal block Black 210007294-00
TM 611-4, BTM 650-4 GM  
Complete nameplate

Graphite 
brown  
metallic

200029047-00

TM 611-4, BTM 650-4 SM  
Complete nameplate

Silver metallic 200029049-00

TM 611-4, BTM 650-4 TM  
Complete nameplate

Titanium 
metallic

200029048-00

TM 611-4, BTM 650-4 W  
Complete nameplate

White 200029050-00

TM 61x-..., BTM 650-... Nameplate insert White 210007478-00

 
Vario 611-… 
Information module LED illuminated
IM 612-... Terminal block Black 200029923-00
IM 612-... AG Info cassette Anthracite 

grey
210007075-00

IM 612-... BG Info cassette Micaceous 
amber

200029974-00

IM 612-... DG Info cassette Micaceous 
dark grey

200029975-00

IM 612-... GM Info cassette Graphite 
brown  
metallic

200029828-00

IM 612-... SH Info cassette High gloss 
black

200029973-00

IM 612-... SM Info cassette Silver metallic 200029826-00
IM 612-... TM Info cassette Titanium 

metallic
200029827-00

IM 612-... W Info cassette White 200029825-00
Information module illuminated with Tubular lamp
IM 611-... Terminal block Black 210007295-00
IM 611-0 Lampholder for tubular lamp White 200029034-00
IM 611-0 GM Info cassette Graphite 

brown  
metallic

200029056-00

IM 611-0 SM Info cassette Silver metallic 200029058-00
IM 611-0 TM Info cassette Titanium 

metallic
200029057-00

IM 611-0 W Info cassette White 200029059-00
IM/TM 611-..., BTM 650-1...-4 Tubular lamp 18 V/3 W Others 210007472-00

 
Vario 611-… 
Movement sensor module
BMM 611-... Replacement panel for range reduction Translucent 200031327-00
BMM 611-... Terminal block Black 200029976-00
BMM 611-... AG Screen frame Anthracite 

grey
210006016-00

BMM 611-... DG Screen frame Micaceous 
dark grey

210006017-00

BMM 611-... SM Screen frame Silver metallic 210006023-00
BMM 611-... W Screen frame White 210006024-00
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Vario 611-… 
Light module and LED module
LEDM 600-... Terminal block Black 200029930-00
LEDS 600-... Terminal block Black 210007572-00
LM 611-0 Halogen lamp 10 W Others 200022959-00
LM 611-x/1-0 fluorescent tube,  
warm tone 6 W/830 G5

Others 200022952-00

1 2 3

4 5 6

F 0 C

7 8 9

 
Vario 611-… 
COM 611-… ELM 611-… FPM 611-…
COM 611-... Terminal block Black 210007300-00
ELM 600/611-... Terminal block Black 200029924-00
ELM 611-... AG Screen frame Anthracite 

grey
210006029-00

ELM 611-... DG Screen frame Micaceous 
dark grey

210006028-00

ELM 611-... SM Screen frame Silver metallic 210006027-00
ELM 611-... W Screen frame White 210006025-00
FPM 611-... Terminal block Black 200029928-00

 
Vario 611-… 
Siedle Vario letterboxes
BE/BKM 611-... Nameplate letter flap Clear glass 200019639-00
BKM/AFM 611-... Locking set Black 200048052-00
BKV 611-3/1-0 W Removal door White 200029513-00
BKV 611-3/2-0 W Removal door White 200029514-00
BKV 611-3/3-0 W Removal door White 200029515-00
BKV 611-… Spare lock Others 200016957-00
BKV 611-… Viewing window for removal door Clear glass 200019641-00
RGA/RGF 611-... Complete nameplate Clear glass 200029521-00
RGA/RGF 611-... Spare lock Others 200029520-00
RGA/RGF 611-3/1 SM  
Pass-through flap with removal door

Silver metallic 210006030-00

RGA/RGF 611-3/1 W  
Pass-through flap with removal door

White 210006031-00

 
TLE 051-…
TLE 051-..., TL 352-... Loudspeaker Others 200009139-00
TLE 051-..., TLM 521-... Microphone Others 200029839-00

 
TLE 061-0 BTLE 050-0/-01/-02/-03
TLE 061-0 Microphone Others 200017559-00
TLM 611/612/645-.../01, BTLM 650-.../03  
Loudspeaker

Others 200029074-00

 
TLE 061-01 BTLE 050-04
BTLE 050-04, TLE 061-01 Loudspeaker Others 200049177-00
BTLE 050-04, TLE 061-01 Microphone Others 200049178-00

 
Siedle Classic CL…-01
CL 01 Siedle Classic Call button complete Clear glass 200042811-00
CL 01 Siedle Classic Nameplate superstructure Clear glass 200035326-00

 
Siedle Classic CL…-02
CL 02 Siedle Classic Nameplate upper part call button Clear glass 200029966-00
CL 02 Siedle Classic Spare lock Others 210005077-00
CL 02 Siedle Classic Nameplate superstructure  
Letter flap

Clear glass 200029967-00

CL 02 Siedle Classic Complete button without  
circuit board

Others 200044537-00

CL 02-1 Siedle Classic Button circuit board Others 200044533-00
CL 02-2 Siedle Classic Button circuit board Others 200044534-00
CL 02-3 Siedle Classic Button circuit board Others 200044535-00
CL 02-4 Siedle Classic Button circuit board Others 200044536-00

 
Siedle Steel
Siedle Steel Sealing strip for pass-through flap Others 210006541-00
Siedle Steel Button housing with  
circuit board and frame

White 210009664-00

Siedle Steel Mounting key Brushed  
stainless steel

210006015-00

Siedle Steel Spare lock Others 210005076-00

 
Line rectifiers and control units
BNG 650-..., SNG/VSNG 850-... Fuse holder Others 210005105-00
BVM 650-... Coaxial connecting cable Others 210008645-00
NG 402/602-... Fuse holder Others 210005106-00
T 0,2 A/250 V fuse 5 x 20 mm Others 210007481-00
T 0,63 A/250 V fuse 5 x 20 mm Others 210007482-00
T 1,0 A fuse 5 x 20 mm Others 210007483-00
ZATLC 670-0/110 Connecting cable ATLC 670-… to 
ANG 670-… 110 mm

Others 200087157-01

 
BVVU 650-0, BVVS 650-0, BAA 650-0
BVVU 650-... RC element Others 200032352-00
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HT 611-… HT 631-… ZS 932-…
HT 611-... Transparent cover with insert Clear glass 200005871-00
HT 611-01 Receiver capsule Others 200005876-00
HT 611-01 Circuit board Others 200005878-00
HT 611-01 S Housing base plate Black 210008290-00
HT 611-01 S Housing superstructure Black 200005867-00
HT 611-01 S No-tangle cord Black 210007474-00
HT 611-01 S Receiver with no-tangle cord Black 200005882-00
HT 611-01 S Receiver cradle Black 210007475-00
HT 611-01 W Housing base plate White 210008291-00
HT 611-01 W No-tangle cord White 210007476-00
HT 611-01 W Housing superstructure White 200005866-00
HT 611-01 W Receiver cradle White 210007477-00
HT 611-01 W Receiver with no-tangle cord White 200005881-00
ZER/ZGO 611-… Loudspeaker Others 200013064-00

 
MFM 611-… MFM 932-…
MFM 611/640/932-... Transparent cover Clear glass 200005870-00

 
HTS 711-… HTC 711-… HTA 711-… BTS 750-… BTC 750-…
BHT 730-..., HTA 711-... S Housing complete Black 200017556-00
BHT 730-..., HTA 711-... W Housing complete White 200017555-00
BTC 750-..., HTC 711-... Insert for button functions White 200015512-00
BTC 750-..., HTC 711-... S Housing complete Black 200017554-00
BTC 750-..., HTC 711-... W Housing complete White 200017553-00
BTC 750-02/03 Circuit board Others 200032023-00
BTS 750-..., HTS 711-... S Housing complete Black 200017552-00
BTS 750-..., HTS 711-... W Housing complete White 200017551-00
HT 711/740/750-... S No-tangle cord Black 200017785-00
HT 711/740/750-... S Receiver without no-tangle cord Black 200015506-00
HT 711/740/750-... SM  
Receiver without no-tangle cord

Silver metallic 200030404-00

HT 711/740/750-... W No-tangle cord White 200017786-00
HT 711/740/750-... W Receiver without no-tangle cord White 200015505-00
HTA 711-... Loudspeaker Others 200017557-00
HTA 711-01 Circuit board Others 200014802-00
HTC 711-... Circuit board Others 200015510-03
HTS 711-01 Circuit board Others 200019450-00

 
AIB 150-… BTS/BFS 850-… BTC/BFC 850-… HTA/HTS/HTC 811-… HT 840-…
AIB 150-... Terminals Blue 200049391-00
BFC 850-... Insert for button functions White 200039964-00
BFC/BFCV 850-... Transparent cover Clear glass 200039966-00
BFS/BFC 850-... Terminals Blue 200029592-00
BTC 850-... Insert for button functions White 200029575-00
BTC 850-..., HTC 811-..., HT 840-... W  
Housing complete

White 200029567-00

BTC/BTCV 850-..., HTC/HTCV 811-..., HT/HTV 840-... 
Transparent cover

Clear glass 200029578-00

BTS 850-..., HTA/HTS 811-... W Housing complete White 200029583-00
BTS/BTC 850-... Terminals Blue 200029590-00
BTS 850-02 Circuit board Others 210009476-00

HT 811/840/850/870-... S  
Receiver with no-tangle cord

Black 200029894-00

HT 811/840/850/870-... T  
Receiver with no-tangle cord

Translucent 200029574-00

HT 811/840/850/870-... W  
Receiver with no-tangle cord

White 200029573-00

HT 840-... Terminals Red 200029593-00
HTA 811-... Terminals Yellow 200029884-00
HTC 811-... Terminals Grey 200029591-00
HTC 811-..., HT/HTV 840-...  
Insert for button functions

White 200029577-00

HTS 811-... Terminals Grey 200029589-00

 
VIB 150-… BTSV/BTCV 850-… BFSV/BFCV 850-… AHT/AHTV 870-… AHF/
AHFV 870-… HTSV/HTCV 811-… HTV 840-…
BFC/BFCV 850-... Transparent cover Clear glass 200039966-00
BFCV 850-... Insert for button functions White 200039965-00
BTCV 850-... Insert for button functions White 200029576-00
BTSV/BTCV/BFSV/BFCV 850-... Terminals Blue 200029597-00
BTSV/BTCV/BFSV/BFCV 850-... RC element  
In-Home bus: Video

Others 200029965-00

HT 811/840/850/870-... S  
Receiver with no-tangle cord

Black 200029894-00

HT 811/840/850/870-... T  
Receiver with no-tangle cord

Translucent 200029574-00

HT 811/840/850/870-... W  
Receiver with no-tangle cord

White 200029573-00

HTC 811-..., HT/HTV 840-...  
Insert for button functions

White 200029577-00

HTCV 811-... Terminals Grey 200029596-00
HTSV 811-... Terminals Grey 200029594-00
HTV 840-... Terminals Red 200029598-00
VIB 150-... Terminals Blue 210007267-00

 
Siedle Scope
S 851-0 Siedle Scope battery li-ion 3.7 V, 1000 mAh Others 200044541-00
S/SZM 85x-... A/S EU  
Siedle Scope charging tray incl. power supply

Aluminium/
black

200029908-00

S/SZM 85x-... E/S EU  
Siedle Scope charging tray incl. power supply

Stainless 
steel/black

200029907-00

S/SZM 85x-... EC/S EU  
Siedle Scope charging tray incl. power supply

Chrome/black 200029911-00

S/SZM 85x-... EG/S EU  
Siedle Scope charging tray incl. power supply

Gold/black 200029912-00

S/SZM 85x-... SH/S EU  
Siedle Scope charging tray incl. power supply

High gloss 
black/black

200029910-00

S/SZM 85x-... WH/S EU  
Siedle Scope charging tray incl. power supply

High gloss 
white/black

200029909-00

S/SZM 85x-..., SGM 650-... power supply  
100–240 V AC, secondary 6 V DC, 1.15 A

Black 200029919-00
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Article index / order designations

Type Designation Page 
A 180-10 Siedle Axiom for wall mounting 18, 92
A 180-11 Siedle Axiom for wall mounting with receiver 18, 92
A 180-20 Siedle Axiom for table-top mounting 92
A 180-21 Siedle Axiom for table-top mounting  

with receiver
92

A 180-30 Siedle Axiom for furniture mounting 92
A 180-31 Siedle Axiom for furniture mounting with 

receiver
92

ACM 670-03 Access camera 80 for Siedle Vario 62
ACM 673-02 Access camera 130 for Siedle Vario 62
ACM 678-02 Access camera 180 for Siedle Vario 62
AFM 611-4/4-0 Storage compartment module 157, 175, 181, 

187
AFS 870-0 Access standard handsfree telephone 64
AFSV 870-0 Access standard video handsfree telephone 64
AGW 670-01 Access gateway 69
AHT 870-0 Access in-house telephone 64
AHTV 870-0 Access video in-house telephone 64
AIB 150-01 Audio indoor station Siedle Basic 24, 100
AIVS 670-0 Access Interface analog-video standard 63
ANG 600-0 Access line rectifier 49, 105
APA 611-0 Adapter plate 271
APB 611-0 Adapter plate 271
APC 611-0 Adapter plate 271
APS 611-0 Adapter plate 279
AR 402-0 Interfacing relay 83
ASH 670-05 M Access server hardware 69
ASH 670-05 S Access server hardware 69
ATLC/NG 670-0 Access door loudspeaker controller with  

line rectifier
60

ATLCE 670-0 Access door loudspeaker controller extension 60
ATLE 670-0 Access custom-fit door loudspeaker  

incl. Bus call button matrix
60

ATLM 670-0 Access door loudspeaker module 60
ATLM 671-0 Access door loudspeaker module Plus 60
AVA 670-0 Access video decoupler 68
AVP 870-0 Access video panel 65
AZTV 870-0 Access table-top accessory 64
BAA 650-0 Bus audio decoupler 42
BAVU 652-0 Bus audio/video distributor asymmetrical  

top hat rail
42

BCM 653-02 Bus camera 130 for Siedle Vario 36
BCM 658-02 Bus camera 180 for Siedle Vario 36
BCMC 650-03 Bus camera 80 for Siedle Vario 36
BCV 850-1-01 Siedle Compact video door station 105, 111
BCV 850-2-01 Siedle Compact video door station 111
BCVU 850-1-0 Siedle Compact video door station  

flush mounting
105, 111

BCVU 850-2-0 Siedle Compact video door station  
flush mounting

111

BE 611-3/1-0 Letter flap 167, 277
BE 611-4/1-0 Letter flap 169
BEM 650-02 Bus input module 28, 43
BEM 651-0 Bus input module top hat rail 28, 43
BFC 850-0 Comfort handsfree bus telephone intercom 24
BFC 850-01 Comfort handsfree bus telephone intercom 24
BG/KSF 611-10 A-R Free-standing communication pedestal 187
BG/SR 611-4/9-0 Free-standing letterbox with upright columns 181
BGA 611-4/10-0 Surface-mount letterbox module housing 157
BGA 611-4/4-0 Surface-mount letterbox module housing 157
BGA 611-4/5-0 Surface-mount letterbox module housing 157
BGA 611-4/6-0 Surface-mount letterbox module housing 157
BGA 611-4/9-0 Surface-mount letterbox module housing 157
BGU 611-4/4-0 Flush-mount letterbox housing 175
BIM 650-02 Bus interface module 26, 40
BKM 611-4/4-0 Letterbox module with pass-through flap 157, 175, 181, 

187, 278
BKV 611-3/1-0 Pass-through letterbox for mounting in 

masonry
167

BKV 611-3/2-0 Pass-through letterbox for mounting in 
masonry

167

BKV 611-3/3-0 Pass-through letterbox for mounting in 
masonry

167

BKV 611-4/1-0 Pass-through letterbox for mounting in 
masonry

169

BKV 611-4/2-0 Pass-through letterbox for mounting in 
masonry

169

Type Designation Page 
BKV 611-4/3-0 Pass-through letterbox for mounting  

in masonry
169

BM 611-0 Dummy module 124
BMM 611-0 Movement sensor module 126
BNG 650-0 Bus line rectifier 26
BNG 650-1 USA Bus line rectifier 26
BNS 750-02 Bus secondary signal unit 25, 39
BRMA 050-01 Bus call button matrix 22, 34, 60
BSE 650-02 Bus switching unit 28, 43
BSE 651-0 Bus switching unit top hat rail 28, 43
BSM 650-02 Bus switching module 28, 43
BTC 850-02 Comfort bus telephone 24
BTCV 850-03 Comfort bus telephone with colour monitor 38
BTLE 051-04 Bus custom-fit door loudspeaker incl.  

Bus call button matrix
22, 34

BTLM 650-04 Bus door loudspeaker module 22, 34
BTLM 651-0 Bus door loudspeaker module Plus 22, 34
BTM 650-01 Bus call button module 23, 35, 61
BTM 650-02 Bus call button module 23, 35, 61
BTM 650-03 Bus call button module 23, 35, 61
BTM 650-04 Bus call button module 23, 35, 61
BTS 850-02 Standard bus telephone 24
BTSV 850-03 Standard bus telephone with colour monitor 38
BVD 650-0 Bus video demodulator 45
BVM 650-0 Bus video modulator 37
BVNG 650-0 Bus video line rectifier 40
BVNG 650-1 USA Bus video line rectifier 40
BVPC 850-0 Bus video panel 38
BVVS 650-0 Symmetrical bus video distributor 42
BVVS 652-0 Bus video distributor symmetrical top hat rail 42
BVVU 650-0 Asymmetrical bus video distributor 42
BVVU 652-0 Bus video distributor asymmetrical top  

hat rail
42

CA 812-1 Siedle Compact audio door station 99
CA 812-2 Siedle Compact audio door station 99
CA 812-4 Siedle Compact audio door station 99
CA 850-1 Siedle Compact audio door station 100, 111
CA 850-2 Siedle Compact audio door station 100, 111
CA 850-4 Siedle Compact audio door station 100, 111
CAU 850-1-0 Siedle Compact audio door station  

flush mounting
111

CAU 850-2-0 Siedle Compact audio door station  
flush mounting

111

CAU 850-4-0 Siedle Compact audio door station  
flush mounting

111

CE 600-01 External colour CCD video camera for  
external mounting

37, 63

CE 950-01 External colour CCD video camera for  
external mounting

37, 63

CL 111-1 B-02 Siedle Classic door station audio 268
CL 111-1 N-02 Siedle Classic door station audio 268
CL 111-1 R-02 Siedle Classic door station audio 268
CL 111-2 B-02 Siedle Classic door station audio 268
CL 111-2 N-02 Siedle Classic door station audio 268
CL 111-2 R-02 Siedle Classic door station audio 268
CL 111-3 B-02 Siedle Classic door station audio 268
CL 111-3 N-02 Siedle Classic door station audio 268
CL 111-3 R-02 Siedle Classic door station audio 268
CL 111-4 B-02 Siedle Classic door station audio 268
CL 111-4 N-02 Siedle Classic door station audio 268
CL 111-4 R-02 Siedle Classic door station audio 268
CL 111-5 B-02 Siedle Classic door station audio 269
CL 111-5 N-02 Siedle Classic door station audio 269
CL 111-5 R-02 Siedle Classic door station audio 269
CL 111-6 B-02 Siedle Classic door station audio 269
CL 111-6 N-02 Siedle Classic door station audio 269
CL 111-6 R-02 Siedle Classic door station audio 269
CL 411 BD2A 01 B Siedle Classic pass-through letterbox  

front audio
272

CL 411 BD2A 01 N Siedle Classic pass-through letterbox  
front audio

272

CL 411 BD2A 01 R Siedle Classic pass-through letterbox  
front audio

272

CL 411 BD2A 02 B Siedle Classic pass-through letterbox  
front audio

272
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CL 411 BD2A 02 N Siedle Classic pass-through letterbox  

front audio
272

CL 411 BD2A 02 R Siedle Classic pass-through letterbox  
front audio

272

CL 411 BD2A 03 B Siedle Classic pass-through letterbox  
front audio

272

CL 411 BD2A 03 N Siedle Classic pass-through letterbox  
front audio

272

CL 411 BD2A 03 R Siedle Classic pass-through letterbox f 
ront audio

272

CM 613-02 System-free camera 130 for Siedle Vario 36
CM 618-02 System-free camera 180 for Siedle Vario 36
CMC 612-03 System-free camera 80 for Siedle Vario 36
COM 611-02 Code lock module 23, 35, 61, 291
CTÖ 602-0 Controller door release 83
CV 850-1-02 Siedle Compact video door station 101
DCA 612-0 DoorCom Analog 84
DCA 650-02 DoorCom Analog 29, 44
DCSF 600-0 DoorCom switching/remote control interface 29, 44, 84
DRM 612-01 Display call module 23, 35, 61
DSC 602-0 Anti-pilfer controller 37, 294
EC 602-03 DE Entrance controller 292
EC 602-03 EN/DK Entrance controller 292
EC 602-03 FR/IT/NL Entrance controller 292
ECE 602-0 Entrance controller extension 292
EK 600-0/03 Electronic key 291
EK 600-0/10 Electronic key 291
EKC 600-0/03 Electronic key card 291
EKC 600-0/10 Electronic key card 291
ELM 600-0 Electronic-key reading module 291
ETC 602-0 Storey controller 83
F CL A 01 B-0 Function unit audio door station  

Siedle Classic
212-213,  
215-217

F CL A 01 N-0 Function unit audio door station  
Siedle Classic

212

F CL A 02 B-0 Function unit audio door station  
Siedle Classic

212

F CL A 02 N-0 Function unit audio door station  
Siedle Classic

212

F CL A 03 B-0 Function unit audio door station  
Siedle Classic

212

F CL A 03 N-0 Function unit audio door station  
Siedle Classic

212

F CL A 04 B-0 Function unit audio door station  
Siedle Classic

212

F CL A 04 N-0 Function unit audio door station  
Siedle Classic

212

F CL A 05 B-0 Function unit audio door station  
Siedle Classic

212

F CL A 06 B-0 Function unit audio door station  
Siedle Classic

212

F CL A 08 B-0 Function unit audio door station  
Siedle Classic

212

F CL ACOM 01 B-0 Function unit audio door station  
Siedle Classic

214-215

F CL AELM 01 B-0 Function unit audio door station  
Siedle Classic

215

F CL AELM 01 B-01 Function unit audio door station  
Siedle Classic

214-215

F CL AFPM 01 B-0 Function unit audio door station  
Siedle Classic

214-215

F CL BD2 01 Function unit pass-through letterbox  
Siedle Classic

216

F CL BD2A 01 B-0 Function unit pass-through letterbox audio 
Siedle Classic

217

F CL BD2V130 01 B-01 Function unit pass-through letterbox video 
Siedle Classic

218

F CL BD3 01 Function unit pass-through letterbox  
Siedle Classic

216

F CL BD3A 01 B-0 Function unit pass-through letterbox audio 
Siedle Classic

217

F CL BF3 01 Function unit letterbox front removal  
Siedle Classic

220

F CL BF3A 01 B-0 Function unit letterbox front removal audio 
Siedle Classic

221

F CL BF3V130 01 B-01 Function unit letterbox front removal video 
Siedle Classic

222

F CL V130 01 B-01 Function unit video door station  
Siedle Classic

213
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F CL V130 02 B-01 Function unit video door station  

Siedle Classic
213

F CL V130 03 B-01 Function unit video door station  
Siedle Classic

213

F CL V130 04 B-01 Function unit video door station  
Siedle Classic

213

F CL V130 COM 01 
B-01

Function unit video door station  
Siedle Classic

215

F CL V130 ELM 01 
B-01

Function unit video door station  
Siedle Classic

215

F CL V130 FPM 01 
B-01

Function unit video door station  
Siedle Classic

215

FPM 611-02 Fingerprint module 291
FSM 740-02 Remote switching and control module 293
GA 612-1/1-0 Surface-mount housing 131
GA 612-2/1-0 Surface-mount housing 131
GA 612-2/2-0 Surface-mount housing 131
GA 612-3/1-0 Surface-mount housing 131
GA 612-3/2-0 Surface-mount housing 131
GA 612-3/3-0 Surface-mount housing 131
GA 612-4/1-0 Surface-mount housing 131
GA 612-4/2-0 Surface-mount housing 131
GA 612-4/3-0 Surface-mount housing 131
GA 612-5/1-0 Surface-mount housing 131
GC 612-0 Group controller 83
GU 611-1/1-0 Flush-mount housing 141
GU 611-2/1-0 Flush-mount housing 141
GU 611-3/1-0 Flush-mount housing 141, 168
GU 611-4/1-0 Flush-mount housing 141, 157, 170, 

175, 182
GU CL 01-0 Flush-mount housing Siedle Classic 212-213,  

215-217
GU CL 02-0 Flush-mount housing Siedle Classic 212
GU CL 03-0 Flush-mount housing Siedle Classic 212
GU CL 04-0 Flush-mount housing Siedle Classic 212
GU CL 05-0 Flush-mount housing Siedle Classic 212
GU CL 06-0 Flush-mount housing Siedle Classic 212-215
GU CL 07-0 Flush-mount housing Siedle Classic 213
GU CL 08-0 Flush-mount housing Siedle Classic 212-213
GU CL 09-0 Flush-mount housing Siedle Classic 213
GU CL 10-0 Flush-mount housing Siedle Classic 215
GU CL BD2 01 Pass-through letterbox for mounting in 

masonry Siedle Classic
216

GU CL BD2A 01 B-0 Pass-through letterbox for mounting in 
masonry Siedle Classic

217

GU CL BD2V130  
01 B-0

Pass-through letterbox for mounting in 
masonry Siedle Classic

218

GU CL BD3 01 Pass-through letterbox for mounting in 
masonry Siedle Classic

216

GU CL BD3A 01 B-0 Pass-through letterbox for mounting in 
masonry Siedle Classic

217

GU CL BF3 01 Letterbox flush-mount housing Siedle Classic 220
GU CL BF3A 01 B-0 Letterbox flush-mount housing Siedle Classic 221
GU CL BF3V130  
01 B-0

Letterbox flush-mount housing Siedle Classic 222

HTA 811-0 Analogue in-house telephone 281
HTC 811-0 Comfort in-house telephone 80
HTC 811-01 Comfort in-house telephone 80
HTS 811-0 Standard in-house telephone 80, 99
HTS 811-01 Standard in-house telephone 80, 99
IM 612-0 Information module 124
IQ HTA Siedle IQ HTA 281
IQ HTS Siedle IQ HTS 80
ISM 611-2/1-0 Info sign module 125
ISM 611-2/2-0 Info sign module 125
ISM 611-3/1-0 Info sign module 125
ISM 611-3/2-0 Info sign module 125
ISM 611-3/3-0 Info sign module 125
ISM 611-4/1-0 Info sign module 125
ISM 611-4/2-0 Info sign module 125
ISM 611-4/3-0 Info sign module 125
ISM 611-4/4-0 Info sign module 125
ISM 611-6/1-0 Info sign module 125
ISM 611-6/2-0 Info sign module 125
ISM 611-8/1-0 Info sign module 125
ISM 611-8/2-0 Info sign module 125
KR 611-1/1-0 Combination frame 142
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Article index / order designations

Type Designation Page 
KR 611-2/1-0 Combination frame 142
KR 611-2/2-0 Combination frame 142
KR 611-3/1-0 Combination frame 142, 168
KR 611-3/2-0 Combination frame 142, 168
KR 611-3/3-0 Combination frame 142, 168
KR 611-4/1-0 Combination frame 142, 170
KR 611-4/2-0 Combination frame 142, 170
KR 611-4/3-0 Combination frame 142, 168, 170
KR 611-4/4-0 Combination frame 170
KR 611-5/1-0 Combination frame 142
KR 611-5/4-0 Combination frame 175
KR 611-8/8-0 Combination frame 175
KR 611-9/4-0 A Combination frame 175
KR 611-9/8-0 A Combination frame 175
KR 613-2 Combination frame 277
KR 613-3 Combination frame 277
KR 613-4 Combination frame 277
KR 614-1/1 Combination frame 278
KS 613-1 Communication pedestal 150
KS 616-1/2 Communication pedestal 150
KSA 602-0 Surface-mount communication display 136, 270
KSA 603-0 Surface-mount communication display 136, 270
KSA 604-0 Surface-mount communication display 136, 270
KSA 605-0 Surface-mount communication display 136, 270
KSA 613-1/0/2-0 Surface-mount communication display 135
KSA 616-1/1/3-0 Surface-mount communication display 135
KSA 619-2/1/4-0 Surface-mount communication display 135
KSF 613-1 Free-standing communication pedestal 150
KSF 616-1/2 Free-standing communication pedestal 150
LEDF 600-3/1-0 LED surface area light 127
LEDF 600-3/2-0 LED surface area light 127
LEDF 600-3/3-0 LED surface area light 127
LEDF 600-4/1-0 LED surface area light 127
LEDF 600-4/2-0 LED surface area light 127
LEDF 600-4/3-0 LED surface area light 127
LEDF 600-4/4-0 LED surface area light 127
LEDF 600-6/1-0 LED surface area light 127
LEDF 600-6/2-0 LED surface area light 127
LEDF 600-8/1-0 LED surface area light 127
LEDF 600-8/2-0 LED surface area light 127
LEDM 600-0 LED light module 126
LEDS 600-0 LED spot 126
LNG 600-0 Power line rectifier 41, 68, 127, 

153
LS 604-1 Light pedestal 153
LS 608-1 Light pedestal 153
LS 608-2 Light pedestal 153
MA/LEDF 600-0 Mounting adapter for LED surface light 157, 182, 187, 

191, 197
MR 611-1/1-0 Mounting frame 132, 141
MR 611-2/1-0 Mounting frame 132, 141
MR 611-3/1-0 Mounting frame 132, 141, 161, 

168, 191, 277
MR 611-4/1-0 Mounting frame 132, 141, 157, 

170, 175, 182, 
278

NG 402-03 Line rectifier 281
NG 602-01 Line rectifier 27, 41, 82
NS 511-01 Secondary signal unit 281
NS 711-01 Secondary signal unit 81
NSC 602-0 Secondary signal controller 81
OSB 0001 Orientation sign 266
OSB 0002 Orientation sign 266
OSB 0003 Orientation sign 266
OSB 0004 Orientation sign 266
OSB 0005 G Orientation sign 267
OSM 0001 Mounting plate 267
OSP 0001 Orientation sign library 267
OSP 0002 Orientation sign restaurant/canteen 267
OSP 0003 Orientation sign cafeteria 267
OSP 0004 Orientation sign cloakroom 266
OSP 0005 Orientation sign conference 266
OSP 0006 Orientation sign arrow 266
OSP 0007 Orientation sign no smoking 266
OSP 0008 Orientation sign smoking 267
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OSP 0009 Disabled orientation sign 267
OSP 0010 Orientation sign ladies 267
OSP 0011 Orientation sign men 267
OSP 0012 Orientation sign lavatory 266
OSP 0013 Orientation sign baby changing room 266
OSP 0014 Orientation sign ladies‘ shower 266
OSP 0015 Orientation sign men‘s shower 266
OSP 0016 Orientation sign shower 267
PB 611-3/1-0 Plaster trim 167
PB 611-3/2-0 Plaster trim 167
PB 611-3/3-0 Plaster trim 167
PB 611-3/4-0 Plaster trim 167, 169
PB 611-4/1-0 Plaster trim 169
PB 611-4/2-0 Plaster trim 169
PB 611-4/4-0 Plaster trim 169
PRI 602-0 Programming interface RS232 292
PRI 602-01 USB Programming interface USB 26, 40, 292
RG/SR 611-2/1 Space-saving letterbox with removal  

from the front
191

RGA 611-10/2-0 Surface-mounted space-saving letterbox 161
RGA 611-2/1-0 Surface-mounted space-saving letterbox 161
RGA 611-2/2-0 Surface-mounted space-saving letterbox 161
RGA 611-3/1-0 Surface-mounted space-saving letterbox 161
RGA 611-4/0-0 Surface-mounted space-saving letterbox 161
RGA 611-4/1-0 Surface-mounted space-saving letterbox 161
RGA 611-6/2-0 Surface-mounted space-saving letterbox 161
RGA 611-8/2-0 Surface-mounted space-saving letterbox 161
SCE 640-0 Switching controller extension 293
SET CA 812-1 Audio-Set Siedle Compact 99
SET CA 812-2 Audio-Set Siedle Compact 99
SET CA 812-3 Audio-Set Siedle Compact 99
SET CA 812-4 Audio-Set Siedle Compact 99
SET CAB 850-1 Audio set Siedle Basic 100
SET CAB 850-2 Audio set Siedle Basic 100
SET CAB 850-3 Audio set Siedle Basic 100
SET CAB 850-4 Audio set Siedle Basic 100
SET CVB 850-1 Video set Siedle Basic 101
SET CVB 850-2 Video set Siedle Basic 101
SET CVSG 850-1 Smart Gateway starter kit for  

surface mounting
105

SFC 602-0 Switching-/remote controller 83
SG 150-0 Smart Gateway 48, 105
SG 650-0 Smart Gateway Professional 48
SM 611-01 Lock module 291
SNG 850-0 Set line rectifier 100-101, 105
TCIP 603-03 DE/FR/NL Door controller IP 293
TCIP 603-03 IT/ES Door controller IP 293
TCIP 603-03 SE/EN/DK Door controller IP 293
TLE 061-01 Custom-fit door loudspeaker 78
TLM 612-02 Door loudspeaker module 78
TM 612-1 Call button module 79
TM 612-2 Call button module 79
TM 612-3 Call button module 79
TM 612-4 Call button module 79
TÖ 615-0 Door release 27, 41, 68, 82
TÖ 618-0 E Door release 27, 41, 68, 82
TR 602-01 Transformer 27, 41, 68, 82, 

294
TR 602-1 USA Transformer 27, 41, 294
TR 603-0 Transformer 27, 41, 68, 82, 

99, 294
VA/GU 511-0 Vario adapter 145
VA/GU 512-0 Vario adapter 145
VA/GU 513-0 Vario adapter 145, 277
VA/GU 514-0 Vario adapter 145
VA/GU 524-0 Vario adapter 145
VIB 150-0 Video indoor station Siedle Basic 38, 101
VNG 602-02 Video line rectifier 41, 68, 294
VNG 602-12 USA Video line rectifier 294
ZAM 600-01 Status display module 22, 34
ZAR 850-0 Interfacing relay accessory 25
ZARF 850-0 Handsfree interfacing relay accessory 25
ZD 061-10 Accessory diode 78
ZDS 601-0 Anti-pilfer accessory 37, 294
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ZDS/CL Pilfer safeguard 213-214,  

219, 223
ZE/KS/KSF 611-0 Ground element accessory 151, 153,  

187, 197
ZE/SR 611-0 Ground element accessory 182, 187,  

191, 197
ZE/STL 168 x 168 Ground element accessory 248, 251
ZE/STL 308 x 308 Ground element accessory 248
ZE/STL 462 x 462 Ground element accessory 249
ZE/STL 518 x 462 Ground element accessory 250
ZERT 811-0 Storey call accessory 99
ZES/LS 611-0 Ground spike accessory for light  

pedestal 604-1
153

ZHB 612-0 Hollow wall fastening accessory 143
ZPS 850-0 Parallel switching accessory 25
ZPSF 850-0 Handsfree parallel switching accessory 25
ZRE 600-0 19 inch rack mounting accessory 69
ZSB 611-0 Formwork wall fastener accessory 141
ZT 811-01 Table-top accessory 281
ZTC 800-0 Comfort table-top accessory 25, 81
ZTCV 850-0 Table-top accessory video 39
ZTL 051-0 Universal mounting adapter 22, 34, 78
ZTS 800-01 Standard table-top accessory 25, 81
ZTVP 850-0 Table-top accessory 39
ZWA 640-0 Western socket accessory 26, 40
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Glossary of key terms

Designation Page 
19 inch rack mounting accessory 69
Access camera 130 for Siedle Vario 62
Access camera 180 for Siedle Vario 62
Access camera 80 for Siedle Vario 62
Access custom-fit door loudspeaker incl. Bus call button matrix 60
Access door loudspeaker controller extension 60
Access door loudspeaker controller with line rectifier 60
Access door loudspeaker module 60
Access door loudspeaker module Plus 60
Access gateway 69
Access in-house telephone 64
Access Interface analog-video standard 63
Access line rectifier 49, 105
Access server hardware 69
Access standard handsfree telephone 64
Access standard video handsfree telephone 64
Access table-top accessory 64
Access video decoupler 68
Access video in-house telephone 64
Access video panel 65
Accessory diode 78
Adapter plate 271
Analogue in-house telephone 281
Anti-pilfer accessory 37, 294
Anti-pilfer controller 37, 294
Asymmetrical bus video distributor 42
Audio indoor station Siedle Basic 24, 100
Audio set Siedle Basic 100
Audio-Set Siedle Compact 99
Bus audio decoupler 42
Bus audio/video distributor asymmetrical top hat rail 42
Bus call button matrix 22, 34, 60
Bus call button module 23, 35, 61
Bus camera 130 for Siedle Vario 36
Bus camera 180 for Siedle Vario 36
Bus camera 80 for Siedle Vario 36
Bus custom-fit door loudspeaker incl. Bus call button matrix 22, 34
Bus door loudspeaker module 22, 34
Bus door loudspeaker module Plus 22, 34
Bus input module 28, 43
Bus input module top hat rail 28, 43
Bus interface module 26, 40
Bus line rectifier 26
Bus secondary signal unit 25, 39
Bus switching module 28, 43
Bus switching unit 28, 43
Bus switching unit top hat rail 28, 43
Bus video demodulator 45
Bus video distributor asymmetrical top hat rail 42
Bus video distributor symmetrical top hat rail 42
Bus video line rectifier 40
Bus video modulator 37
Bus video panel 38
Call button module 79
Code lock module 23, 35, 61, 291
Combination frame 142
Comfort bus telephone 24
Comfort bus telephone with colour monitor 38
Comfort handsfree bus telephone intercom 24
Comfort in-house telephone 80
Comfort table-top accessory 25, 81
Communication pedestal 150
Controller door release 83
Custom-fit door loudspeaker 78
Disabled orientation sign 267
Display call module 23, 35, 61
Door controller IP 293
Door loudspeaker module 78
Door release 27, 41, 68, 82
DoorCom Analog 29, 44
DoorCom switching/remote control interface 29, 44, 84
Dummy module 124
Electronic key 291
Electronic key card 291

Designation Page 
Electronic-key reading module 291
Entrance controller 292
Entrance controller extension 292
External colour CCD video camera for external mounting 37, 63
Fingerprint module 291
Flush-mount housing 141
Flush-mount housing Siedle Classic 212
Flush-mount letterbox housing 175
Formwork wall fastener accessory 141
Free-standing communication pedestal 150
Free-standing letterbox with upright columns 181
Function unit audio door station Siedle Classic 212
Function unit letterbox front removal audio Siedle Classic 221
Function unit letterbox front removal Siedle Classic 220
Function unit letterbox front removal video Siedle Classic 222
Function unit pass-through letterbox audio Siedle Classic 217
Function unit pass-through letterbox Siedle Classic 216
Function unit pass-through letterbox video Siedle Classic 218
Function unit video door station Siedle Classic 213
Ground element accessory 151, 153, 187, 197
Ground spike accessory for light pedestal 604-1 153
Group controller 83
Handsfree interfacing relay accessory 25
Handsfree parallel switching accessory 25
Hollow wall fastening accessory 143
Info sign module 125
Information module 124
Interfacing relay 83
Interfacing relay accessory 25
LED light module 126
LED spot 126
LED surface area light 127
Letter flap 167, 277
Letterbox flush-mount housing Siedle Classic 220
Letterbox module with pass-through flap 157, 175, 181, 

187, 278
Light pedestal 153
Line rectifier 27, 41, 82
Lock module 291
Mounting adapter for LED surface light 157, 182, 187, 

191, 197
Mounting frame 132, 141
Mounting plate 267
Movement sensor module 126
Orientation sign 266
Orientation sign arrow 266
Orientation sign baby changing room 266
Orientation sign cafeteria 267
Orientation sign cloakroom 266
Orientation sign conference 266
Orientation sign ladies 267
Orientation sign ladies‘ shower 266
Orientation sign lavatory 266
Orientation sign library 267
Orientation sign men 267
Orientation sign men‘s shower 266
Orientation sign no smoking 266
Orientation sign restaurant/canteen 267
Orientation sign shower 267
Orientation sign smoking 267
Parallel switching accessory 25
Pass-through letterbox for mounting in masonry 167
Pass-through letterbox for mounting in masonry Siedle Classic 216
Pilfer safeguard 213-214, 219, 223
Plaster trim 167
Power line rectifier 41, 68, 127, 153
Programming interface RS232 292
Programming interface USB 26, 40, 292
Remote switching and control module 293
Secondary signal controller 81
Secondary signal unit 281
Set line rectifier 100-101, 105
Siedle Axiom for furniture mounting 92
Siedle Axiom for furniture mounting with receiver 92
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Siedle Axiom for table-top mounting 92
Siedle Axiom for table-top mounting with receiver 92
Siedle Axiom for wall mounting 18, 92
Siedle Axiom for wall mounting with receiver 18, 92
Siedle Classic door station audio 268
Siedle Classic pass-through letterbox front audio 272
Siedle Compact audio door station 100, 111
Siedle Compact audio door station flush mounting 111
Siedle Compact video door station 101
Siedle Compact video door station flush mounting 105, 111
Siedle IQ HTA 281
Siedle IQ HTS 80
Smart Gateway 48, 105
Smart Gateway Professional 48
Smart Gateway starter kit for surface mounting 105
Space-saving letterbox with removal from the front 191
Standard bus telephone 24
Standard bus telephone with colour monitor 38
Standard in-house telephone 80, 99
Standard table-top accessory 25, 81
Status display module 22, 34
Storage compartment module 157, 175, 181, 187
Storey call accessory 99
Storey controller 83
Surface-mount communication display 135
Surface-mount housing 131
Surface-mount letterbox module housing 157
Surface-mounted space-saving letterbox 161
Switching controller extension 293
Switching-/remote controller 83
Symmetrical bus video distributor 42
System-free camera 130 for Siedle Vario 36
System-free camera 180 for Siedle Vario 36
System-free camera 80 for Siedle Vario 36
Table-top accessory 281
Table-top accessory video 39
Transformer 27, 41, 294
Universal mounting adapter 22, 34, 78
Vario adapter 145
Video indoor station Siedle Basic 38, 101
Video line rectifier 294
Video set Siedle Basic 101
Western socket accessory 26, 40
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Servicing

Customer support and customer advice

Qualified contacts are on hand 
to offer a fast, professional 
service.
By telephone, or if required we 
will be pleased to visit you on 
site.
Customers and sales partners 
outside of Germany should 
contact one of our internation-
al representatives.

The current overview broken 
down according to regions is 
located in the download area 
on www.siedle.com/contactThe latest information about 

our international distributors 
you will always find on the Sie-
dle website www.siedle.com

For all other countries, please 
contact the Siedle export team  
phone no. +49 7723-451, 
offers@siedle.de

Visit us at our studio in Munich  
and discover the digital solu-
tions that can be created for 
doors. We look forward to 
welcoming you!
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Servicing
After-sales service

Furtwangen factory

Monday through Thursday 
from 7.30 a.m. to 5.00 p.m.
Friday up to 4.00 p.m.

Order processing Tel. +49 7723 63-451 
Fax +49 7723 63-72451 
offers@siedle.de

Technical hotline Tel. +49 7723 63-434
Fax +49 7723 63-72451
offers@siedle.de

Services and information Siedle website
www.siedle.com
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Quality certification
to DIN EN ISO 9001:2000

Environmental certification
to DIN EN ISO 14001:2005

S. Siedle & Söhne

Postfach 1155 
78113 Furtwangen

Bregstraße 1 
78120 Furtwangen

Telefon +49 7723 63-0 
Telefax +49 7723 63-300 
www.siedle.de 
info@siedle.de

Made in Germany
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